FEDERAL SUPPLY CLASS
= o RATIONALE 5935
w
o LIMITED SCOPE REVISION IS REQUIRED TO CLARIFY THE SAFETY WIRE HOLE REQUIREMENTS IN FIGURE 1 FOR
THE NON-SELF-LOCKING COUPLING NUT CONFIGURATION AND TO CORRECT METRIC EQUIVALENT VALUES IN
TABLE 1.
-
N AS85049/121C HAS BEEN REAFFIRMED TO COMPLY WITH THE SAE FIVE-YEAR REVIEW POLICY.
=
o NOTICE
S
P THE COMPLETE REQUIREMENTS FOR PROCURING THE PRODUCT DESCRIBED HEREIN SHALL CONSIST OF THIS
@ DOCUMENT AND THE LATEST ISSUE OF AS85049.
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TABLE 1 - SHELL SIZES AND DIMENSIONS

DASH CS(I)-II\IIET?;-:—;)ER LEN/ETH B i.(():31 MiX Mix F Sg:;iw
NO. MAX | DIM OVERALL| MIN
SERIES Il | SEREES | Y 2 DIA 1 LeNGTH (REF)
08 8 o ( 927//12.19) (2;2) (;:;2) (25??3) (;'5?;) (52) 40
10 10 " (22..52/1'2%3) (259.3) (62.31) (2523) (;;.3) (62-573) 40
12 12 13 (215._071//1.;_63) (;81 z21) (83‘711) (;912;) (;122) (:g) 49
14 14 5 | gsarien | @02 | e | e | e | dre |
16 16 17 (215.17%2) (;gg) (1?854) (;;54.(7)?) (;f;) (1'451750) 40
18 18 19 (:1%53?;;813) (;52) (1.2.1652) (;;15.;(?) (1.1&?(2)) (1.2-27) oo
20 20 2 (;:thf.g) (léég) (1'3?783) (1'16?‘71(2)) (1;17.2) (1.;-08) %
22 22 2 (lfjgg?) (41147.:) (1;?801) (H.g?) (l?EZ) (1;?8) 6-32
24 24 25 (147.3;;55.1) (411%23.:) (é?.5509) (lfgz) (209(7)) (é?.se) 8-32

1/ THE "A" DIMENSION IS MEASURED FROM THE BOTTOM OF THE ACCESSORY TEETH TO THE END OF THE STRAIN RELIEF.
2/ CABLE ENTRY IS MEASURED WITH SADDLE BARS CLOSED AND BOTTOMED ON CLAMP EARS.

NOTES:

4.

5.

DIMENSIONS ARE IN INCHES.

DIMENSIONS APPLY AFTER PLATING.

METRIC EQUIVALENTS ARE GIVEN FOR GENERAL INFORMATION ONLY AND ARE BASED ON 25.4 mm = 1 INCH.
MILLIMETERS ARE IN PARENTHESES.

CLAMP ACCOMMODATES AS85049/127 BUSHING.

REQUIREMENTS:

DESIGN AND CONSTRUCTION:

1.

2.

DIMENSIONS AND CONFIGURATION: SEE FIGURE 1 AND TABLE 1.
INTERFACE DIMENSIONS SHALL CONFORM TO AS85049, FIGURE 2.

ACCESSORIES CONSIST OF A COUPLING NUT, BODY AND STRAIN RELIEF THE COUPLING NUT SHALL BE CAPTIVATED TO, AND
ROTATABLE ON THE BODY.

DETENTED SELF-LOCKING PROVIDES A POSITIVE AUDIBLE DETENTED COUPLING. OPTION “N” IS A FREE SPINNING SELF-
LOCKING COUPLING.

CLAMPS SHALL HAVE NO PROTRUSIONS OR SHARP EDGES WHICH MAY PINCH CABLE.
MATERIAL AND FINISH: SEE TABLE 2.
LOCKNUTS AND SCREWS: 300 SERIES CORROSION-RESISTANT STEEL, PASSIVATE; SILVER PLATE OPTIONAL.

SELF-LOCKING DEVICE: CORROSION RESISTANT MATERIAL.
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