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PROCUREMENT SPECIFICATION: AS85049 
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For more information on this standard, visit 
https://www.sae.org/standards/content/AS85049/127B 
 

   
 
 

RATIONAL 
 
REVISION IS REQUIRED TO IMPROVE DRAWINGS AND MOVE METRIC EQUIVALENTS TO A TABLE, TO ADD THE 
APPROPRIATE AS85049 PROCUREMENT SPECIFICATION, TO REPLACE PART NUMBER IMAGE WITH WORD TEXT, 
ADD A DESIGN REQUIREMENT PARAGRAPH, AND MOVE NOTES TO THE DESIGN REQUIREMENT TO ALIGN WITH 
LATEST FORMAT GUIDELINES. 
 

NOTICE 
 

THE COMPLETE REQUIREMENTS FOR PROCURING THE PRODUCT DESCRIBED HEREIN SHALL CONSIST OF THIS 
DOCUMENT AND THE LATEST ISSUE OF AS85049. 
 

 

FIGURE 1 – ACCESSORY DIMENSIONS AND CONFIGURATION 

TABLE 1 – FIGURE 1 METRIC EQUIVALENTS 

INCHES MILLIMETERS INCHES MILLIMETERS INCHES MILLIMETERS 

.010 0.25 .040 1.02  .24  6.10 

.015 0.38 .075 1.91 1.50 38.10 

           .03 0.76            .12 3.05 10.0         254 
 

Full document details: SAE AS85049_127B

https://www.sae.org/standards/content/AS85049/127B
http://www.avadocuments.com/doc/sae-as85049-127b
http://www.avadocuments.com/doc/sae-as85049-127b
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(R) CONNECTOR ACCESSORIES, ELECTRICAL, 
BUSHING STRIP CATEGORY 7 

(FOR USE WITH AS85049/118, /120, /121, /124, /126) 
 

  
REQUIREMENTS: ALL REQUIREMENTS SHALL CONSIST OF THIS DOCUMENT AND THE LATEST ISSUE OF AS85049. 
 
1. DESIGN AND CONSTRUCTION: 

 
ACCESSORIES SHALL BE DESIGNED IN ACCORDANCE WITH FIGURE 1 AND TABLE 2. DIMENSIONS ARE IN INCHES. METRIC 
EQUIVALENTS ARE IN PARENTHESES, ARE GIVEN FOR GENERAL INFORMATION ONLY, AND ARE BASED UPON 1 INCH = 25.4 MM 
(SEE TABLE 1). 
 

2. MATERIAL: SILICONE RUBBER IN ACCORDANCE WITH AS85049. 

TABLE 2 – FIGURE 1 DIMENSIONS, ORDER NUMBER AND APPLICATIONS 

ORDER 
NO. 

A 
±.031 (0.8) 

DIM. 

APPLICABLE 
ACCESSORIES 

(/118, /120, /121, /123) 

APPLICABLE 
ACCESSORIES 

(/124, /126) 
USED ON SIZE USED ON SIZE 

01 .312   (7.92) 03-16 09-17 
02 .440 (11.18) 18-24 & 61 19-25 
03 .560 (14.22) 28-40 --- 

 
3. PART NUMBER: SEE EXAMPLE BELOW: 
 
        EXAMPLE:                  M85049/       127  -  02        
 
 
 
  BASIC PART NUMBER 
 
 
  SPECIFICATION SHEET 
 
 
  ORDER NUMBER (SEE TABLE 2) 
 
   
4. QUALIFICATION: SEE AS85049, CATEGORY 7. 
 
SPECIFICATION NOTES 
 
1. REVISION INDICATOR: A CHANGE BAR (I) LOCATED IN THE LEFT MARGIN IS FOR THE CONVENIENCE OF THE USER IN LOCATING 

AREAS WHERE TECHNICAL REVISIONS, NOT EDITORIAL CHANGES, HAVE BEEN MADE TO THE PREVIOUS ISSUE OF THIS 
DOCUMENT. AN (R) SYMBOL TO THE LEFT OF THE DOCUMENT TITLE INDICATES A COMPLETE REVISION OF THE DOCUMENT, 
INCLUDING TECHNICAL REVISIONS. CHANGE BARS AND (R) ARE NOT USED IN ORIGINAL PUBLICATIONS, NOR IN DOCUMENTS 
THAT CONTAIN EDITORIAL CHANGES ONLY. 
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