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For more information on this standard, visit 
https://www.sae.org/standards/content/AS85049/130C 
 

   

 

 
 
 

RATIONALE 
 

REVISION IS REQUIRED TO CORRECT PAGE 4 TABLE 2, IT SHOULD BE TABLE 3. IN NEW TABLE 3, THE COLUMN 
TITLED "AS81703 SERIES 3" SHOULD BE TITLED "AS81703 SERIES 1 & 2 ONLY", AS95234 AND APPROPRIATE DASH 
NUMBERS/SHELL SIZES AND DIMENSIONS NEED TO BE ADDED TO TABLES 2 AND 3, AND DOCUMENT FORMAT 
REQUIRES UPDATING TO LATEST SAE FORMAT GUIDELINES. 
 

NOTICE 
 
THE COMPLETE REQUIREMENTS FOR PROCURING THE PRODUCT DESCRIBED HEREIN SHALL CONSIST OF THIS 
DOCUMENT AND THE LATEST ISSUE OF AS85049. 

 

FIGURE 1 - ACCESSORY CONFIGURATION 
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  TABLE 1 – FIGURE 1 DIMENSIONS 

DASH NUMBER 
A 

±.015 

B 
+.020 
-.000 

C 
±.015 

D 
±.010 

01   .594 (15.09)   .568 (14.43)   .812 (20.62) .125 (3.18) 
02   .594 (15.09)   .500 (12.70)   .875 (22.23) .156 (3.96) 
03   .625 (15.88)   .603 (15.32)   .896 (22.76) .125 (3.18) 
04   .719 (18.26)   .680 (17.27)   .937 (23.80) .125 (3.18) 
05   .719 (18.26)   .625 (15.88) 1.000 (25.40) .156 (3.96) 

  05A .717 (18.2) .717 (18.2) 1.000 (25.4) .165 (4.2) 
06   .750 (19.05)   .750 (19.05) 1.023 (25.98) .125 (3.18) 
07   .812 (20.62)   .875 (22.23) 1.060 (26.92) .141 (3.58) 
08   .812 (20.62)   .828 (21.03) 1.114 (28.30) .125 (3.18) 
09   .813 (20.65)   .750 (19.05) 1.094 (27.79) .141 (3.58) 
10   .843 (21.41)   .875 (22.23) 1.138 (28.91) .125 (3.18) 
11   .906 (23.01) 1.005 (25.53) 1.153 (29.29) .125 (3.18) 
12   .906 (23.01)   .938 (23.83) 1.125 (28.58) .125 (3.18) 
13   .906 (23.01)   .875 (22.23) 1.188 (30.18) .156 (3.96) 

  13A .906 (23.0) .969 (24.6) 1.181 (30.0) .165 (4.2) 
14   .969 (24.61) 1.135 (28.83) 1.258 (31.95) .156 (3.96) 
15   .969 (24.61)  1.063 (27.00) 1.250 (31.75) .125 (3.18) 
16   .969 (24.61) 1.000 (25.40) 1.281 (32.54) .156 (3.96) 

  16A   .969 (24.61) 1.079 (27.41) 1.280 (32.51) .165 (4.19) 
17 1.015 (25.78) 1.125 (28.58) 1.383 (35.13) .125 (3.18) 
18 1.062 (26.97) 1.260 (32.00) 1.351 (34.32) .156 (3.96) 
19 1.062 (26.97) 1.189 (30.20) 1.343 (34.11) .125 (3.18) 
20 1.062 (26.97) 1.135 (28.83) 1.375 (34.92) .156 (3.96) 

  20A 1.063 (27.00) 1.213 (30.81) 1.378 (35.00) .165 (4.19) 
21 1.140 (28.96) 1.312 (33.32) 1.508 (38.30) .125 (3.18) 
22 1.156 (29.36) 1.375 (34.93) 1.500 (38.10) .141 (3.58) 
23 1.156 (29.36) 1.312 (33.32) 1.467 (37.26) .125 (3.18) 
24 1.156 (29.36) 1.250 (31.75) 1.500 (38.10) .177 (4.50) 

  24A 1.157 (29.39) 1.346 (34.19) 1.496 (38.00) .165 (4.19) 
25 1.187 (30.15) 1.266 (32.16) 1.458 (37.03) .125 (3.18) 
26 1.250 (31.75) 1.500 (38.10) 1.625 (41.28) .141 (3.58) 
27 1.250 (31.75) 1.437 (36.50) 1.562 (39.67) .125 (3.18) 
28 1.250 (31.75) 1.375 (34.92) 1.625 (41.28) .177 (4.50) 

  28A 1.252 (31.80) 1.472 (37.39) 1.614 (41.00) .165 (4.19) 
29 1.281 (32.54) 1.500 (38.10) 1.718 (43.64) .125 (3.18) 
30 1.375 (34.92) 1.625 (41.28) 1.750 (44.45) .177 (4.50) 
31 1.375 (34.92) 1.563 (39.70) 1.703 (43.26) .156 (3.96) 
32 1.375 (34.92) 1.500 (38.10) 1.750 (44.45) .203 (5.16) 

  32A 1.374 (34.90) 1.610 (40.89) 1.752 (44.50) .165 (4.19) 
33 1.392 (35.36) 1.625 (41.28) 1.818 (46.18) .141 (3.58) 
34 1.436 (36.47) 1.570 (39.88) 1.799 (45.69) .125 (3.18) 
35 1.500 (38.10) 1.750 (44.45) 1.875 (47.63) .177 (4.50) 
36 1.562 (39.67) 1.750 (44.45) 2.000 (50.80) .203 (5.16) 

  36A 1.563 (39.70) 1.839 (46.71) 2.000 (50.80) .201 (5.11) 
37 1.568 (39.83)  1.875 (47.63) 2.138 (54.31) .141 (3.58) 
38 1.719 (43.66) 2.000 (50.80) 2.375 (60.33) .177 (4.50) 
39 1.734 (44.04) 2.062 (52.37) 2.328 (59.13) .177 (4.50) 
40 1.750 (44.45) 2.000 (50.80) 2.250 (57.15) .219 (5.56) 

  40A 1.752 (44.50) 2.102 (53.39) 2.244 (57.00) .201 (5.11) 
41 1.906 (48.41) 2.250 (57.15) 2.625 (66.68) .219 (5.56) 
42 1.938 (49.23) 2.250 (57.15) 2.500 (63.50) .219 (5.56) 

  42A 1.937 (49.20) 2.346 (59.59) 2.500 (63.50) .201 (5.11) 
43 2.188 (55.58) 2.500 (63.50) 2.750 (69.85) .219 (5.56) 
44 2.375 (60.33) 2.781 (70.64) 3.000 (76.20) .219 (5.56) 
45 2.406 (61.11) 2.750 (69.85) 3.125 (79.38) .281 (7.14) 
46 2.625 (66.68) 3.031 (76.99) 3.250 (82.55) .219 (5.56) 
47 2.656 (67.46) 3.000 (76.20) 3.375 (85.73) .281 (7.14) 
48 2.906 (73.81)  3.250 (82.55) 3.625 (92.08) .281 (7.14) 
49 3.156 (80.16) 3.500 (88.90) 3.875 (98.43) .281 (7.14) 
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