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o RATIONALE
THE C1 COMMITTEE HAS DETERMINED THIS DOCUMENT SHOULD BE STABILIZED WITH AN ADDITIONAL
STATEMENT BELOW THE STABILIZATION PARAGRAPH THAT INDICATES "AS85049/124 IS RECOMMENDED FOR
© NEW DESIGN".
@
@ STABILIZED NOTICE
o
g THIS DOCUMENT HAS BEEN DECLARED "STABILIZED" BY THE SAE AE-8C1 CONNECTORS COMMITTEE AND WILL
N NO LONGER BE SUBJECTED TO PERIODIC REVIEWS FOR CURRENCY. USERS ARE RESPONSIBLE FOR
< VERIFYING REFERENCES AND CONTINUED SUITABILITY OF TECHNICAL REQUIREMENTS. NEWER TECHNOLOGY
MAY EXIST.

AS85049/124 IS RECOMMENDED FOR NEW DESIGN.

SAE Technical Standards Board Rules provide that: “This report is published by SAE to advance the state of technical and engineering sciences. The use of this report is entirely
SAE reviews each technical report at least every five years at which time it may be revised, reaffirmed, stabilized, or cancelled. SAE invites your written comments and suggestions.
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§ SAE values your input. To provide feedback \ 2}
2 on this Technical Report, please visit /\ /‘

% http://www.sae.org/technical/standards/AS85049/38C - K(; - \\‘ -
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