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RATIONALE

THE C1 COMMITTEE HAS DETERMINED THIS DOCUMENT SHOULD BE STABILIZED WITH AN ADDITIONAL
STATEMENT BELOW THE STABILIZATION PARAGRAPH THAT INDICATES "AS85049/123 IS RECOMMENDED
FOR NEW DESIGN".

STABILIZED NOTICE

THIS DOCUMENT HAS BEEN DECLARED "STABILIZED" BY THE SAE AE-8C1 CONNECTORS COMMITTEE AND WILL
NO LONGER BE SUBJECTED TO PERIODIC REVIEWS FOR CURRENCY. USERS ARE RESPONSIBLE FOR
VERIFYING REFERENCES AND CONTINUED SUITABILITY OF TECHNICAL REQUIREMENTS. NEWER TECHNOLOGY
MAY EXIST.

AS85049™/47

AS85049/123 IS RECOMMENDED FOR NEW DESIGN.
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NOTICE

THE REQUIREMENTS FOR PROCURING THE ACCESSORIES DESCRIBED HEREIN SHALL CONSIST OF THIS
SPECIFICATION AND THE LATEST ISSUE OF SAE AS85049. AS85049/123 IS RECOMMENDED FOR NEW DESIGN.
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FIGURE 1 - DIMENSIONS AND CONFIGURATION (SELF-LOCKING AND NON-SELF-LOCKING)
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