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FIGURE 1 - CONFIGURATIONS AND DIMENSIONS
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CONFIGURATION 1A - STYLE 1 CABLE SEALING (CONTINUED)

TABLE 1 - FIGURE 1 CONFIGURATION AND DIMENSIONS

CABLE RANGE E G
(SEE DESIGN REQ) B C D FREE DIA

SIZE SHELL +.000 +.000 THREAD LENGTH F +.010

NO. SIZE MIN MAX -.010 -.010 CLASS 2B-LH MAX +.016/-.000 -.020
1 12 156 (3.96) | .250 (6.35) | .625(15.88) | .812(20.62) | .750-20 UNEF | .906 (23.01) | .479 (12.17) | .938 (23.83)
2 18 281 (7.14) | 375 (9.53) | .750(19.05) | 1.125(28.58) | 1.125-18 UNEF | 969 (24.61) | .479 (12.17) | 1.312 (33.32)
3 18 281 (7.14) | .375 (9.53) | .875(22.23) | 1.125 (28.58) | 1.125-18 UNEF | .969 (24.61) | .479 (12.17) | 1.312 (33.32)
4 18 188 (4.78) | 281 (7.14) | .750(19.05) | 1.125 (28.58) | 1.125-18 UNEF | .969 (24.61) | 479 (12.17) | 1.312 (33.32)
5 18 511(12.98) | 605 (15.37) | 1.000 (25.40) | 1.125 (28.58) | 1.125-18 UNEF | 1.062 (26.97) | .479 (12.17) | 1.312 (33.32)
6 18 436 (11.07) | 530 (13.46) | 1.000 (25.40) | 1.125 (28.58) | 1.125-18 UNEF | 1.062 (26.97) | .479 (12.17) | 1.312 (33.32)
7 20 605 (15.37) | 699 (17.75) | 1.062 (26.97) | 1.250 (31.75) | 1.250-18 UNEF | 1.062 (26.97) | 479 (12.17) | 1.438 (36.53)
8 20 361 (9.17) | 455 (11.56) | 1.062 (26.97) | 1.250 (31.75) | 1.250-18 UNEF | 1.062 (26.97) | .479 (12.17) | 1.438 (36.53)
9 20 511 (12.98) | 605 (15.37) | 1.000 (25.40) | 1.250 (31.75) | 1.250-18 UNEF | 1.062 (26.97) | .479 (12.17) | 1.438 (36.53)
10 22 449 (11.40) | 562 (14.27) | 1.188 (30.18) | 1.406 (35.71) | 1.375-18 UNEF | 1.094 (27.79) | .479 (12.17) | 1.562 (39.67)
11 22 311 (7.90) | 405 (10.29) | 1.000 (25.40) | 1.375 (34.93) | 1.375-18 UNEF | 1.062 (26.97) | 479 (12.17) | 1.562 (39.67)
12 22 715 (18.16) | 828 (21.03) | 1.188 (30.18) | 1.406 (35.71) | 1.375-18 UNEF | 1.094 (27.79) | 479 (12.17) | 1.562 (39.67)
13 24 787 (19.99) | .900 (22.86) | 1.312(33.32) | 1.625 (41.28) | 1.625-18 UNEF | 1.094 (27.79) | .479 (12.17) | 1.812 (46.02)
14 24 517 (13.14) | 630 (16.00) | 1.312 (33.32) | 1.625 (41.28) | 1.625-18 UNEF | 1.094 (27.79) | 479 (12.17) | 1.812 (46.02)
15 24 637 (16.18) | .750 (19.05) | 1.312(33.32) | 1.625 (41.28) | 1.625-18 UNEF | 1.094 (27.79) | .479 (12.17) | 1.812 (46.02)
16 24 857 (21.77) | 970 (24.64) | 1.312 (33.32) | 1.625 (41.28) | 1.625-18 UNEF | 1.094 (27.79) | 479 (12.17) | 1.812 (46.02)
17 24 715 (18.16) | .828 (21.03) | 1.188 (30.18) | 1.625 (41.28) | 1.625-18 UNEF | 1.094 (27.79) | .479 (12.17) | 1.812 (46.02)
18 24 692 (17.58) | 805 (20.45) | 1.312(33.32) | 1.625 (41.28) | 1.625-18 UNEF | 1.094 (27.79) | .479 (12.17) | 1.812 (46.02)
19 28 755 (19.18) | 880 (22.35) | 1.546 (39.27) | 1.875 (47.63) | 1.875-16 UN | 1.081 (32.54) | 479 (12.17) | 2.062 (52.37)
20 28 984 (24.99) | 1.109 (28.17) | 1.546 (39.27) | 1.875 (47.63) | 1.875-16 UN | 1.281 (32.54) | .479 (12.17) | 2.062 (52.37)
21 28 637 (16.18) | 750 (19.05) | 1.312(33.32) | 1.875 (47.63) | 1.875-16 UN | 1.094 (27.79) | 479 (12.17) | 2.062 (52.37)
22 28 281 (7.14) | .375 (9.53) | .875(22.23) | 1.875(47.63) | 1.875-16 UN 969 (24.61) | 479 (12.17) | 2.062 (52.37)
23 28 857 (21.77) | 970 (24.64) | 1.312(33.32) | 1.875(47.63) | 1.875-16 UN | 1.094 (27.79) | .479 (12.17) | 2.062 (52.37)
24 28 875 (22.23) | 1.000 (25.40) | 1.546 (39.27) | 1.875 (47.63) | 1.875-16 UN | 1.281 (32.54) | 479 (12.17) | 2.062 (52.37)
25 28 436 (11.07) | 530 (13.46) | 1.000 (25.40) | 1.812 (46.02) | 1.875-16 UN | 1.062 (26.97) | .479 (12.17) | 2.062 (52.37)
26 28 567 (14.40) | 680 (17.27) | 1.312(33.32) | 1.875 (47.63) | 1.875-16 UN | 1.094 (27.79) | 479 (12.17) | 2.062 (52.37)
27 32 1930 (23.62) | 1.055 (26.80) | 1.546 (39.27) | 2.062 (52.37) | 2.062-16 UNS | 1.281 (32.54) | .479 (12.17) | 2.312 (58.72)
28 32 | 1.150 (29.21) | 1.230 (31.24) | 1.780 (45.21) | 2.062 (52.37) | 2.062-16 UNS | 1.281 (32.54) | .479 (12.17) | 2.312 (58.72)
29 32 637 (16.18) | 750 (19.05) | 1.312 (33.32) | 2.062 (52.37) | 2.062-16 UNS | 1.094 (27.79) | 479 (12.17) | 2.312 (68.72)
30 32 755 (19.18) | .880 (22.35) | 1.546 (39.27) | 2.062 (52.37) | 2.062-16 UNS | 1.281 (32.54) | .479 (12.17) | 2.312 (58.72)
31 32 984 (24.99) | 1.100 (28.17) | 1.546 (39.27) | 2.062 (52.37) | 2.062-16 UNS | 1.281 (32.54) | 479 (12.17) | 2.312 (58.72)
32 32 857 (21.77) | 970 (24.64) | 1.312(33.32) | 2.062 (52.37) | 2.062-16 UNS | 1.094 (27.79) | .479 (12.17) | 2.312 (58.72)
33 32 281 (7.14) | 375 (9.53) | .875(22.23) | 2.062 (52.37) | 2.062-16 UNS | .969 (24.61) | 479 (12.17) | 2.312 (58.72)
34 32 436 (11.07) | 530 (13.46) | 1.000 (25.40) | 2.000 (50.80) | 2.062-16 UNS | 1.062 (26.97) | .479 (12.17) | 2.312 (58.72)
35 32 1.005 (25.53) | 1.130 (28.70) | 1.780 (45.21) | 2.062 (52.37) | 2.062-16 UNS | 1.281 (32.54) | .479 (12.17) | 2.312 (58.72)
36 36| 1.185(30.10) | 1.310 (33.27) | 1.780 (45.21) | 2.312 (58.72) | 2.312-16 UNS | 1.281 (32.54) | .479 (12.17) | 2.562 (65.07)
37 36 984 (24.99) | 1.109 (28.17) | 1.546 (39.27) | 2.312 (58.72) | 2.312-16 UNS | 1.281 (32.54) | .479 (12.17) | 2.562 (65.07)
38 36 | 1.250 (31.75) | 1.375(34.93) | 2.000 (50.80) | 2.312 (58.72) | 2.312-16 UNS | 1.281 (32.54) | .479 (12.17) | 2.562 (65.07)
39 36 1.055 (26.80) | 1.180 (29.97) | 1.780 (45.21) | 2.312 (58.72) | 2.312-16 UNS | 1.281 (32.54) | .479 (12.17) | 2.562 (65.07)
40 36 | 1.320(33.53) | 1.445(36.70) | 2.000 (50.80) | 2.312 (58.72) | 2.312-16 UNS | 1.281 (32.54) | .479 (12.17) | 2.562 (65.07)
41 36 857 (21.77) | 970 (24.64) | 1.312 (33.32) | 2.250 (57.15) | 2.312-16 UNS | 1.094 (27.79) | 479 (12.17) | 2.562 (65.07)
42 36 1.105 (28.07) | 1.230 (31.24) | 1.780 (45.21) | 2.312 (58.72) | 2.312-16 UNS | 1.281 (32.54) | .479 (12.17) | 2.562 (65.07)
43 40 | 1.815(46.10) | 1.940 (49.28) | 2.438 (61.93) | 2.750 (69.85) | 2.625-16 UN | 1.391 (35.33) | .667 (16.94) | 2.875 (73.03)
44 40 1.700 (43.18) | 1.825 (46.36) | 2.438 (61.93) | 2.750 (69.85) | 2.625-16 UN | 1.391 (35.33) | .667 (16.94) | 2.875 (73.03)
45 40 | 1.605 (40.77) | 1.730 (43.94) | 2.438 (61.93) | 2.750 (69.85) | 2.625-16 UN | 1.391 (35.33) | .667 (16.94) | 2.875 (73.03)
46 40 | 1.531(38.89) | 1.656 (42.06) | 2.250 (57.15) | 2.750 (69.85) | 2.625-16 UN | 1.281 (32.54) | .667 (16.94) | 2.875 (73.03)
47 44 1.867 (47.42) | 2.000 (50.80) | 2.750 (69.85) | 2.969 (75.41) | 2.875-16 UN | 1.382(35.10) | .667 (16.94) | 3.125 (79.38)
48 44| 1.775(45.09) | 1.900 (48.26) | 2.438 (61.93) | 2.812 (71.42) | 2.875-16 UN | 1.382 (35.10) | .667 (16.94) | 3.125 (79.38)
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CONFIGURATION 1A - STYLE 1 CABLE SEALING (CONTINUED)

TABLE 1 - FIGURE 1 CONFIGURATION AND DIMENSIONS (CONTINUED)

INTERNATIONAL-

(R) CONNECTOR ACCESSORIES, ELECTRICAL, BACKSHELL
CABLE SEALING, STRAIGHT, STEP-DOWN, CATEGORY 1A
(FOR MIL-DTL-22992 CONNECTORS, CLASSES C, J, AND R)

Full document details: SAE AS85049_5D

SHEET
LTEETDS UM

K L N Q
SIZE |SHELL H J +.015 THREAD (PLATED) DIA P WITHIN
NO. SIZE MAX +.031 -.025 CLASS 2 (A ORB) MAX MAX ONE LINK
1 | 12 | 3.182 (80.82) | .938(23.83)| .563 (14.30) | .875-0.1P-0.2L-DS | 1.094 (27.79) | .765 (19.43) | _5.00 (127.00)
2 | 18 | 3.901 (99.09) | 1.062 (26.97)] 1.157 (29.39) | 1.250-0.1P-0.2L-DS | 1.469 (37.31)| .980 (24.89) | _5.00 (127.00)
3 | 18 | 3.932 (99.87) | 1.125 (28.58) | 1.125 (28.58) | 1.250-0.1P-0.2L-DS | 1.469 (37.31)| .980 (24.89) | _5.00 (127.00)
4 | 18 | 3.901 (99.09) | 1.062 (26.97) | 1.157 (29.39) | 1.250-0.1P-0.2L-DS | 1.469 (37.31) | .980 (24.89) | _5.00 (127.00)
5 | 18 | 4177 (106.10) | 1.375 (34.93) | 1.121 (28.47) | 1.250-0.1P-0.2L-DS | 1.469 (37.31)| .980 (24.89) | _5.00 (127.00)
6 | 18 | 4.177(106.10) | 1.375 (34.93) | 1.121 (28.47) | 1.250-0.1P-0.2L-DS | 1.469 (37.31)| .980 (24.89) | _5.00 (127.00)
7 | 20 | 4489 (114.02) | 1.562 (39.67) | 1.371 (34.82) | 1.375-0.1P-0.2L-DS | 1.562 (39.67) | .980 (24.89) | _5.00 (127.00)
8 | 20 | 4.489(114.02) | 1.562 (39.67) | 1.371 (34.82) | 1.375-0.1P-0.2L-DS | 1.562 (39.67) | .980 (24.89) | _5.00 (127.00)
9 | 20 | 4.306(109.37) | 1.375 (34.93) | 1.250 (31.75) | 1.375-0.1P-0.2L-DS | 1.562 (39.67) | .980 (24.89) | _5.00 (127.00)
10 | 22 | 4.584 (116.43) | 1.688 (42.88) | 1.343 (34.11) | 1.500-0.1P-0.2L-DS | 1.688 (42.88) | .980 (24.89) | _6.00 (152.40)
11 22 4.306 (109.37) | 1.375(34.93) | 1.250 (31.75) | 1.500-0.1P-0.2L-DS | 1.688 (42.88) | .980 (24.89) 6.00 (152.40)
12 | 22 | 4.306 (109.37) | 1.375 (34.93) | 1.250 (31.75) | 1.500-0.1P-0.2L-DS | 1.688 (42.88) | .980 (24.89) | _6.00 (152.40)
13 24 4.647 (118.03) | 1.812(46.02) | 1.371 (34.82) | 1.750-0.1P-0.2L-DS [ 1.938 (49.23) | .980 (24.89) 6.00 (152.40)
14 | 24 | 4.647 (118.03) | 1.812 (46.02) | 1.371 (34.82) | 1.750-0.1P-0.2L-DS | 1.938 (49.23) | .980 (24.89) | _6.00 (152.40)
15 24 4.647 (118.03) | 1.812(46.02) | 1.371 (34.82) | 1.750-0.1P-0.2L-DS [ 1.938 (49.23) | .980 (24.89) 6.00 (152.40)
16 24 4.647 (118.03) | 1.812(46.02) | 1.371 (34.82) | 1.750-0.1P-0.2L-DS [ 1.938 (49.23) | .980 (24.89) 6.00 (152.40)
17 | 24 | 4.542 (115.37) | 1.688 (42.88) | 1.301 (33.05) | 1.750-0.1P-0.2L-DS | 1.938 (49.23) | .980 (24.89) | _6.00 (152.40)
18 24 4.647 (118.03) | 1.812(46.02) | 1.371 (34.82) | 1.750-0.1P-0.2L-DS [ 1.938 (49.23) | .980 (24.89) 6.00 (152.40)
19 | 28 | 4.896 (124.36) | 2.125 (53.98) | 1.371 (34.82) | 2.000-0.1P-0.2L-DS | 2.219 (56.36) | .980 (24.89) | _6.00 (152.40)
20 28 4.896 (124.36) | 2.125(53.98) | 1.371 (34.82) | 2.000-0.1P-0.2L-DS [2.219 (56.36) | .980 (24.89) 6.00 (152.40)
21 | 28 | 4.647(118.03) | 1.812 (46.02) | 1.371 (34.82) | 2.000-0.1P-0.2L-DS | 2.219 (56.36) | .980 (24.89) | _6.00 (152.40)
22 | 28 | 4.229(107.42) | 1.125 (28.58) | 1.422 (36.12) | 2.000-0.1P-0.2L-DS | 2.219 (56.36) | .980 (24.89) | _6.00 (152.40)
23 28 4.647 (118.03) | 1.812(46.02) | 1.371 (34.82) | 2.000-0.1P-0.2L-DS [2.219 (56.36) | .980 (24.89) 6.00 (152.40)
24 | 28 | 4.896 (124.36) | 2.125 (53.98) | 1.371 (34.82) | 2.000-0.1P-0.2L-DS | 2.219 (56.36) | .980 (24.89) | _6.00 (152.40)
25 28 4.431 (112.55) | 1.375(34.93) | 1.375(34.93) | 2.000-0.1P-0.2L-DS [2.219 (56.36) | .980 (24.89) 6.00 (152.40)
26 | 28 | 4.647(118.03) | 1.812 (46.02) | 1.371 (34.82) | 2.000-0.1P-0.2L-DS | 2.219 (56.36) | .980 (24.89) | _6.00 (152.40)
27 32 4.896 (124.36) | 2.125(53.98) | 1.371 (34.82) | 2.250-0.1P-0.2L-DS [ 2.469 (62.71) | .980 (24.89) 6.00 (152.40)
28 32 4.959 (125.96) | 2.469 (62.71) | 1.372 (34.85) | 2.250-0.1P-0.2L-DS | 2.469 (62.71) | .980 (24.89) 6.00 (152.40)
29 | 32 | 4.647(118.03) | 1.812 (46.02) | 1.371 (34.82) | 2.250-0.1P-0.2L-DS | 2.469 (62.71)| .980 (24.89) | _6.00 (152.40)
30 32 4.896 (124.36) | 2.125(53.98) | 1.371 (34.82) | 2.250-0.1P-0.2L-DS | 2.469 (62.71) | .980 (24.89) 6.00 (152.40)
31 | 32 | 4.896(124.36) | 2.125 (53.98) | 1.371 (34.82) | 2.250-0.1P-0.2L-DS | 2.469 (62.71)| .980 (24.89) | _6.00 (152.40)
32 32 4.647 (118.03) | 1.812(46.02) | 1.371 (34.82) | 2.250-0.1P-0.2L-DS [ 2.469 (62.71) | .980 (24.89) 6.00 (152.40)
33 32 4.276 (108.61) | 1.125 (28.58) | 1.469 (37.31) | 2.250-0.1P-0.2L-DS | 2.469 (62.71) | .980 (24.89) 6.00 (152.40)
34 | 32 | 4.431(112.55) | 1.375 (34.93) | 1.375 (34.93) | 2.250-0.1P-0.2L-DS | 2.469 (62.71)| .980 (24.89) | _6.00 (152.40)
35 32 4.959 (125.96) | 2.469 (62.71) | 1.372 (34.85) | 2.250-0.1P-0.2L-DS [ 2.469 (62.71) | .980 (24.89) 6.00 (152.40)
36 | 36 | 4.959(125.96) | 2.469 (62.71) | 1.372 (34.85) | 2.500-0.1P-0.2L-DS | 2.719 (69.06) | .980 (24.89) | _6.00 (152.40)
37 36 4.896 (124.36) | 2.125(53.98) | 1.371 (34.82) | 2.500-0.1P-0.2L-DS [2.719 (69.06) | .980 (24.89) 6.00 (152.40)
38 | 36 | 5.021(127.53) | 2.625 (66.68) | 1.371 (34.82) | 2.500-0.1P-0.2L-DS | 2.719 (69.06) | .980 (24.89) | _6.00 (152.40)
39 | 36 | 4.959(125.96) | 2.469 (62.71) | 1.372 (34.85) | 2.500-0.1P-0.2L-DS | 2.719 (69.06) | .980 (24.89) | _6.00 (152.40)
40 36 5.021 (127.53) | 2.625 (66.68) | 1.371 (34.82) | 2.500-0.1P-0.2L-DS | 2.719 (69.06) | .980 (24.89) 6.00 (152.40)
41 | 36 | 4.651(118.14) | 1.812 (46.02) | 1.375 (34.93) | 2.500-0.1P-0.2L-DS | 2.719 (69.06) | .980 (24.89) | _6.00 (152.40)
42 36 4.959 (125.96) | 2.469 (62.71) | 1.372 (34.85) | 2.500-0.1P-0.2L-DS [2.719 (69.06) | .980 (24.89) 6.00 (152.40)
43 | 40 | 6.354 (161.39) | 3.171(80.54) | 2.156 (54.76) | 2.750-0.1P-0.2L-DS | 2.969 (75.41) | .980 (24.89) | _6.00 (152.40)
44 40 6.354 (161.39) | 3.171 (80.54) | 2.156 (54.76) | 2.750-0.1P-0.2L-DS | 2.969 (75.41) | .980 (24.89) 6.00 (152.40)
45 40 6.354 (161.39) | 3.171 (80.54) | 2.156 (54.76) | 2.750-0.1P-0.2L-DS | 2.969 (75.41) | .980 (24.89) 6.00 (152.40)
46 | 40 | 6.057 (153.85) | 2.953 (75.01) | 2.156 (54.76) | 2.750-0.1P-0.2L-DS | 2.969 (75.41) | .980 (24.89) | _6.00 (152.40)
47 44 6.345 (161.16) | 3.375(85.73) | 2.156 (54.76) | 3.000-0.1P-0.2L-DS |3.217 (81.71) | .980 (24.89) 6.00 (152.40)
48 | 44 | 5.266(133.76) | 3.171(80.54) | 1.078 (27.38) | 3.000-0.1P-0.2L-DS | 3.217 (81.71) | .980 (24.89) | _6.00 (152.40)
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