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For more information on this standard, visit 
https://www.sae.org/standards/content/AS85049/94C 
 

  

  
 

RATIONALE 
 
AS85049/94C HAS BEEN REAFFIRMED TO COMPLY WITH THE SAE FIVE-YEAR REVIEW POLICY. 
 

 
 

NOTICE 
 
THE REQUIREMENTS FOR ACQUIRING THE PRODUCT DESCRIBED HEREIN SHALL CONSIST OF THIS 
SPECIFICATION SHEET AND THE LATEST ISSUE OF SAE AS85049. 
 

FIGURE 1 – MOUNTING DEVICE CONFIGURATION 

Full document details: SAE AS85049_94C

https://www.sae.org/standards/content/AS85049/94C
http://avadocuments2026.com/doc/sae-as85049-94c
http://avadocuments2026.com/doc/sae-as85049-94c
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TABLE 1 - DIMENSIONS 

DASH 
NUMBER 

THRD 
UNJC-3B 

A 
± .015 

B 
MAX 

 
C 
 

D 

8 4-40   .594 (15.09)   .900 (22.86)   .555 (14.10) 
  .585 (14.86) 

.106 (2.69) 

.166 (4.22) 

10 4-40   .719 (18.26) 1.034 (26.26)   .685 (17.40) 
  .735 (18.67) 

.106 (2.69) 

.166 (4.22) 

12 4-40   .812 (20.62) 1.119 (28.42)   .820 (20.83) 
  .860 (21.84) 

.106 (2.69) 

.166 (4.22) 

14 4-40   .906 (23.01) 1.213 (30.81)   .945 (24.00) 
  .990 (25.15) 

.106 (2.69) 

.166 (4.22) 

16 4-40   .969 (24.61) 1.295 (32.89) 1.070 (27.18) 
1.100 (27.94) 

.106 (2.69) 

.166 (4.22) 

18 4-40 1.062 (26.97) 1.421 (36.09) 1.195 (30.35) 
1.225 (30.99) 

.106 (2.69) 

.166 (4.22) 

20 4-40 1.156 (29.36) 1.550 (39.37) 1.320 (33.53) 
1.350 (34.29) 

.106 (2.69) 

.166 (4.22) 

22 4-40 1.250 (31.75) 1.680 (42.67) 1.440 (36.58) 
1.485 (37.72) 

.106 (2.69) 

.166 (4.22) 

24 6-32 1.375 (34.93) 1.800 (45.72) 1.570 (39.88) 
1.600 (40.64) 

.123 (3.12) 

.183 (4.65) 

25 6-32 1.500 (38.10) 1.910 (48.51) 1.643 (41.73) 
1.673 (42.49) 

.123 (3.12) 

.183 (4.65) 
 

NOTES: 

1. DIMENSIONS ARE INCHES. 

2. UNLESS OTHERWISE SPECIFIED, TOLERANCE IS ± .010. 

3. FOR MOUNTING FLANGE APPLICATION INFORMATION, SEE TABLE 2. 

REQUIREMENTS: 
 
DESIGN AND CONSTRUCTION: 

1. DIMENSIONS AND CONFIGURATION SHALL BE IN ACCORDANCE WITH FIGURE 1, TABLE 1. 

2. FIGURE 1, MOUNTING FLANGES SHALL BE OF A CONSTRUCTION WITH PREDRILLED OR PUNCHED HOLES IN ALUMINUM ALLOY 
INCORPORATING SELF LOCKING NUTS, CLINCH TYPE. 

3. MATERIAL AND FINISH: FLANGES, ALUMINUM ALLOY IN ACCORDANCE WITH SAE AS85049, CHEMICAL CONVERSION COATING 
PER MIL-DTL-5541, CLASS 1A.  WHEN SPECIFIED IN THE PART NUMBER, BY LETTER ‘A’ DESIGNATOR, 2 COATS OF EPOXY 
POLYAMIDE PRIMER PER MIL-PRF-23377, TYPE I, SHALL BE APPLIED EITHER BEFORE OR AFTER NUT INSTALLATION AND 
OVERSPRAY IS ALLOWED PROVIDED THE PERFORMANCE CHARACTERISTICS OF THE NUT ARE NOT DEGRADED AND ALL OTHER 
REQUIREMENTS ARE MET. 

4. CLINCH NUTS: IN ACCORDANCE WITH NASM45938, CLEAN AND DE-SCALE IN ACCORDANCE WITH ASTM A 380 AND/OR PASSIVATE 
IN ACCORDANCE WITH AMS-QQ-P-35, FOLLOWED BY A SOLID FILM LUBRICANT COATING PER MIL-PRF-46010. 

Full document details: SAE AS85049_94C
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