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NOTICE

This document has been taken directly from U.S. Military Specification MIL-R-85188A, Amendment 1
and contains only minor editorial and format changes required to bring it into conformance with the
publishing requirements of SAE technical standards. The initial release of this document is intended to
replace MIL-R-85188A, Amendment 1. Any part numbers established by the original specification
remain unchanged.

The original Military Specification was adopted as an SAE standard under the provisions of the SAE
Technical Standards Board (TSB) Rules and Regulations (TSB 001) pertaining to accelerated adoption
of govemment specifications and standards. TSB rules provide for (a) the publication of portions of
unrevised government specifications and standards without consensus voting at the SAE Committee
level, and (b) the use of the existing government specification or standard format.

Under Department of Defense policies and procedures, any qualification requirements and associated

qualified products lists are mandatory for DOD contracts. Any requirement relating to qualified products
lists {(QPL's) has not been adopted by SAE and is not part of this SAE technical document.
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1. SCOPE:
1.1 Scope:

This specification covers pneumatic-hydraulic tools for use in the installation of type | blind rivets
conforming to MIL-R-7885 (see 6.1).

1.2 Classification:
1.2.1 Types: The riveters furnished under this specification shall be of the following types:

Type | - 1600 pound force pulling capacity (see figure 2).
Type Il - 3000 pound force pulling capacity (see figure 3).

1.2.2 Pulling heads: The pulling heads fumished under this specification shall be of the following styles:

Style a - Straight
Style b - Right Angle
Style ¢ - Offset

1.3 Military part number:

M 85188 12 = Riveter, type 1I

"T1" denotes type I riveter
"T2" denotes type Il riveter
"S1" denotes style a pulling head
"S2" denotes style b pulling head
“S3" denotes style ¢ pulling head

Specification number

MIL~-Specification in inch-pound units
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2. APPLICABLE DOCUMENTS:

2.1 Government documents:

2.1.1 Specifications, standards, and handbooks: The following specifications and standards form a part
of this specification to the extent specified herein. Unless otherwise specified, the issues of the
documents shall be those listed in the issue of the Department of Defense Index of Specifications
and Standards (DODISS) and supplement thereto, cited in the solicitation.

SPECIFICATIONS
Federal
PPP-P-40 Packaging and Packing of Hand Tools.
Military

MIL-R-7885 Rivets; Blind, Structural, Locked and Friction Retained Spindle, General
Specification for

STANDARDS
Federal
FED-STD-H28 Screw-Thread Standards for Federal Services
Military
MIL-STD-105 Sampling Procedures and Tables for Inspection by Attributes
MIL-STD-129 Marking for Shipment and Storage
MIL-STD-130 Identification Marking for U.S. Military Property
(Copies of specifications, standards, and publications required by suppliers in connection with

specific procurement functions should be obtained from the procuring activity or as directed by the
contracting officer.)
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2.2  Other publications:

The following document forms a part of this specification to the extend specified herein. Unless
otherwise specified, the issues of the documents which are DOD adopted shall be those listed in the
issues of the DODISS specified in the solicitation. Unless otherwise specified, the issues of
documents not listed in the DODISS shall be the issue of the nongovernment documents which are
current on the date of the solicitation.

AMERICAN NATIONAL STANDARDS INSTITUTE
ANSI S5.1 Test Code for the Measurement of Sound From Pneumatic Equipment

{(Application for copies should be addressed to the American National Standards Institute, 1430
Broadway, New York, NY 10018.)

2.3 Order of precedence:

In the event of a conflict between the text of this specification and the references cited herein (except
for associated detail specifications, specification sheets or MS standards), the text of this
specification shall take precedence. Nothing in this specification, however, shall supersede
applicable laws and regulations unless a specific exemption has been obtained.

3. REQUIREMENTS:
3.1 First article:

When specified in the contract or purchase order, a sample shall be subjected to first article
inspections (see 4.3, 6.3 and table I).

3.2 Design and construction:

The riveters shall operate at air pressure between 90-120 pounds per square inch (psi). The riveter
equipped with a pulling head shall be capable of installing all styles and sizes of MIL-R-7885, type |
rivets without adjustment of the riveter or pulling head. The pulling head and riveter shall be
compatible with any spindle whose dimensions are in accordance with figure 1 and table I. The head
assembly of the riveter shall be positioned parallel to the base of the riveter (see figures 2, 3 and 3).
The head assembly shall be made of alloy steel (see figure 6a) having 150,000 psi minimum tensile
strength or having a threaded insert made of alloy steel having 150,000 psi minimum tensile strength
(see figure 6b and 6¢). The nose fitting shall have an internal .750-20 UNEF-2B thread.

3.2.1 Riveter, type |I: The type | riveter shall employ either a straight pulling head, a right angle pulling
head, or an offset pulling head. The type | riveter (while operating at any air pressure between 90-
120 psi), shall exert a pulling force of not less than 1600 pounds and shall consume approximately
2 cubic feet of air per minute at 20 cycles per minute, while not exceeding a maximum noise level
of 79dBA according to ANSI S5.1.
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3.2.2 Riveter, type ll: The type Il riveter shall employ either a straight pulling head, a right angle pulling
head, or an offset pulling head. The type Il riveter {(while operating at any air pressure between 90-
120 psi), shall exert a pulling force of not less than 3000 pounds and shall consume approximately
4 cubic feet of air per minute at 20 cycles per minute, while not exceeding a maximum noise level
of 79dBA according to ANSI S5.1.

3.2.3 Pulling heads: Each pulling head (see figure 4) attached to the riveter shall install protruding head,
flanged dome head, or flush head rivets of 1/8, 5/32 and 3/16 inch diameter conforming to MIL-R-
7885, type | rivets without adjustment to the pulling head. Each pulling head shall be compatible
with any spindle whose dimensions are in accordance with figure 1 and table .

3.2.3.1 Style a, straight pulling head. Style a, straight pulling head shall conform to and not exceed the
dimensions specified in figure 4.

3.2.3.2 Style b, right angle pulling head: Style b, right angle pulling head shall conform to and not
exceed the dimensions specified in figure 4.

3.2.3.3 Style ¢, offset pulling head: Style ¢, offset pulling head shall conform to and not exceed the
dimensions specified in figure 4.

3.3 Threaded parts:
Threaded parts shall be in accordance with FED-STD-H28.
3.4 Fittings:
The threaded fitting in the handle base (to connect the air supply fitting) shall be internal .250-18
National Pipe Thread form (see figures 2 and 3). The riveter shall be capable of being attached to
and detached from standard fittings for industrial compressed air tools without the need for additional
hardware, adapters or equipment.
3.5 Hydraulic system:
The hydraulic system shall be protected against the entrance of dirt or other foreign materials.
3.6 Safety and human factors:
3.6.1 Safety: All moving parts that are of potential hazard to maintenance or operating personnel shall
be fully enclosed or guarded. Protective devices shall not impair the operating functions of the
riveter.

3.6.2 Human factors: The riveter must be capable of being operated in any position with one hand.

3.6.3 Ease of maintenance: All subassemblies shall be readily accessible for servicing, repair or
replacement.
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