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NOTES:
11/ MATERIAL:
a. CODELETTERT
(1) BODY: TYPE 6AI-4V TITANIUM ALLOY FORGING OR BAR PER AMS4965.
(2) NUT: TYPE 6Al-4V TITANIUM ALLOY BAR PER AMS4965.
b. CODE LETTERP
(1) BODY: TYPE 17-4PH CORROSION RESISTANT STEEL FORGING OR BAR PER AMS5643.
(2) NUT: TYPE 17-4PH CORROSION RESISTANT STEEL BAR PER AMS5643.
c. CODE LETTERV
(1) BODY: TYPE 15-5PH CORROSION RESISTANT STEEL FORGING OR BAR PER AMS5659.
(2) NUT: TYPE 15-5PH CORROSION RESISTANT STEEL BAR PER AMS5659.
2. HEAT TREAT:
a. MATERIAL CODE LETTER T
(1) BODY AND NUT: NONE.
b. MATERIAL CODE LETTERS P AND V
(1) BODY AND NUT: HEAT TREAT TO CONDITION H 1075 PER AMS2759/3.
3. FINISH:
a. MATERIAL CODE LETTER T
(1) BODY: NONE.
(2) NUT: NONE.
b. MATERIAL CODE LETTERS P AND V
(1) BODY: PASSIVATE PER AMS2700, TYPE 2 OR 8.
(2) NUT: PASSIVATE PER AMS2700, TYPE 2 OR 8.

/4] SOLID FILM LUBRICANT: APPLY SOLID FILM LUBRICANT PER AS5272, TYPE | TO THE SEALING SURFACE. OVERSPRAY IN BORE IS
NOT PERMITTED. APPLY SOLID FILM LUBRICANT PER AS5272, TYPE | TO THE INSIDE OF THE NUT. MINOR OVERSPRAY IS
PERMITTED ON THE NUT.

/5/  PROCUREMENT SPECIFICATION: AS85720 FOR OPERATING PRESSURES TO 5000 PSI. THIS PART SHALL BE QUALIFIED TO THE
PROCUREMENT SPECIFICATION AS APPLICABLE IN A COMPLETE ASSEMBLY. PRODUCT SUPPLIED TO THIS SPECIFICATION
SHALL BE MANUFACTURED BY THE ACCREDITED MANUFACTURER LISTED IN THE PERFORMANCE REVIEW INSTITUTE (PRI)

QUALIFIED PRODUCT LIST (QPL) PRI-QPL-AS85720 AS APPLICABLE FOR THIS STANDARD. REFER TO www.eAuditNet.com FOR
CURRENT QPL ONLINE.

/6/ IDENTIFICATION AT LOCATION SHOWN: MARK PER AS478 CLASS C OR D OR METHOD 7A3, 15A3, OR 15B.

a. FOR SIZES 06 (.375 OD TUBE SIZE) AND SMALLER: MANUFACTURER'S NAME OR TRADEMARK, MATERIAL CODE LETTER,
AND PRESSURE RATING. (EXAMPLE: 5K = 5000 PSI.)

b. FOR SIZES 08 (.500 OD TUBE SIZE) AND LARGER: MANUFACTURER'S NAME OR TRADEMARK, BASIC PART NUMBER,
MATERIAL CODE LETTER, AND PRESSURE RATING. (EXAMPLE: 5K = 5000 PSI.)

7. THIS PART IS DESIGNED FOR USE IN SYSTEMS WITH MAXIMUM OPERATING PRESSURES UP TO 5000 PSI. FOR LOWER
OPERATING PRESSURES AND LARGER SIZES, REFER TO AS4807.
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