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RATIONALE

AS85421SUP1 has been reaffirmed to comply with the SAE five-year review policy.

1. SCOPE

This supplement forms a part of SAE Aerospace Specification AS85421. It shall be used to identify fitting standards citing
this procurement specification.
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Fitting End, Standard Dimensions for Dynamic Beam Seal, Male
Fitting End, Standard Dimensions for Bulkhead, Dynamic Beam Seal, Male
Fitting, Tee, Reducer, Beam Seal, 3000/4000 psi, 3 Male Ends

Fitting, Tee, Reducer and Non-reducer, Beam Seal, 3000/4000 psi, Male on Run, Swivel Nut on
Branch

Fitting, Tee, Reducer and Non-reducer, Beam Seal, 3000/4000 psi, Male on Run and Branch, Swivel
Nut on Run

Fitting, Cross, Beam Seal, 3000/4000 psi, Male Ends

Fitting Assembly, Cross, Beam Seal, 3000/4000 psi, 4 Female Ends

Fitting, Cross Reducer, Beam Seal, 3000/4000 psi, 4 Male Ends

Fitting Assembly, Cross Reducer, Beam Seal, 3000/4000 psi, 4 Female Ends
Fitting, Cross, Beam Seal, 3000/4000 psi, Male Ends

Fitting, Union, Beam Seal, 3000/4000 psi, Male Ends

Fitting, Elbow, 90°, Beam Seal, 3000/4000 psi, Male to Male

Fitting, Elbow, 90°, Beam Seal, 3000/4000 psi, Bulkhead, Male Ends
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ASB5421/14 Fitting, Elbow, 80°, Beam Seal, 3000/4000 psi, Male to Female
AS85421/15 Fitting, Elbow, 45°, Beam Seal, 3000/4000 psi, Bulkhead, Male Ends
AS85421/16 Fitting, Tee, Beam Seal, 3000/4000 psi, Bulkhead on Run, Male Ends
AS85421/17 Fitting, Tee, Beam Seal, 3000/4000 psi, Bulkhead on Branch, Male Ends
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