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RATIONALE
“! AS85485/12 IS BEING STABILIZED BECAUSE THE COMMITTEE DOES NOT ANTICIPATE FUTURE TECHNICAL
s\ CHANGES. FILTERLINE CABLES ARE CONSIDERED WELL-ESTABLISHED PRODUCTS. QUALIFIED SUPPLIERS ARE
'fn STILL MAINTAINED. REFERENCE CHANGES NOTED BY THE SUPPLIERS WHICH RESULTS IN A PRODUCT CHANGE
g WILL BE ADDRESSED BY A NEW REVISION.
0
‘03 STABILIZED NOTICE
< THIS DOCUMENT HAS BEEN DECLARED "STABILIZED" BY THE SAE AE-8D WIRE AND CABLE COMMITTEE AND
¢ WILL NO LONGER BE SUBJECTED TO PERIODIC REVIEWS FOR CURRENCY. USERS ARE RESPONSIBLE FOR
5 VERIFYING REFERENCES AND CONTINUED SUITABILITY OF TECHNICAL REQUIREMENTS. NEWER TECHNOLOGY
2 B MAY EXIST.
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ES ¢ For more information on this standard, visit =
§ g 3 https://www.sae.org/standards/content/AS85485/12B/ ) /C)\ ) /‘ }
8 2
c © -—
% > ';Eé CUSTODIAN: AE-8/AE-8D PROCUREMENT SPECIFICATION: AS85485
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55 ¢ AEROSPACE STANDARD
S CABLE, ELECTRIC, FILTER LINE, SMALL DIAMETER | AS85485™/12 REV.
we eyl WIRE, SHIELDED, JACKETED, RADIO FREQUENCY B
BS B ' ABSORPTIVE, 150 °C, 600-VOLT DOCU ments
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NOTICE

THE COMPLETE REQUIREMENTS FOR PROCURING THE PRODUCT DESCRIBED HEREIN SHALL CONSIST OF THIS
DOCUMENT AND THE LATEST ISSUE OF AS85485.

AS85485/9 OR /10 SHIELD JACKET - RADIATION
COMPONENT WIRES CROSSLINKED, MODIFIED

CONDUCTIVE ETFE *
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*ETHYLENE-TETRAFLUOROETHYLENE COPOLYMER (ETFE)

FIGURE 1 - TYPICAL AS85485/12 CABLE CONFIGURATION

AEROSPACE STANDARD
CABLE, ELECTRIC, FILTER LINE, SMALL DIAMETER WIRE, Q«EEBE5T485TM/ 12 REV.
e e SHIELDED, JACKETED, RADIO FREQUENCY
ABSORPTIVE, 150 °C, 600-VOLT \V/ D&éum EI“RS
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