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NOTICE

This document has been taken directly from U.S. Military Specification MIL-F-8905B, Amendment 1 and
contains only minor editorial and format changes required to bring it into conformance with the
publishing requirements of SAE technical standards. The initial release of this document is intended to
replace MIL-F-8905B, Amendment 1. Any part numbers established by the original specification remain
unchanged.

The original Military Specification was adopted as an SAE standard under the provisions of the SAE
Technical Standards Board (TSB) Rules and Regulations (TSB 001) pertaining to accelerated adoption
of government specifications and standards. TSB rules provide for (a) the publication of portions of
unrevised government specifications and standards without consensus voting at the SAE Committee
level, and (b) the use of the existing government specification or standard format.

Under Department of Defense policies and procedures, any qualification requirements and associated

qualified products lists are mandatory for DOD contracts. Any requirement relating to qualified products
lists (QPL’s) has not been adopted by SAE and is not part of this SAE technical document.
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1. SCOPE:
1.1 Scope:

This specification establishes requirements for two types of aircraft floor fittings for tiedown of cargo
and seats, and two types of cargo tiedown rings.

1.2 Classification:
Fittings and cargo rings shall be of the following types and capacities, as specified (see 6.2):
Type | - Fitting, tiedown, cargo ring (3000 |b.) and seat stud
Type Il - Fitting, tiedown, cargo ring (10,000 Ib.) and seat stud
Type lll - Ring, cargo tiedown (10,000 Ibs.)
Type IV - Ring, cargo tiedown (25,000 Ibs.)
2. APPLICABLE DOCUMENTS:

2.1 The following documents, of the issue in effect on date of invitation for bids, or request for proposal,
form a part of this specification to the extent specified herein:

SPECIFICATIONS

Military

MIL-P-116 Preservation, Methods of

MIL-D-1000 Drawings, Engineering and Associated Lists

MIL-A-21165 Adapters, Quick-Disconnect, Passenger Seat to Floor
STANDARDS

MIL-STD-104 Sampling Procedures and Tables for Inspection by Attributes
MIL-STD-130 Identification Marking of US Military Property

MIL-STD-794 Parts and Equipment, Procedures for Packaging and Packing
MIL-STD-831 Test Reports, Preparation of

MS21234 Fitting, Tiedown, Cargo Ring (5000 Ib.) and Seat Stud, Type |
MS21235 Fitting, Tiedown, Cargo Ring (10,000 Ib.) and Seat Stud, Type I
MS21236 Ring, Cargo Tiedown (10,000 Ib.) Type llI

MS21237 Ring, Cargo Tiedown (25,000 |b.) Type IV

MS22034 Adapter, Quick-Disconnect, Passenger Seat to Floor
MS33586 Metals, Definitions of Dissimilar

(Copies of specifications, standards, drawings, and publications required by suppliers in connection
with specific procurement functions should be obtained from the procuring activity or as directed by
the contracting officer.)
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