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TYPICAL INSTALLATION

FIGURE 2 — AS90362 CONSTRUCTION

REQUIREMENTS:

1.

MATERIAL: SEE AS81790

2. THREADS SHALL BE IN ACCORDANCE WITH MIL-S-7742.

3. SEE AS25486 FOR PLUG USED WITH THIS RECEPTACLE.

4. TERMINALS SHALL BE PERMANENTLY IDENTIFIED FRONT AND REAR AS SHOWN ABOVE.

5.  NOMENCLATURE MAY BE OMITTED FROM BASE AND CONTACT ASSEMBLY.

NOTES:

1. DIMENSIONS IN INCHES. UNLESS OTHERWISE SPECIFIED, TOLERANCES: DECIMALS +.015. DIMENSIONING AND TOLERANCING IN
ACCORDANCE WITH ANSI Y14.5-1973.

2. FOR DESIGN FEATURE PURPOSES, THIS STANDARD TAKES PRECEDENCE OVER PROCUREMENT DOCUMENTS REFERENCED
HEREIN.

3. A CHANGE BAR (|) LOCATED IN THE LEFT MARGIN IS FOR THE CONVENIENCE OF THE USER IN LOCATING AREAS WHERE

TECHNICAL REVISIONS, NOT EDITORIAL CHANGES HAVE BEEN MADE TO THE PREVIOUS ISSUE OF THIS DOCUMENT. AN (R)
SYMBOL TO THE LEFT OF THE DOCUMENT TITLE INDICATES A COMPLETE REVISION OF THE DOCUMENT, INCLUDING

TECHNICAL REVISIONS. CHANGE BARS AND (R) ARE NOT USED IN ORIGINAL PUBLICATIONS NOR IN DOCUMENTS THAT
CONTAIN EDITORIAL CHANGES ONLY.
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