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THIRD ANGLE PROJECTION 

CUSTODIAN: E-25 
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RATIONALE 
 

THIS NONCURRENT STANDARD HAS BEEN STABILIZED. 
 

STABILIZED NOTICE 
 

THIS DOCUMENT HAS BEEN DECLARED "STABILIZED" BY THE SAE E-25 GENERAL STANDARDS FOR AEROSPACE 
AND PROPULSION SYSTEMS COMMITTEE AND WILL NO LONGER BE SUBJECTED TO PERIODIC REVIEWS FOR 
CURRENCY. USERS ARE RESPONSIBLE FOR VERIFYING REFERENCES AND CONTINUED SUITABILITY OF 
TECHNICAL REQUIREMENTS. NEWER TECHNOLOGY MAY EXIST. 

 

AS9307 
 

REV. 
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PROCUREMENT SPECIFICATION: AS7452 

 SAE values your input. To provide feedback 
 on this Technical Report, please visit  
 http://www.sae.org/technical/standards/AS9307C 

Full document details: SAE AS9307C

http://avadocuments2026.com/doc/sae-as9307c
http://avadocuments2026.com/doc/sae-as9307c
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NOTICE 
 

THE INITIAL SAE PUBLICATION OF THIS DOCUMENT WAS TAKEN DIRECTLY FROM U.S. MILITARY STANDARD 
MS9307B, NOTICE 1. THIS SAE STANDARD RETAINS THE SAME PART NUMBERS ESTABLISHED BY THE ORIGINAL 
MILITARY DOCUMENT. 

 
ANY REQUIREMENTS ASSOCIATED WITH QUALIFIED PRODUCTS LISTS (QPL) MAY CONTINUE TO BE MANDATORY 
FOR DOD CONTRACTS, REQUIREMENTS RELATING TO QPL’S HAVE NOT BEEN ADOPTED BY THE SAE FOR THIS 
STANDARD AND ARE NOT PART OF THIS SAE DOCUMENT. 

Full document details: SAE AS9307C

http://avadocuments2026.com/doc/sae-as9307c
http://avadocuments2026.com/doc/sae-as9307c
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FIGURE 1 - STUD
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