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RATIONALE

THIS DOCUMENT HAS BEEN DETERMINED TO CONTAIN BASIC AND STABLE TECHNOLOGY WHICH IS NOT
DYNAMIC IN NATURE.

STABILIZED NOTICE

THIS DOCUMENT HAS BEEN DECLARED "STABILIZED" BY THE SAE E-25 GENERAL STANDARDS FOR AEROSPACE
AND PROPULSION SYSTEMS COMMITTEE AND WILL NO LONGER BE SUBJECTED TO PERIODIC REVIEWS FOR
CURRENCY. USERS ARE RESPONSIBLE FOR VERIFYING REFERENCES AND CONTINUED SUITABILITY OF
TECHNICAL REQUIREMENTS. NEWER TECHNOLOGY MAY EXIST.

AS9319™

@
j

= 9
[ ?
= (]
c (o))
(9] (=)
° 2
b= ko]
o c
o ©
o @
s £
S, g
o 2
< & x
L o=
66 Z
8z 3
C = >
20 »
[SIN7] [0]
o5 3 -
O o
22 % S
=3 1
& E 3 a
T = [
<) -
55 3
0E W -
Te © =
52 % g
- &
[0) £ o
2g g w
ge = S
SE T o
@ c 2 T
2 = =
we D 5
S8 @ w
2% 3
° S
g = S
L T [0] T
52 E 8
3 I S
L g5 L a
£8 % u
S5 ® <)
28 3 %
Fg 2
)
88 % %
> >
52 % o
82 <+ Y
Za & THIRD ANGLE PROJECTION 7
° Téu 3 SAE values your input. To provide feedback on this w (2}
3> 2 Technical Report, please visit /\ /‘
Y- 8 http://standards.sae.org/AS9319B LN ,
g N2 —
£% 38

©
% 2 'E:(é CUSTODIAN: E-25 PROCUREMENT SPECIFICATION: AS7233
® o [}
£s ¢ AEROSPACE STANDARD REV
S > 3 .
g P RIVET, SOLID - UNIVERSAL HEAD, AS9319™ B
£2 Y INTERNATIONAL. MONEL UNS N04400
2] (2]

: Documents

Copyright © 2019 SAE International .
All rights reserved. No part of this publication may be reproduced, stored in a retrieval system or transmitted, in any form or by any riieans, electionic, B@@umembﬁhml ﬂg Hub
recording, or otherwise, without the prior written permission of SAE.
TO PLACE A DOCUMENT ORDER:  Tel: 877-606-7323 (inside USA and Canada) Tel: +1 724-776-4970 (outside USA)
Fax: 724-776-0790 Email: CustomerService@sae.org SAE WEB ADDRESS: http://www.sae.org

Full document details: SAE AS9319B


http://www.sae.org/technical/standards/PRODCODE
http://avadocuments2026.com/doc/sae-as9319b
http://avadocuments2026.com/doc/sae-as9319b

THE INITIAL SAE PUBLICATION OF THIS DOCUMENT WAS TAKEN FROM U.S. MILITARY STANDARD MS9319
REVISION A. THIS SAE STANDARD RETAINS THE SAME PART NUMBERS ESTABLISHED BY THE ORIGINAL
DOCUMENT.

ANY REQUIREMENTS ASSOCIATED WITH QUALIFIED PRODUCTS LIST (QPL) MAY CONTINUE TO BE MANDATORY
FOR DOD CONTRACTS. REQUIREMENTS RELATING TO QPL'S HAVE BEEN ADOPTED BY THE SAE FOR THIS
STANDARD AND ARE NOT PART OF THIS SAE DOCUMENT.
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FIGURE 1 - RIVET
TABLE 1 - DIMENSIONS
NOMINAL B F TOL
SIZE @ oA MIN  MAX [ (C) @D oE +.010 | (G)
.062 .119-131 | .027 .037 | .094 | .061-.063 | .061-.064 | .054 | .010
.094 179-197 | .040 .050 | .141 | .093-.095 | .093-.096 | .082 | .010
125 .238-.262 | .054 .064 | .188 | .123-.126 | .123-.128 | .108 | .010
.156 .296-.328 | .067 .077 | .234 | .154-.157 | .154-.159 | .135 | .015

.188 .356-.394 | .080 .090 | .281 | .186-.189 | .186-.191 | .164 | .015
.250 .475-525 | 107 117 | .375 | .248-.252 | .248-254 | 217 | .020
312 .594-656 | .133  .143 | .469 | .310-.314 | .310-316 | .272 | .020
.375 .713-787 | 161 171 [ 562 | .373-.377 | .373-379 | .328 | .020
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