FEDERAL SUPPLY CLASS
5315

REV.
B

RATIONALE

STABILIZE. THIS DOCUMENT HAS BEEN DETERMINED TO CONTAIN BASIC AND STABLE TECHNOLOGY WHICH IS
NOT DYNAMIC IN NATURE.

STABILIZED NOTICE

THIS DOCUMENT HAS BEEN DECLARED "STABILIZED" BY THE SAE E-25 GENERAL STANDARDS FOR AEROSPACE
AND PROPULSION SYSTEMS COMMITTEE AND WILL NO LONGER BE SUBJECTED TO PERIODIC REVIEWS FOR
CURRENCY. USERS ARE RESPONSIBLE FOR VERIFYING REFERENCES AND CONTINUED SUITABILITY OF
TECHNICAL REQUIREMENTS. NEWER TECHNOLOGY MAY EXIST.
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THE INITIAL SAE PUBLICATION OF THIS DOCUMENT WAS TAKEN DIRECTLY FROM U.S. MILITARY STANDARD
MS9466. THIS SAE STANDARD RETAINS THE SAME PART NUMBERS ESTABLISHED BY THE ORIGINAL
MILITARY DOCUMENT.

ANY REQUIREMENTS ASSOCIATED WITH QUALIFIED PRODUCTS LISTS (QPL) MAY CONTINUE TO BE

MANDATORY FOR DOD CONTRACTS. REQUIREMENTS RELATING TO QPL'S HAVE NOT BEEN ADOPTED BY
THE SAE FOR THIS STANDARD AND ARE NOT PART OF THIS SAE DOCUMENT.

MARK PART NUMBER AND MANUFACTURER'S
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FIGURE 1 - PIN
TABLE 1 - PART NUMBERS AND DIMENSIONS
APPROX. APPROX.
PART NO. A L MASS PART NO. A L MASS
LB/100 LB/100
MS9466-09 | 507 - .527 709- 729| 238 MS9466-24 | 1.444-1.464 1.646 - 1.626 5.29
MS9466-10 | 569 - 583 TJ71- 7N 258 MS9466-25 | 1.507 - 1.527 1.709-1.729 5.48
MS9466-11 632 - .852 .834 - 854 277 MS9466-26 | 1.569 - 1.589 1.771 - 1.791 5.68
MS9466-12 | 694 - 714 B96- 916 2.96 MS9466-27 | 1.632-1.652 1.834-1.854 5.87
MS9466-13 | 757 - 777 959- 979| 3.16 MS9466-28 | 1.694-1.714 1.896 - 1.916 6.07
MS9466-14 | 819 - 839 | 1.021-1.041] 3.35 MS9466-29 | 1.757-1.777 1.959 -1.979 6.26
MS9466-15 | .882 - 902 | 1.084-1.104 3.54 MS9466-30 | 1.819-1.839 2.021-2.041 6.45
MS9466-16 | 944 - 964 | 1.146-1.166) 3.74 MS9466-31 1.882-1.902 2.084-2.104 6.65
MS9466-17 | 1.007 - 1.027| 1.209-1.229) 394 MS9466-32 | 1.944-1.964 2.146 - 2.166 6.84
MS9466-18 | 1.069 -1.089 | 1.271-1.281] 4.12 MS9466-33 | 2.007 - 2.027 2.209-2229 7.04
MS9466-19 | 1.132 -1.152 | 1.334-1.354 4.32 MS9466-34 | 2.069 - 2.089 22711 -229 7.23
MS9466-20 | 1.194 -1.214 | 1.396- 1.413 452 MS9466-35 | 2.132-2.152 2.334-2354 7.42
MS9466-21 | 1.257 - 1.277 | 1.459-1.47 4.7 MS9466-36 | 2.194-2214 2.396 - 2.416 7.62
MS9466-22 | 1.319- 1.339 | 1.521-1.541| 4.90 MS9466-37 | 2.257-2.277 2.459-2.479 7.81
MS9466-23 | 1.382- 1.402 | 1.584-1604 5.10
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