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w o
o THIS DOCUMENT HAS BEEN DETERMINED TO CONTAIN BASIC AND STABLE TECHNOLOGY WHICH IS NOT
DYNAMIC IN NATURE.
N STABILIZED NOTICE
S
o THIS DOCUMENT HAS BEEN DECLARED “STABILIZED” BY THE E-25 TECHNICAL COMMITTEE AND WILL NO
2] LONGER BE SUBJECTED TO PERIODIC REVIEWS FOR CURRENCY. USERS ARE RESPONSIBLE FOR VERIFYING
x REFERENCES AND CONTINUED SUITABILITY OF TECHNICAL REQUIREMENTS. NEWER TECHNOLOGY MAY EXIST.
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NOTICE

THE INITIAL SAE PUBLICATION OF THIS DOCUMENT WAS TAKEN DIRECTLY FROM U.S. MILITARY STANDARD
MS9482(ASG), NOTICE 1. THIS SAE STANDARD MAY RETAIN THE SAME PART NUMBERS ESTABLISHED BY THE
ORIGINAL MILITARY DOCUMENT.

ANY REQUIREMENTS ASSOCIATED WITH QUALIFIED PRODUCTS LISTS (QPL) MAY CONTINUE TO BE MANDATORY
FOR DOD CONTRACTS. REQUIREMENTS RELATING TO QPLS HAVE NOT BEEN ADOPTED BY THE SAE FOR THIS
STANDARD AND ARE NOT PART OF THIS SAE DOCUMENT.

FIGURE 1 — WASHER

TABLE 1 — PART NUMBERS AND DIMENSIONS

A B C D APPROX
PART NUMBER | NOMINAL SIZE | +.010 +.010 +.010 +.005 WEIGHT
-.005 -.000 LB/100

MS9482-07 138 148 .305 178 .085 10

MS9482-08 164 A74 .365 214 .080 18

MS9482-09 190 200 425 250 .090 27

MS9482-10 250 260 560 332 130 68

MS9482-11 312 322 690 394 155 1.25

MS9482-12 375 .385 845 489 190 2.31

MS9482-13 438 448 .970 552 210 3.36

MS9482-14 500 510 1.110 614 255 5.30

MS9482-15 562 572 1.240 676 275 7.28

MS9482-16 625 635 1.395 771 310 10.41

MS9482-17 750 760 1.660 .896 370 17.67

MS9482-18 875 .885 1.925 1.021 425 27.28

MS9482-19 1.000 1.010 2.185 1.146 485 40.17
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