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RATIONALE

THIS DETAIL SPECIFICATION SHEET IS REQUIRED TO STANDARDIZE COMMERCIAL CONNECTORS FOR USER
APPLICATIONS.

NOTICE

THE COMPLETE REQUIREMENTS FOR PROCURING THE PRODUCT DESCRIBED HEREIN SHALL CONSIST OF THIS
DOCUMENT AND THE LATEST ISSUE OF AS95234.
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FIGURE 1 - CONNECTOR RECEPTACLE, BULKHEAD FEED-THRU

SAE Technical Standards Board Rules provide that: “This report is published by SAE to advance the state of technical and engineering sciences. The use of this report is entirely
SAE reviews each technical report at least every five years at which time it may be revised, reaffirmed, stabilized, or cancelled. SAE invites your written comments and suggestions.

voluntary, and its applicability and suitability for any particular use, including any patent infringement arising therefrom, is the sole responsibility of the user.”
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TABLE 1 — FIGURE 1 DIMENSIONS

FRONT VIEW SIDE VIEW
T1 A K M

SHELL R s +.004/-.000 | +.000/-.006 +.008 L +.016/-.000
SIZE +.004 (x0.1) +012 (+0.3) | (+0.1/-0.0) | (+0.00/-0.15) (x0.2) MAXIMUM | (+0.4/-0.00
10SL 717 (18.2) 1.000 (25.4) 126 (3.2) 717 (18.2) |.110(2.8) | .807 (20.5) | .559 (14.2)
145 1906 (23.0) 1.181 (30.0) 126 (3.2) 969 (24.6) | .126 (3.2) | .791(20.1) | .559 (14.2)
16S 1969 (24.6) 1.280 (32.5) 126 (3.2) | 1.079(27.4) |.126(3.2) | .791(20.1) | .559 (14.2)
16 .969 (24.6) 1.280 (32.5) 126 (3.2) | 1.079(27.4) |.126(3.2) | 1.150 (29.2) | .748 (19.0)
18 1.063 (27.0) 1.378 (35.0) 126 (3.2) | 1.213(30.8) |.157 (4.0) | 1.118 (28.4) | .748 (19.0)
20 1.157 (29.4) 1.496 (38.0) 126 (3.2) | 1.346 (34.2) |.157 (4.0) | 1.118 (28.4) | .748 (19.0)
22 1.252 (31.8) 1.614 (41.0) 126 (3.2) | 1.472(37.4) |.157 (4.0) |1.118(28.4) | .768 (19.5)
24 1.374 (34.9) 1.752 (44.5) 146 (3.7) | 1.610(40.9) |.157 (4.0) | 1.055 (26.8) | .811 (20.6)
28 1.563 (39.7) 2.000 (50.8) 146 (3.7) | 1.839 (46.7) |.157 (4.0) | 1.055 (26.8) | .811 (20.6)
32 1.752 (44.5) 2.244 (57.0) 169 (4.3) | 2.102(53.4) |.157 (4.0) | .992 (25.2) | .874 (22.2)
36 1.937 (49.2) 2.500 (63.5) 169 (4.3) | 2.346 (59.6) | .157 (4.0) | .092 (25.2) | .874 (22.2)

REQUIREMENTS: ALL REQUIREMENTS SHALL CONSIST OF THIS DOCUMENT AND THE LATEST ISSUE OF AS95234.

1. DESIGN:

CONNECTORS SHALL BE DESIGNED IN ACCORDANCE WTH FIGURE 1 AND TABLE 1. DIMENSIONS ARE IN INCHES. METRIC

EQUIVALENTS ARE GIVEN FOR INFORMATION ONLY AND ARE BASED ON 1 INCH = 25.4 MM. UNLESS OTHERWISE SPECIFIED,
TOLERANCES ARE +.016 INCHES. THIS THROUGH BULKHEAD RECEPTACLE IS FRONT MOUNTING AND FEATURES AN O-RING
SEAL AND A SOLID PIN/SOCKET FEED-THRU CONTACT CONFIGURATION.

2. FOR INSERT ARRANGEMENTS, SEE AS95234, APPENDIX B.

3. PART NUMBER:

THE PART NUMBER SHALL BE AS SHOWN IN THE EXAMPLE BELOW:

BASIC SPECIFICATION

DETAIL SHEET
FINISH

AS95234

n3 A 16 - A1

SHELL SIZE (SEE TABLE 1)
INSERT ARRANGEMENT (SEE AS95234, APPENDIX B)

INSERT POSITION (W, X, Y, Z) LEAVE BLANK FOR NORMAL

SPECIFICATION NOTES:

x

1. A CHANGE BAR () LOCATED IN THE LEFT MARGIN IS FOR THE CONVENIENCE OF THE USER IN LOCATING AREAS WHERE

TECHNICAL REVISIONS, NOT EDITORIAL CHANGES, HAVE BEEN MADE TO THE PREVIOUS ISSUE OF THIS DOCUMENT. AN (R)
SYMBOL TO THE LEFT OF THE DOCUMENT TITLE INDICATES A COMPLETE REVISION OF THE DOCUMENT, INCLUDING
TECHNICAL REVISIONS. CHANGE BARS AND (R) ARE NOT USED IN ORIGINAL PUBLICATIONS, NOR IN DOCUMENTS THAT
CONTAIN EDITORIAL CHANGES ONLY.
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