
 

AEROSPACE STANDARD 
CONNECTOR, RECEPTACLE, 

REVERSE BAYONET COUPLING, JAM NUT, 
WITH ACCESSORY THREADS 

 

 

A
S

95
23

4™
/8

 

Copyright © 2023 SAE International 
All rights reserved. No part of this publication may be reproduced, stored in a retrieval system or transmitted, in any form or by any means, electronic, mechanical, photocopying, 
recording, or otherwise, without the prior written permission of SAE. 
TO PLACE A DOCUMENT ORDER:  Tel: 877-606-7323 (inside USA and Canada) Tel: +1 724-776-4970 (outside USA) 
 Fax: 724-776-0790 Email: CustomerService@sae.org SAE WEB ADDRESS: http://www.sae.org 

IS
S

U
E

D
 2

01
4-

03
   

  R
E

A
F

F
IR

M
E

D
 2

01
9-

0
5 

   
 R

E
V

IS
E

D
 2

02
3-

11
 

THIRD ANGLE PROJECTION 

CUSTODIAN: AE-8C1 

 

R
E

V
. 

A
 

FEDERAL SUPPLY CLASS 
5935 

AS95234™/8 
SHEET 1 OF 2 

REV. 
A 

PROCUREMENT SPECIFICATION: AS95234 

S
A

E
 E

xe
cu

tiv
e 

S
ta

nd
ar

ds
 C

om
m

itt
ee

 R
ul

es
 p

ro
vi

de
 th

at
: “

T
hi

s 
re

po
rt

 is
 p

ub
lis

he
d 

by
 S

A
E

 to
 a

dv
an

ce
 th

e 
st

at
e 

of
 t

ec
hn

ic
al

 a
nd

 e
ng

in
ee

rin
g 

sc
ie

nc
es

. 
T

he
 u

se
 o

f t
hi

s 
re

po
rt

 is
 

en
tir

el
y 

vo
lu

nt
ar

y,
 a

nd
 it

s 
ap

pl
ic

ab
ili

ty
 a

nd
 s

ui
ta

bi
lit

y 
fo

r 
an

y 
pa

rt
ic

ul
ar

 u
se

, 
in

cl
ud

in
g 

an
y 

pa
te

nt
 in

fr
in

ge
m

en
t a

ris
in

g 
th

er
ef

ro
m

, 
is

 t
he

 s
ol

e 
re

sp
on

si
bi

lit
y 

of
 th

e 
us

er
.”

 
 S

A
E

 r
ev

ie
w

s 
ea

ch
 t

ec
hn

ic
al

 r
ep

or
t a

t 
le

as
t 

ev
er

y 
fiv

e 
ye

ar
s 

at
 w

hi
ch

 ti
m

e 
it 

m
ay

 b
e 

re
vi

se
d,

 r
ea

ffi
rm

ed
, s

ta
bi

liz
ed

, 
or

 c
an

ce
lle

d.
 S

A
E

 in
vi

te
s 

yo
ur

 w
rit

te
n 

co
m

m
en

ts
 a

nd
 s

ug
ge

st
io

ns
. 

For more information on this standard, visit 
https://www.sae.org/standards/content/AS95234/8A 

 
 

RATIONALE 
 
LIMITED SCOPE REVISION REQUIRED TO CORRECT DIMENSIONS L AND M IN TABLE 1. 
 

NOTICE 
 
THE COMPLETE REQUIREMENTS FOR PROCURING THE PRODUCT DESCRIBED HEREIN SHALL CONSIST OF THIS 
DOCUMENT AND THE LATEST ISSUE OF AS95234. 

 

FIGURE 1 - CONNECTOR JAM NUT RECEPTACLE WITH ACCESSORY THREADS 

Full document details: SAE AS95234_8A
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TABLE 1 - FIGURE 1 DIMENSIONS 

SHELL 
SIZE 

FRONT VIEW  SIDE VIEW 

R 
±.004 (±0.1) 

S 
±.012 (±0.3) 

T 
MAX 

A 
+.000/-.006 

(+0.00/-0.15) 

B 
PANEL THICKNESS 

H 
THREAD 

CLASS 2A 
K 

±.008 (±0.2) 
L 

MAX 
M 

MAX 

V 
THREAD 

CLASS 2A MIN MAX 
   10SL 1.063 (27.0) 1.252 (31.8)   .441 (11.2)   .717 (18.2) 

.094 (2.4) 

.205 (5.2)  5/8-24 UNEF .157 (4.0) 
1.850 (47.0) 

1.280 (32.5)  7/8-20 UNEF 
   14S 1.299 (33.0) 1.626 (41.3)   .575 (14.6)   .969 (24.6) 

.295 (7.5) 
 7/8-20 UNEF 

.189 (4.8) 

 
1.280 (32.5) 

 1 1/8-18 UNEF 
   16S 

1.500 (38.1) 1.748 (44.4)   .618 (15.7) 1.079 (27.4) 
 1-20 UNEF 

1.850 (47.0) 

 1 1/4-18 UNEF 
   16  1-20 UNEF 
   18 1.563 (39.7) 1.874 (47.6)   .661 (16.8) 1.213 (30.8) 

.354 (9.0) 
 1 1/16-18 UNEF 

1.343 (34.1) 
 1 3/8-18 UNEF 

   20 1.732 (44.0) 2.000 (50.8)   .709 (18.0) 1.346 (34.2)  1 3/16-18 UNEF  1 1/2-18 UNEF 
   22 1.811 (46.0) 2.134 (54.2)   .795 (20.2) 1.472 (37.4) 

.358 (9.1) 
 1 5/16-18 UNEF  1 5/8-18 UNEF 

   24 2.000 (50.8) 2.252 (57.2)   .795 (20.2) 1.610 (40.9)  1 7/16-18 UNEF 

2.100 (53.3) 1.402 (35.6) 

 1 3/4-18 UNEF 
   28 2.165 (55.0) 2.500 (63.5)   .886 (22.5) 1.839 (46.7) .335 (8.5)  1 3/4-18 UNS 

.220 (5.6) 
 2-18 UNS 

   32 2.441 (62.0) 2.748 (69.8)   .972 (24.7) 2.102 (53.4) .256 (6.5)  2-18 UNS  2 1/4-16 UN 
   36 2.795 (71.0) 3.000 (76.2) 1.059 (26.9) 2.346 (59.6) .327 (8.3)  2 1/4-16 UN  2 1/2-16 UN 

 
REQUIREMENTS:  ALL REQUIREMENTS SHALL CONSIST OF THIS DOCUMENT AND THE LATEST ISSUE OF AS95234. 
 
1. DESIGN: CONNECTORS SHALL BE DESIGNED IN ACCORDANCE WITH FIGURE 1 AND TABLE 1. DIMENSIONS ARE IN INCHES.  

METRIC EQUIVALENTS IN PARENTHESES ARE FOR GENERAL INFORMATION ONLY AND ARE BASED ON 1 INCH = 25.4 MM.  
UNLESS OTHERWISE SPECIFIED, TOLERANCES ARE ±.016 INCH. 

 
2. FOR INSERT ARRANGEMENTS, REFER TO AS95234, APPENDIX B. 
 
3. PART NUMBER: THE PART NUMBER SHALL BE AS SHOWN IN THE EXAMPLE BELOW: 
 

  
 
 NOTE: FERRULE IS USED ON SOLDER VERSION; REFER TO AS95234. 
 
SPECIFICATION NOTES: 
 
1. REVISION INDICATOR: A CHANGE BAR (I) LOCATED IN THE LEFT MARGIN IS FOR THE CONVENIENCE OF THE USER IN 

LOCATING AREAS WHERE TECHNICAL REVISIONS, NOT EDITORIAL CHANGES, HAVE BEEN MADE TO THE PREVIOUS ISSUE OF 
THIS DOCUMENT. AN (R) SYMBOL TO THE LEFT OF THE DOCUMENT TITLE INDICATES A COMPLETE REVISION OF THE 
DOCUMENT, INCLUDING TECHNICAL REVISIONS. CHANGE BARS AND (R) ARE NOT USED IN ORIGINAL PUBLICATIONS, NOR IN 
DOCUMENTS THAT CONTAIN EDITORIAL CHANGES ONLY. 

Full document details: SAE AS95234_8A

http://avadocuments2026.com/doc/sae-as95234-8a
http://avadocuments2026.com/doc/sae-as95234-8a

