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TABLE 1 - FIGURE 1 DIMENSIONS

FRONT VIEW SIDE VIEW
H
SHELL Q THREAD L

SIZE MAXIMUM CLASS 2A MAXIMUM
10SL 898 (22.8) 5/8-24 UNEF 1.850 (47.0)
14S 1.150 (29.2) 7/8-20 UNEF 1.850 (47.0)
16S 1.260 (32.0) 1-20 UNEF 1.850 (47.0)
16 1.260 (32.0) 1-20 UNEF 1.850 (47.0)
18 1.437 (36.5) 11/16-18 UNEF 1.850 (47.0)
20 1.571 (39.9) 13/16-18 UNEF 1.850 (47.0)
22 1.697 (43.1) 15/16-18 UNEF 1.850 (47.0)
24 1.835 (46.6) 17/16-18 UNEF 1.850 (47.0)
28 2.102 (53.4) 13/4-18 UNS 2.100 (53.3)
32 2.366 (60.1) 2-18 UNS 2.100 (53.3)
36 2.610 (66.3) 2 1/4-16 UN 2.100 (53.3)

REQUIREMENTS: ALL REQUIREMENTS SHALL CONSIST OF THIS DOCUMENT AND THE LATEST ISSUE OF AS95234.

1.

DESIGN: CONNECTORS SHALL BE DESIGNED IN ACCORDANCE WITH FIGURE 1 AND TABLE 1. DIMENSIONS ARE IN INCHES.
METRIC EQUIVALENTS IN PARENTHESES ARE FOR GENERAL INFORMATION ONLY AND ARE BASED ON 1 INCH = 25.4 MM.
UNLESS OTHERWISE SPECIFIED, TOLERANCES ARE +.016 INCH.

FOR INSERT ARRANGEMENTS, REFER TO AS95234, APPENDIX B.

3. PART NUMBER: THE PART NUMBER SHALL BE AS SHOWN IN THE EXAMPLE BELOW:

AS95234 /9 A 16 - A1

|0
| >

BASIC SPECIFICATION

DETAIL SHEET

FINISH

SHELL SIZE (SEE TABLE 1)

INSERT ARRANGEMENT (SEE AS95234 APPENDIX B)

CONTACT DESIGNATION AND MATERIAL (SEE AS95234)

INSERT POSITION (W, X, Y, Z) LEAVE BLANK FOR NORMAL

SPECIFICATION NOTES:

1. REVISION INDICATOR: A CHANGE BAR (I) LOCATED IN THE LEFT MARGIN IS FOR THE CONVENIENCE OF THE USER IN
LOCATING AREAS WHERE TECHNICAL REVISIONS, NOT EDITORIAL CHANGES, HAVE BEEN MADE TO THE PREVIOUS ISSUE OF
THIS DOCUMENT. AN (R) SYMBOL TO THE LEFT OF THE DOCUMENT TITLE INDICATES A COMPLETE REVISION OF THE
DOCUMENT, INCLUDING TECHNICAL REVISIONS. CHANGE BARS AND (R) ARE NOT USED IN ORIGINAL PUBLICATIONS, NOR IN
DOCUMENTS THAT CONTAIN EDITORIAL CHANGES ONLY.
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