
 
 
 

  

AEROSPACE STANDARD 
BOLT, MACHINE - STEEL, CADMIUM PLATED, 
HEXAGON HEAD, UNS G87400, 125 KSI MIN, 

.7500-16 UNJF-3A 

 

 

A
S

95
26

 

Copyright 2015 SAE International 
All rights reserved. No part of this publication may be reproduced, stored in a retrieval system or transmitted, in any form or by any means, electronic, mechanical, photocopying, 
recording, or otherwise, without the prior written permission of SAE. 
TO PLACE A DOCUMENT ORDER:  Tel: 877-606-7323 (inside USA and Canada) Tel: +1 724-776-4970 (outside USA) 
 Fax: 724-776-0790 Email: CustomerService@sae.org SAE WEB ADDRESS: http://www.sae.org 

IS
S

U
E

D
 1

99
9-

08
   

   
R

E
A

F
F

IR
M

E
D

 2
00

6-
0

5 
   

  R
E

V
IS

E
D

 2
00

7-
09

   
  S

T
A

B
IL

IZ
E

D
 2

01
5-

07
 

THIRD ANGLE PROJECTION 

CUSTODIAN: E-25 

 

R
E

V
. 

C
 

FEDERAL SUPPLY CLASS 
5306

AS9526 
 

REV. 
C 

 

S
A

E
 T

ec
hn

ic
al

 S
ta

nd
ar

ds
 B

oa
rd

 R
ul

es
 p

ro
vi

de
 th

at
: 

“T
hi

s 
re

po
rt

 is
 p

ub
lis

he
d 

by
 S

A
E

 to
 a

dv
an

ce
 th

e 
st

at
e 

of
 t

ec
hn

ic
al

 a
nd

 e
ng

in
ee

rin
g 

sc
ie

nc
es

. 
T

he
 u

se
 o

f t
hi

s 
re

po
rt

 is
 e

nt
ire

ly
 

vo
lu

nt
ar

y,
 a

nd
 it

s 
ap

pl
ic

ab
ili

ty
 a

nd
 s

ui
ta

bi
lit

y 
fo

r 
an

y 
pa

rt
ic

ul
ar

 u
se

, 
in

cl
ud

in
g 

an
y 

pa
te

nt
 in

fr
in

ge
m

en
t 

ar
is

in
g 

th
er

ef
ro

m
, 

is
 th

e 
so

le
 r

es
po

ns
ib

ili
ty

 o
f t

he
 u

se
r.

” 
 S

A
E

 r
ev

ie
w

s 
ea

ch
 t

ec
hn

ic
al

 r
ep

or
t a

t 
le

as
t 

ev
er

y 
fiv

e 
ye

ar
s 

at
 w

hi
ch

 ti
m

e 
it 

m
ay

 b
e 

re
vi

se
d,

 r
ea

ffi
rm

ed
, s

ta
bi

liz
ed

, 
or

 c
an

ce
lle

d.
 S

A
E

 in
vi

te
s 

yo
ur

 w
rit

te
n 

co
m

m
en

ts
 a

nd
 s

ug
ge

st
io

ns
. 

 SAE values your input. To provide feedback
 on this Technical Report, please visit  
 http://www.sae.org/technical/standards/AS9526C 

 
 
 
 

RATIONALE 
 
THIS DOCUMENT HAS BEEN DETERMINED TO CONTAIN BASIC AND STABLE TECHNOLOGY WHICH IS NOT 
DYNAMIC IN NATURE. 
 

STABILIZED NOTICE 
 
THIS DOCUMENT HAS BEEN DECLARED "STABILIZED" BY THE SAE E-25 GENERAL STANDARDS FOR AEROSPACE 
AND PROPULSION SYSTEMS COMMITTEE AND WILL NO LONGER BE SUBJECTED TO PERIODIC REVIEWS FOR 
CURRENCY. USERS ARE RESPONSIBLE FOR VERIFYING REFERENCES AND CONTINUED SUITABILITY OF 
TECHNICAL REQUIREMENTS. NEWER TECHNOLOGY MAY EXIST. 

Full document details: SAE AS9526C

http://www.avadocuments.com/doc/sae-as9526c
http://www.avadocuments.com/doc/sae-as9526c


 

 

AEROSPACE STANDARD 
AS9526 
SHEET 1 OF 3 
 

REV. 
C 

 

BOLT, MACHINE - STEEL, CADMIUM PLATED, 
HEXAGON HEAD, UNS G87400, 125 KSI MIN, 

.7500-16 UNJF-3A 
 

 
NOTICE 

 
THE INITIAL SAE PUBLICATION OF THIS DOCUMENT WAS TAKEN DIRECTLY FROM U.S. MILITARY STANDARD 
MS9526A, NOTICE 1. THIS SAE STANDARD RETAINS THE SAME PART NUMBERS ESTABLISHED BY THE ORIGINAL 
MILITARY DOCUMENT. 
 
ANY REQUIREMENTS ASSOCIATED WITH QUALIFIED PRODUCTS LISTS (QPL) MAY CONTINUE TO BE MANDATORY 
FOR DOD CONTRACTS. REQUIREMENTS RELATING TO QPL'S HAVE NOT BEEN ADOPTED BY THE SAE FOR THIS 
STANDARD AND ARE NOT PART OF THIS SAE DOCUMENT. 
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