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14 UPDATE TO ASME Y14.5-2018. REVISE LEAD THREAD CHAMFER TO AS1132. REVISE LIGHTENING HOLE
CONFIGURATION TO AS1132. REVISE FILLET RADIUS TO "CR." ADD "COMPOSITION SIMILAR TO” TO NOTE 2.
NOTICE
= THE INITIAL SAE PUBLICATION OF THIS DOCUMENT WAS TAKEN DIRECTLY FROM U.S. MILITARY STANDARD
3 MS9558E, AMENDMENT 2. THIS SAE STANDARD MAY RETAIN THE SAME PART NUMBERS ESTABLISHED BY THE
0w ORIGINAL MILITARY DOCUMENT.
o
2 ANY REQUIREMENTS ASSOCIATED WITH QUALIFIED PRODUCTS LISTS (QPL'S) MAY CONTINUE TO BE
MANDATORY FOR DoD CONTRACTS. REQUIREMENTS RELATING TO QPL'S HAVE NOT BEEN ADOPTED BY THE
SAE FOR THIS STANDARD AND ARE NOT PART OF THIS DOCUMENT.
é _L_[.003]Y]
: & 32
s 3 WRENCHING CONFIGURATION .z/
5 3 PER AS870-12
2 v FOR THIS DISTANCE 358
= c L
g S 338
38 5 070
z o £ : — K
g E MIN
Fs 3 250
43> & :
8= 2 i
e} = o
8% = 3750 L o8
86 5 NOM 166 MIN
o2 g —={ =THREAD
£8 2 RUNOUT PER
go 2 AS3062
S0 o o925 45° |
s 4 015 APPROX
Te O 022
2
g 5 g A 2 P\MN
£s 8 { ——————— —L
ge 8 } 250
52 ©° T __'_'—"_'_____'__"_1 239
| B— . |
(72 =
25 § L —— 3125-24 UNJF-3A
38 = o PER AS8879
sE © - - 2 z
2 «E é CHAMFER 28°-32° 280 ]
= § TO @ 365-385 g 460 MIN — 3 .003/1)
WE o 510 BEARING - [ 006]Z]
el . B
5= 3 ~ 290 SURFACE 32
3
oo o MARK PART NUMBER AND -
o .= '
£s 2 MANUFACTURER'S IDENTIFICATION 295
5% &8 PER AS478 CLASS A EXCEPT —— }-—— 166
3= = EDGE DISTANCE REQUIREMENTS N
28 o DO NOT APPLY &
S5 = ‘ SHAPE OF BOTTOM SECTION THRU Q
23 2 250/ OPTIONAL THREAD PROFILE a
25 : f 3
Fa ® G <
- 216 J ﬁ
g5 ¢ 9 196 =
3> 8 5° MAX -
°E & [}
23 o SECTION THRU HEAD 3
=] |7} e
25 8 FIGURE 1-BOLT 2
g E>‘ © THIRD ANGLE PROJECTION a
=3 h =
E® ] . f - . T (2]
EL S For more information on this standard, visit =
c} % 5 https://www.sae.org/standards/content/AS9558E/ ) ( ﬁ ) /‘ )
2= <
g2 Njj—
= © -—
B 2 S CUSTODIAN: E-25 PROCUREMENT SPECIFICATION: AS7477 /3/
[ )
=
55 g AEROSPACE STANDARD
N % BOLT, MACHINE - DOUBLE HEXAGON EXTENDED AS9558™ REV.
ws w e e WASHER HEAD, CORROSION AND HEAT RESISTANT | SHEET 1 OF 3 E
55 & STEEL, UNS S66286, UTS 130 KSI MIN, .3125-24 UNJF-3A Documents

Copyright © 2023 SAE International .
All rights reserved. No part of this publication may be reproduced, stored in a retrieval system or transmitted, in any form or by any riieans, electi Vnic,mﬁum@mbﬁhm’,l ng Hub
recording, or otherwise, without the prior written permission of SAE.
TO PLACE A DOCUMENT ORDER:  Tel: 877-606-7323 (inside USA and Canada) Tel: +1 724-776-4970 (outside USA)
Fax: 724-776-0790 Email: CustomerService@sae.org SAE WEB ADDRESS: http://www.sae.org

Full document details: SAE AS9558E


http://www.avadocuments.com/doc/sae-as9558e
http://www.avadocuments.com/doc/sae-as9558e

TABLE 1 - PART NUMBERS, DIMENSIONS L AND K, AND APPROX MASS

APPROX APPROX
PART MASS PART MASS
NUMBER L K LBF/100 NUMBER L K LBF/100

MS9558- 04 .490- .510 .086- .108 2.06 MS9558- 32 2.740-2.760 1.815-1.875 6.13
MS9558- 05 .552- 572 .086- .108 217 MS9558- 33 2.865-2.885 1.940-2.000 6.36
MS9558- 06 .615- .635 .086- .108 2.28 MS9558- 34 2.990-3.010 2.065-2.125 6.58
MS9558- 07 .678- .698 .086- .108 2.39 MS9558- 35 3.115-3.135 2.190-2.250 6.80
MS9558- 08 .740- .760 .086- .108 2.51 MS9558- 36 3.240-3.260 2.315-2.375 7.03
MS9558- 09 .802- .822 .086- .108 2.62 MS9558- 37 3.365-3.385 2.440-2.500 7.27
MS9558- 10 .865 - .885 .086- .108 2.73 MS9558- 38 3.490-3.510 2.565-2.625 7.50
MS9558- 11 .928 - .948 .086- .108 2.85 MS9558- 39 3.615-3.635 2.690-2.750 7.73
MS9558- 12 .990 -1.010 .086- .125 2.96 MS9558- 40 3.740-3.760 2.815-2.875 7.95
MS9558- 13 1.052-1.072 .128- .188 3.07 MS9558- 41 3.865-3.885 2.940-3.000 8.17
MS9558- 14 1.115-1.135 .190- .250 3.19 MS9558- 42 3.990-4.010 3.065-3.125 8.40
MS9558- 15 1.178-1.198 .252- 312 3.30 MS9558- 43 4.115-4.135 3.190-3.250 8.63
MS9558- 16 1.240-1.260 .315- .375 3.41 MS9558- 44 4.240-4.260 3.315-3.375 8.86
MS9558- 17 1.302-1.322 .378- 438 3.52 MS9558- 45 4.365-4.385 3.440-3.500 9.08
MS9558- 18 1.365-1.385 .440- .500 3.64 MS9558- 46 4.490-4.510 3.565-3.625 9.30
MS9558- 19 1.428-1.448 .502- .562 3.75 MS9558- 47 4.615-4.635 3.690-3.750 9.52
MS9558- 20 1.490-1.510 .565- .625 3.87 MS9558- 48 4.740-4.760 3.815-3.875 9.74
MS9558- 21 1.652-1.572 .628- .688 3.98 MS9558- 49 4.865-4.885 3.940-4.000 9.95
MS9558- 22 1.615-1.635 .690- .750 4.10 MS9558- 50 4.990-5.010 4.065-4.125 10.17
MS9558- 23 1.678-1.698 .752- 812 4.22 MS9558- 51 5.115-5.135 4.190-4.250 10.40
MS9558- 24 1.740-1.760 .815- .875 4.33 MS9558- 52 5.240-5.260 4.315-4.375 10.63
MS9558- 59 1.802-1.822 .878- .938 4.44 MS9558- 53 5.365-5.385 4.440-4.500 10.86
MS9558- 25 1.865-1.885 .940-1.000 4.55 MS9558- 54 5.490-5.510 4.565-4.625 11.10
MS9558- 60 1.928-1.948 1.002-1.062 4.66 MS9558- 55 5.615-5.635 4.690-4.750 11.33
MS9558- 26 1.990-2.010 1.065-1.125 4.77 MS9558- 56 5.740-5.760 4.815-4.875 11.56
MS9558- 27 2.115-2.135 1.190-1.250 5.00 MS9558- 57 5.865-5.885 4.940-5.000 11.78
MS9558- 28 2.240-2.260 1.315-1.375 5.23 MS9558- 58 5.990-6.010 5.065-5.125 12.00
MS9558- 29 2.365-2.385 1.440-1.500 5.45
MS9558- 30 2.490-2.510 1.565-1.625 5.67
MS9558- 31 2.615-2.635 1.690-1.750 5.90

NOTE: PART NUMBERS MS9558-59 AND MS9558-60 ARE LISTED OUT OF PART NUMBER ORDER. THEY ARE LISTED IN
ORDER BY LENGTH (DIM L).
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