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Reaffirmed 2012-11 
Stabilized 2018-04 
 
Superseding AS9595A 

Bracket, Angle 90°, Cres UNS S32100, .190 x .375 bolt 

RATIONALE 

This document has been determined to contain basic and stable technology which is not dynamic in nature. 

STABILIZED NOTICE 

This document has been declared "Stabilized" by the SAE E-25 General Standards for Aerospace and Propulsion Systems 
Committee and will no longer be subjected to periodic reviews for currency. Users are responsible for verifying references 
and continued suitability of technical requirements. Newer technology may exist. 

 

Full document details: SAE AS9595B

http://avadocuments2026.com/doc/sae-as9595b
http://avadocuments2026.com/doc/sae-as9595b


THE INITIAL SAE PUBLICATION OF THIS DOCUMEN:TWAS TAKEN DIRECTLY FROM U.S. MILITARY 
S:rANDARD MS9595A. THIS SAE STANDARD RETAINS THE SAME PART NUMBERS ESTABLISHED BY 
THE ORIGINAL MILITARY DOCUMENT. 

ANY REQUIREMENTS ASSOCIATED WITH QUALIFIED PRODUCT LISTS (QPL} MAY CONTINUE TO BE 
MANDATORY FOR DOD CONTRACTS. REQUIREMENTS RELATNG TO QPL'S HAVE NOT BEEN 
ADOPTED BY THE SAE FOR THIS STANDARD, AND ARE NOT PART OF 'THIS SAE DOCUMENT. 
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FIGURE 1 - ANGLE BRACKET 
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