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< NOTES:

REV.

1. STRENGTH: THE MAXIMUM TORSIONAL STRENGTH OF THE ACCESSORY SHAFT SHALL NOT EXCEED THE
MINIMUM STRENGTH REQUIREMENT OF THE APPLICABLE MATING DRIVE.

2. DRIVE SHAFT: DETAILS OF DRIVE SHAFT AND SPLINE DATA ARE SHOWN ON AS972.

3. MISALIGNMENT: THE ACCESSORY SHALL BE PROVIDED WITH A RADIALLY LOOSE DRIVE SHAFT OR COUPLING.

DESIGN SHALL BE SUCH THAT WHEN AXIS OF EXTERNAL SPLINE PITCH CYLINDER IS DISPLACED A MAXIMUM OF

-006 IN ANY DIRECTION FROM THE AXIS ESTABLISHED BY DIAMETER B AND SURFACE A, ANGULAR

MISALIGNMENT OF AXES SHALL NOT EXCEED .003 in/in.

. SHAFT RETENTION: THE ACCESSORY SHALL BE DESIGNED TO PREVENT DISENGAGEMENT OF THE “O" RING

(R)  PACKING ON THE SHAFT COMPONENT IN THE EVENT OF A SHEAR SECTION FAILURE. THE DRIVE SHAFT SHALL

BE RETAINED IN THE ACCESSORY WHEN THE LATTER IS REMOVED FROM THE ENGINE.

5. OIL LEAKAGE: THE ACCESSORY SHALL OPERATE SATISFACTORILY WHEN EXPOSED TO OIL LEAKAGE FROM

THE DRIVE INTO THE PILOT COMPARTMENT NOT EXCEEDING 3 cc/.

PILOT TYPE: PLAIN PILOT, TYPE P, FOR USE WITH V DRIVES. GROOVED PILOT, TYPE G, FOR USE WITH CT

DRIVES, OPTIONAL FOR USE WITH V DRIVES.

PACKING: PREFORMED PACKING CONFORMING TO ARP568-151 SHALL BE USED IN TYPE G GROOVED PILOT.

NUT: DESIGN OF FLANGE |S BASED ON NUT CONFORMING TO AS1050.

DIMENSIONS: ALL LINEAR DIMENSIONS ARE IN INCHES.

TOLERANCES: LINEAR +.010, ANGULAR $2°, UNLESS OTHERWISE SPECIFIED.

FINISH: BREAK SHARP EDGES .003 TO .015, UNLESS OTHERWISE SPECIFIED. SURFACE TEXTURE PER USAS

B46.1-1962.

12.  MATING DRIVE: SEE AS961 FOR DETAILS OF MATING DRIVE, SPEED, WEIGHT, OVERHUNG MOMENT, AND
DIRECTION OF ROTATION.

13.  DESIGNATION: THE AS NUMBER DEFINES THE CONFIGURATION OF THE FLANGE, THE DASH NUMBER DEFINES
THE SPLINE SIZE. THE LETTER FOLLOWING THE DASH NUMBER DEFINES THE PILOT TYPE. AS962-1G IS A 5.000
BC SQUARE FLANGE WITH A .600 PD SPLINE AND A GROOVED PILOT.

14, THE (R) IS FOR THE CONVENIENCE OF THE USER IN LOCATING AREAS WHERE TECHNICAL REVISIONS, NOT
EDITORIAL CHANGES, HAVE BEEN MADE TO THE PREVIOUS ISSUE OF THIS DOCUMENT. IF THE SYMBOL IS
NEXT TO THE DOCUMENT TITLE, IT INDICATES A COMPLETE REVISION OF THE DOCUMENT.
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