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RATIONALE

THIS DOCUMENT HAS BEEN DETERMINED TO CONTAIN BASIC AND STABLE TECHNOLOGY WHICH IS NOT
DYNAMIC IN NATURE.

STABILIZED NOTICE

THIS DOCUMENT HAS BEEN DECLARED "STABILIZED" BY THE SAE E-25 GENERAL STANDARDS FOR AEROSPACE
AND PROPULSION SYSTEMS COMMITTEE AND WILL NO LONGER BE SUBJECTED TO PERIODIC REVIEWS FOR
CURRENCY. USERS ARE RESPONSIBLE FOR VERIFYING REFERENCES AND CONTINUED SUITABILITY OF
TECHNICAL REQUIREMENTS. NEWER TECHNOLOGY MAY EXIST.
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THE INITIAL SAE PUBLICATION OF THIS DOCUMENT WAS TAKEN DIRECTLY FROM U.S. MILITARY
STANDARD MS9846, NOTICE 1. THIS SAE STANDARD RETAINS THE SAME PART NUMBERS
ESTABLISHED BY THE ORIGINAL MILITARY DOCUMENT.

ANY REQUIREMENTS ASSOCIATED WITH QUALIFIED PRODUCTS LISTS (QPL) MAY CONTINUE TO BE
MANDATORY FOR DOD CONTRACTS. REQUIREMENTS RELATING TO QPL'S HAVE NOT BEEN ADOPTED
BY THE SAE FOR THIS STANDARD AND ARE NOT PART OF THIS SAE DOCUMENT.
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FIGURE 1 - PIN
TABLE 1 - PART NUMBERS AND DIMENSIONS.
APPROX. APPROX.
PART A L MASS PART A L MASS
NUMBER LB/100 NUMBER LB/100
MS9846-07 | 392 | 474- 484 | 1.110 MS9846-22 | 1.329 [1.411- 1421 | 3.140
MS9846-08 | 454 | 536- .546 [ 1.250 MS9846-23 | 1.392 | 1.474- 1484 | 3.270
MS9846-09 | 517 | 599- .609 | 1.380 MS9846-24 | 1.454 | 1.536- 1546 | 3.410
MS9846-10 | 579 | 683- 693 | 1.540 MS9846-25 | 1.517 |1.599- 1.609 | 3.540
MS9846-11 | 642 | 724- 734 | 1.650 MS9846-26 | 1.579 [ 1.661- 1671 | 3.680
MS9846-12 | .704 | .786- 796 | 1.790 MS9846-27 | 1.642 | 1.724- 1.734 | 3.810
MS9846-13 | .767 | .849- 859 | 1.920 MS9846-28 | 1.704 | 1.786- 1.896 | 3.940
MS9846-14 | .829 | 911- 921 | 2.060 MS9846-29 | 1.767 |1.849- 1.859 | 4.080
MS9846-15 | 892 | .974- .984 | 2.190 MS9846-30 | 1.829 | 1.911- 1.921 | 4.220
MS9846-16 | .954 | 1.036- 1.046 | 2.330 MS9846-31 | 1.892 [ 1.974- 1.984 | 4.340
MS9846-17 |1.017 | 1.099- 1.109 | 2.460 MS9846-32 | 1.954 |2.036- 2.046 | 4.480
MS9846-18 (1.079 | 1.161- 1.171 | 2.600 MS9846-33 | 2.017 [2.099- 2.109 | 4.620
MS9846-19 |1.142 | 1.224- 1.234 | 2.730
MS9846-20 {1.204 | 1.286 - 1.296 | 2.860
MS9846-21 [1.267 | 1.349- 1.359 [ 3.000
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