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MANUFACTURER: GM

ENGINE: U14NET

MODEL YEAR & VEHICLE APPLICATION: MY11, Chevrolet Cruze

TEST STANDARD: WOT Test

TEST LOCATION: Opel PT Russelsheim, dyno 109
ENGINE SERIAL NUMBER: 1101A

TEST/RUN NUMBER: ID 39826

RESULTS:

The engine described herein was tested on July, 23, 2010, according to the requirements prescribed in
SAE J1349,

Engine Power Test Code in the presence of a qualified SAE witness, and was determined to produce
the following results:

Parameter Rated Rated Measured Measured o Difference
Speed Output Speed Output °
Power (hp/kW) 4900 - 6000 rpm 140/103 4900 rpm 140,2/103,1 +0,1
Torque (Ib-ft/Nm) | 1850 - 4900 rom | 147,3/200 | 1850 rpm 147,8/200,4 +0,3
APPROVALS:
SAE Certified Witness, Date 30.07.2010 ) ACEOINH
PRUFLABORATORIUM/ TEST LABORATORY
Automotive
der / of

TUV Technische Uberwachung Hessen GmbH

Technischer Dienst benannt von der Benennungsstelle des
Kraftfahrt-Bundesamtes, Bundesrepublik Deutschland

Dibl I Roa D Technical Service designated by designation authority of
ipl.-Ing. Rainer Decker Kraftfahrt-Bundesamt, Federal Republic of Germany

The manufacturer declares that the engine tested for this report is representative of engines in series
production. The manufacturer further declares that the performance of engines in series production will
characteristically be at least 98% of the rated torque and power values indicated on this report.

i H ‘r/',; / ;‘;" \ £ 4 4 -
Dr. Gerold Reinheimer, CE Fam.0, AL AV (§ 12, Zato
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SAE J2723 AUG2007
WOT ENGINE POWER PLOT (as tested)
Motorleistung TUV Technische Uberwachung Hessen GmbH
Engine power
Automotive JHESSEN
SAE J1349 ‘ 8,?
Motortyp /Engine type : U14NET Oktanzahl/Oktane number  : 91 ROZ/RON
Motornummer/Engine number : P1101A Hubraum/Engine cap. : 1364 cm3
Nennleistung/Max. net. Power : 103 kW /4900-6000 1/min Testort/Place of testing . Risselsheim
Nenndrehmoment/Max.net torque : 200 Nm / 1850-4900 1/min Datum/Date of testing : 23.07.2010
Verdichtung/Compress. Ratio : 95+4/-02:1 gepr. durch / tested by . Dipl.-Ing. Decker
160 160
150 = o
= /\/'- \ .
.
130 1 T T T ] 1 T T -+ 130
120 / \ 120
110 / // 110
100 1 T T T T 1 T T -+ 100
T 90 90 E.'
S 2
5 80 80 E‘
s s
o
70 70 12
60 60
50 + 50
40 T 40
30 30
20 -+ 20
10 10
0 0
T 440
=
-
5 400
rd
& 360
1]
320
280 \\,
240
500 1000 1500 2000 2500 3000 3500 4000 4500 5000 5500 6000 6500
Engine speed [1/min]

Full document details: SAE CPGM2_11CHCRUZ

Documents

Document Sharing Hub


http://www.avadocuments.com/doc/sae-cpgm2-11chcruz
http://www.avadocuments.com/doc/sae-cpgm2-11chcruz

