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SAE Power Certification
SAE J2723 Amendment to Certlflcatuon

Gieneral Motors Powertrain

895 Josyln Ave

Pontiac

Michigan

United States

48340

LZ1

Single Engine Certification

2011 Chevrolet Tahoe/Silverado ;

GMC Yukon/Sierra ; Cadillac
Escalade

J1349:Mar2008

DESCRIPTION OF CALIBRATION OR HARDWARE CHANGES:
In 2008-09 the LFA engine was certified at 332hp at 5100 rpm and 367 ft Ib at 4100 rpm for all applications including
GMT901/902 and GMT921/922/926.
For the 2011 model year the muffler design was modified slightly to improve sound quality. A backpressure test was

conducted on the GMT921/922/926 platform and it remains the same as the number used for 2008-09 certifications. The L.Z1
(re-named LFA) applications will be rated at the same power and torque levels as model year 2008.

ORIGINAL ENGINE MODEL YEAR & CERTIFICATION DATE: 2008/MAY 25, 2007

Certifled Power'

The engine, when tested or isoplotted with the calibration or hardware changes above made the following measured output
and has been determined to product the following rated output:

Rated Rated / Net Measured Measured
Parameter Speed OQuiput Speed Output % Difference
Net Power (hp) 5100 332 5100 332 0.0%
Torque (lb-ft) 4100 367 4100 367 0.0%
SAE Certified Witness
Date
APPROVALS:
The manufacture declares that the engine test or isoplot for this report is representative of engines in series production.
The manufacturer further declares that the performance of engines in series production will
produce power and torgue values that are at least 98% of their certified values.
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(i} POWERTRAIN

Date: March 29th 2010
To: Gary Pollak

Subject: Certification of the “LZ1” GMT901/902 and GMT921/922/926
applications under the 2008-09 “LFA” GMT921/922 SAE Certification
for the 2011 Model Year

Gary:

In 2008-09 the LFA engine was certified at 332hp at 5100 rpm and 367 ft1b at 4100 rpm for all
applications including GMT901/902 and GMT921/922/926.

For the 2011 model year the muffler design was modified slightly to improve sound quality. A
backpressure test was conducted on the GMT921/922/926 platform and it remains the same
as the number used for 2008-09 certifications. [would like to continue to rate the LZ1
applications at the same power and torque levels as model year 2008.

Thank you for your assistance in this matter.

James Perander
Lead Dynamometer Development and Calibration Engineer for the LZ1 Engine
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