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Foreword—This Document has not changed other than to put it into the new SAE Technical Standards Board
Format.

This SAE Recommended Practice is being proposed as a dual number between ISO and SAE because the results
of the test will be equivalent.  The differences in the documents are as follows:

The scope of J1012 (Section 1) encompasses all off-road self-propelled equipment - ISO 3737 (Section 1)
is limited to agricultural tractors and self-propelled machines.

Section 5.3 of J1012 allows one occupant to be in the cab during the test - Section 4.3 of ISO 3737
specifies the enclosure to be unoccupied.

1. Scope—This SAE Recommended Practice establishes a uniform test procedure for evaluating performance of
operator enclosure pressurization systems for construction, general-purpose industrial, agricultural, forestry,
and specialized mining machinery as categorized in SAE J1116 for off-road, self-propelled work machines.

1.1 Purpose—The purpose of this document is to outline a procedure which will provide a uniform measurement
of operator enclosure pressurization.

2. References

2.1 Applicable Publications—The following publications form a part of the specification to the extent specified
herein.  Unless otherwise indicated the lastest revision of SAE publications shall apply.

2.1.1 SAE PUBLICATION—Available from SAE, 400 Commonwealth Drive, Warrendale, PA 15096-0001.

SAE J1116 JUN86—Categories of Off-Road Self-Propelled Work Machines

2.1.2 ISO PUBLICATION—Available from ANSI, 11 West 42nd Street, New York, NY 10036-8002.

ISO 3737-1976—Agricultural tractors and self-propelled machines—Test method for enclosure
pressurization systems
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