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Definitions for Machine Availability (Off-Road Work Machines)

1. Scope—This recommended practice applies to construction and general purpose industrial machines as
categorized in SAE J1116. It describes the parameters related to the inherent availability of the covered
classes of Off-Road Self-Propelled Work Machines.

1.1 Purpose—The purpose of this SAE Recommended Practice is to provide a set of recognized definitions as a
universally understood means of communication among all people interested in the inherent availability of Off-
Road Work Machines. It is not the intent of this document to provide an absolute measure of unit availability.
The intent is to provide common definitions for classifying and evaluating operation, repair, and maintenance
data.

1.2 Rationale—This document is cancelled and superseded by ISO 8927.

2. References

2.1 Applicable Publications—The following publications form a part of the specification to the extent specified
herein. Unless otherwise indicated the latest revision of SAE publications shall apply.

2.1.1 SAE PUBLICATIONS—Available from SAE, 400 Commonwealth Drive, Warrendale, PA 15096-0001, Tel:
877-606-7323 (inside USA and Canada) or 724-776-4970 (outside USA), www.sae.org.

SAE J1116—Categories of Off-Road Self-Propelled Work Machines

3. Definitions

3.1 Availability Indexes (AI)

3.1.1 AVAILABILITY TIME INDEX (ATI1) FOR LESS THAN 24 H/DAY OPERATION (NO OFF-SHIFT REPAIR)—The ratio of
operating time (OT) to the sum of operating time, total repair time (TRT), and routine scheduled maintenance
time (SMT).

3.1.2 AVAILABILITY TIME INDEX (ATI2) FOR LESS THAN 24 H/DAY OPERATION—The ratio of operating time (OT) to the
sum of operating time and total repair time (TRT) for malfunctions that cause a machine shutdown.
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3.1.2.1 The definition in 3.1.2 assumes that routine scheduled maintenance and repairs which do not cause a
shutdown of the observed machine can be accomplished at a time when the machine is not scheduled for
productive work. Only malfunctions which cause a shutdown of the observed machine during scheduled
operation should be counted in the total repair time (TRT).

3.2 Operable Condition—That mechanical condition of the observed machine which permits the machine and/or
its components to perform the intended function at a required performance level and in a manner not
detrimental to the machine or the operator.

3.3 Malfunction—A condition of the machine in which some part, component, or system does not function in the
manner intended.

3.4 Classes of Malfunctions—This procedure categorizes equipment malfunctions in three classes as follows:

3.4.1 CLASS A MALFUNCTIONS—Those malfunctions which cause a shutdown of the observed machine for any
length of time during scheduled operation.

3.4.2 CLASS B MALFUNCTIONS—Those malfunctions which do not cause a shutdown of the machine during a
period of scheduled operation. Such malfunctions could be repaired at the next period of scheduled
maintenance or off-shift, and the required repair time (RT) shall be entered in the log sheet.

3.4.2.1 Anticipated malfunctions might be noted on a log sheet such as shown in Figure 1, with cumulative
operating time (OT) noted at the time of observation. The incident of an anticipated malfunction would not
be classified as a malfunction until a repair had been made and the repair time (RT) recorded.

3.4.3 CLASS C MALFUNCTIONS—Malfunctions that can be definitely attributed to error or negligence, malfunction of
external monitoring instrumentation, accidents, etc.

3.4.3.1 Downtime caused by the class of malfunction described in 3.4.3 or the repair time (RT) should not be
reflected in the availability index (AI) for the observed machine.

3.4.3.2 Parts replacement or part alteration for reasons other than Class A, B or C malfunctions might be
recorded, but should not be classified as a malfunction.

3.5 Operating Time (OT)—The number of clock hours of actual operation of the machine.

3.6 Mean Time Between Malfunctions (MTBM)—The total number of hours of operation of the machine divided
by the number of malfunctions of the specified classes encountered during the period of operation.

3.6.1 Class A, B or C Malfunctions or any combination of these classes can be used in computing mean time
between malfunctions (MTBM) for the observed machine.

3.7 Repair Time and Maintenance

3.7.1 REPAIR TIME (RT)—The number of clock hours required for diagnosis and accomplishment of the corrective
repair of the specified malfunction.

3.7.1.1 Time lost waiting for parts, mechanic's movement of equipment, etc., should not be counted as part of the
repair time (RT), but might be recorded for reference in the description column of a data log sheet such as
shown in Figure 1.
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