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Foreword—This Document has not changed other than to put it into the new SAE Technical Standards Board
Format.

1. Scope—This SAE Recommended Practice applies to any internal combustion engine which can utilize SAE
No. 6 thru SAE No. 00 size flywheel housing. It provides instructions for correcting flywheel housing bore
runout readings which are influenced by crankshaft bearing clearance. Limits for bore and face runout are
specified in the various SAE Standards and Recommended Practices covering flywheels and flywheel
housings.

1.1 Purpose—This document is intended to provide a uniform procedure for measuring bore and face runout of
flywheels, flywheel housings, and flywheel housing adapters after assembly to an engine.

2. References

2.1 Applicable Publication—The following publication forms a part of this specification to the extent specified
herein. The latest issue of SAE publications shall apply.

2.1.1 SAE PusLicATION—Available from SAE, 400 Commonwealth Drive, Warrendale, PA 15096-0001.
SAE J617—Engine Flywheel Housing and Mating Transmission Housing Flanges

3. Measuring Procedures

3.1 General

3.1.1  All measurements shall be taken on the assembled engine held in its normal operating position.

3.1.2 A dial indicator with rigid extension bars is required.

3.1.3  Surfaces which are to be measured must be free from dirt and burrs.

3.1.4 When taking measurements on used flywheel housings, inspect the piloting bore for wear.

3.1.5 Prepare a chart similar to that shown in Figure 1, to record and aid in determining the flywheel housing or
adapter bore and face runout.
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