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1. Scope 

1.1 This SAE Standard defines a component-level test procedure to evaluate automotive electrical and 
electronic components for Conducted Emissions of transients, and for other electromagnetic 
disturbances, along battery feed (B+) or switched ignition inputs of a Device Under Test (DUT).  
Test apparatus specifications outlined in this procedure were developed for components installed in 
the 12-V passenger cars, light trucks, 12 V heavy-duty trucks, and vehicles with 24 V systems. 

1.2 Measurement Philosophy 

Various inductive loads installed in a vehicle could be a source of electromagnetic disturbances during 
switching and/or operating conditions.  These disturbances, propagating in the vehicle’s electrical system 
through the interconnecting wiring harness, could adversely affect the proper performance of the 
on-board electronics.  In order to achieve Electromagnetic Compatibility (EMC) of the system, the 
characteristics of these disturbances should be analyzed.  This procedure provides a uniform means for 
evaluating transients and other disturbances conducted from the DUT along its power supply lines.  
These tests are performed in a laboratory (bench test).  A DUT which is considered to be a potential 
source of disturbances should be tested according to the procedure described in this document. 

NOTE 1—While this procedure is aimed mainly at measuring transients of simple inductive devices 
(motors, solenoids, relays, etc.), it also applies to subsystems comprised of inductive devices 
combined with electronics and/or switches.  When such a subsystem is fed with both direct 
feed power supply line and switched ignition power supply line, the test plan should specify 
where transients are to be measured, and whether these two power supply lines should be tied 
together for the test. 

NOTE 2—This document is a part of the SAE J1113-XX series, EMC Measurement Procedures and 
Limits for Vehicle Components. 

SAE Technical Standards Board Rules provide that: “This report is published by SAE to advance the state of technical and engineering sciences.  The use of this report is 
entirely voluntary, and its applicability and suitability for any particular use, including any patent infringement arising therefrom, is the sole responsibility of the user.” 
SAE reviews each technical report at least every five years at which time it may be reaffirmed, revised, or cancelled.  SAE invites your written comments and suggestions. 
Copyright © 2010 SAE International 
All rights reserved. No part of this publication may be reproduced, stored in a retrieval system or transmitted, in any form or by any means, electronic, mechanical, 
photocopying, recording, or otherwise, without the prior written permission of SAE. 
TO PLACE A DOCUMENT ORDER: Tel:        877-606-7323 (inside USA and Canada) 
 Tel:        +1 724-776-4970 (outside USA) 
 Fax:       724-776-0790 
 Email:   CustomerService@sae.org 
SAE WEB ADDRESS: http://www.sae.org 

SAE values your input. To provide feedback
 on this Technical Report, please visit 
 http://www.sae.org/technical/standards/J1113/42_201012 
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1.3 Rationale 

SAE J1113-42 is cancelled in favor of using ISO 7637-2. 

2. References 

2.1 Applicable Publications 

The following publications form a part of this specification to the extent specified herein.  Unless 
otherwise indicated, the latest issue of SAE publications shall apply. 

2.1.1 SAE PUBLICATIONS 

Available from SAE, 400 Commonwealth Drive, Warrendale, PA 15096-0001, Tel: 877-606-7323 (inside 
USA and Canada) or 724-776-4970 (outside USA), www.sae.org. 
 
SAE J1113 (various parts)—Electromagnetic Compatibility Measurement Procedures and Limits for 

Vehicle Components (Except Aircraft) 
SAE J1113-1—Electromagnetic Compatibility—Component Test Procedure—Part 1: General and 

Definitions 

3. Definitions 

See SAE J1113-1. 

4. Apparatus 

4.1 Test Facility 

Care shall be taken to ensure that the surrounding electromagnetic environment would not interfere with 
the measurement setup. 

4.2 Test Instrumentation 

4.2.1 ARTIFICIAL NETWORK (AN) 

A 5 µH AN unit capable of handling DUT load current shall be used for all measurements (50 A typical).  
The impedance curve for the AN is shown in Figure 1.  If the AN has an EMI port, it should be terminated 
with a 50 Ω load (this load could be within a measuring instrument.)  See Figure 2 for example 5 µH AN 
schematic. 
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FIGURE 1—IMPEDANCE CURVE FOR ARTIFICIAL NETWORK (AN) 

 

FIGURE 2—EXAMPLE OF 5 µH AN SCHEMATIC 

4.2.2 DATA ACQUISITION EQUIPMENT 

The equipment utilized should meet the following requirements: 

4.2.2.1 Oscilloscope 

Use of a digitizing oscilloscope is preferred.  If a digitizing oscilloscope is not available, a storage 
oscilloscope may be used.  The oscilloscope used must meet the following requirements. 

Full document details: SAE J1113_42_201012

http://www.avadocuments.com/doc/sae-j1113-42-201012
http://www.avadocuments.com/doc/sae-j1113-42-201012


 
SAE J1113-42 Cancelled DEC2010 

 
 

 
- 4 - 

 

 
a. Digitizing Oscilloscope 

1. Minimum Sampling Time—0.5 ns/sample or less 
2. Memory Size—2000 samples minimum 
3. Bandwidth—DC to 400 MHz minimum (at –3 dB) 
4. Input Sensitivity—5 mV/division minimum 
5. High Impedance (input impedance >1 MΩ) oscilloscope shall be used 

b. Storage Oscilloscope 
1. Bandwidth—DC to 400 MHz minimum (at –3 dB) 
2. Input Sensitivity—5 mV/division minimum 
3. Writing Speed—100 cm/μs minimum 
4. High Impedance (input impedance >1 MΩ) oscilloscope shall be used 

NOTE—The recording may be made with an oscilloscope camera or any other appropriate recording 
device.  Oscilloscopes with other specifications may be substituted as required.  Substituted 
oscilloscope specifications shall be documented in the test report. 

4.2.2.2 Voltage Probes 

Different voltage probes should be used depending on the magnitudes: 
 
a. Voltage Transients with amplitude exceeding 200 V 

1. Attenuation—100:1 (100x probe) 
2. Input Breakdown Voltage—1.5 kV minimum 
3. Bandwidth—DC to 400 MHz minimum 
4. Input Impedance—1 MΩ minimum 
5. Probe Cable Length—3 m maximum 
6. Probe Ground Lead Length—130 mm maximum 
7. Probe capacitance C< 10pf 

b. Voltage Transients with amplitude equal and below 200 V 
1. Attenuation—10:1 (10x probe) 
2. Input Breakdown Voltage—250 V minimum 
3. Bandwidth—DC to 400 MHz minimum 
4. Input Impedance—1 MΩ minimum 
5. Probe Cable Length—3 m maximum 
6. Probe Ground Lead Length—130 mm maximum 
7. Probe capacitance C< 10pf 

4.3 Power for the DUT 

The DUT shall be powered by a fully charged 12 V battery maintained at 13.0 V ± 0.5 V with the DUT 
connected and operating.  Should a charger be required to maintain the required voltage, it should be 
disconnected during the actual data acquisition.  If a power supply is used either to supplement or used in 
place of the battery, the power supply must simulate the battery’s low output impedance and it must be 
capable of supplying at least twice the rated current of the DUT, refer to SAE J11131, 6.6. 
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