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1. Scope—The SAE Recommended Practice specifies the test procedure to assure valve assemblies which are
satisfactory for vehicle usage, and it is applicable to new valve assemblies for commercial production. It
covers such valves where they are employed in passenger car and light truck brake systems utilizing motor
vehicle hydraulic brake fluids. This procedure and requirements (SAE J1137) was developed for brake fluids
conforming to SAE J1703 and FMVSS 116 (DOT 3); however, it may be utilized for valves which use DOT 4 or
DOT 5 brake fluid.

These procedure specifications were developed for base brake operation and do not consider the effects of
ABS (anti-lock brake systems) or traction control systems which may have a significant effect on the valve.
Careful analysis of the particular type ABS and/or traction control (if included in the system) should be made
and additional tests are required which are not included in this document. Provisions for ABS and traction
control will be incorporated in a future revision or covered in a separate document.
The minimum performance requirements are specified in SAE J1137.

1.1 Purpose—This document applies to valve assemblies used in hydraulically operated brake systems of
highway vehicles. It is applicable for differential warning, metering hold-off, bypass function, or proportioning
type valves or any combination thereof.

2. References

2.1 Applicable Publications—The following publications form a part of this specification to the extent specified
herein. Unless otherwise indicated, the latest issue of SAE publications shall apply.

2.1.1  SAE PuBLICATIONS—AVvailable from SAE, 400 Commonwealth Drive, Warrendale, PA 15096-0001.

SAE J1137—Hydraulic Valves for Motor Vehicle Brake Systems—Performance Requirements
SAE J1703—Motor Vehicle Brake Fluid

2.1.2 Fwmvss PuBLICATION—AVvailable from the Superintendent of Documents, U.S. Government Printing Office,
Washington, DC 20402.

FMVSS 116—Motor Vehicle Brake Fluids
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3. Test Apparatus—The basic apparatus shall be that shown and as arranged in Figure 1. All hydraulic lines
and fittings shall be of actual size and design similar to, or equivalent to, the representative vehicle installation.

3.1  Hydraulic Pressure Actuating Mechanism—The pressure actuating mechanism should be a dual master
cylinder capable of a rate of pressure application and retraction to the valve of 3448 kPa/s + 345 kPa/s (500 psi/
s + 50 psi/s), unless otherwise specified.

3.1.1 For single stroke operation, the actuating mechanism must be capable of generating pressures to the valve
from 138 to 20 685 kPa (20 to 3000 psi) at a uniform apply and release rate and it must have adjustments
such that the pressures can be held statically after they are achieved.

3.1.2 For cyclic operation the mechanism must be capable of generating pressures up to 6900 kPa (1000 psi) at a
uniform apply and release rate. The actuating mechanisms, when releasing, must permit the full release of
hydraulic pressure.

3.2 Load Fixture (Displacement for Foundation Brake Simulation)—The displacement devices need to
simulate the pressure versus displacement curves for the actual vehicle within £+10%. If it is not known, use
Figure 3 for total rear brake system and connect to the valve outlet to the rear brakes. Use Figure 4 for each
front brake corner and connect to each valve outlet to front brakes.

NOTE—It is recommended that the largest size actual brake assemblies for the manufacturers' intended valve
usage be used in place of fixtures. In this case, it is not necessary to measure or meet the
requirements of Figure 3 or Figure 4, but need to be plumbed as required for the particular vehicle for
intended usage. Use large enough m/cylinder (bore size and stroke) to provide at least the required
amount of brake fluid supply to each brake system.

3.3 Instrumentation—Hydraulic pressure measuring devices with a range to 20 685 kPa (3000 psi) are required
and shall have accuracy of +0.5%. An X-Y-Y plotter or equivalent (for functional testing) and a counter shall be
used to record number of strokes during cyclic operation. A 12 VDC power source is required and connected
to the warning lamp switch to indicate contact.

A leak trap shall be provided for each sealing point on the valve assembly as required for the various tests that
require measuring leakage including the connections. They shall have minimum exposed area to minimize
evaporation.

3.4 Environmental Equipment

3.41 OzoNE CHAMBER—AN o0zone chamber as described in ASTM D 1149. It must maintain 50 pphm by volume
at 37.7°C +3°C (100 °F £ 5 °F) ozone concentration.

3.4.2 HeaTep AIR CHAMBER—AN insulated oven or cabinet having sufficient capacity to house test valve. A
suitable thermostatically controlled heating system is required to maintain a uniform and forced air circulation
temperature of 120 °C + 3 °C (248 °F + 5 °F). It shall be such that the valves can be checked and operated
without removal. Heaters shall be shielded to prevent direct radiation to valve assembly.

3.4.3 CoLb CHAMBER—A cold chamber shall be provided having sufficient capacity to house test valve. It shall be
such that valves can be checked and operated without removal, and it shall be capable of maintaining a
uniform atmosphere of cold air at —-40 to —42.8 °C (40 to -45 °F) temperature.

3.5 Fluid and Test Fittings—Use brake fluid conforming to SAE J1703 and FMVSS 116 (DOT 3) or the

recommended DOT brake fluid. The hydraulic tubing connections to the valve assembly shall be of the type
intended for the particular vehicle for intended usage and shall be torqued to recommended specifications.
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