SURFACE VEHICLE Jnzrm DEC2020
INTERNATIONALs STANDARD lssued 1975-11

Revised 2020-12

Superseding J1127 DEC2015

Low Voltage Battery Cable

RATIONALE
The standard has been updated with the following changes:
Updated 2.1.1 and 2.2.3.
Added 3.1 and updated 3.3 and 3.15.
Expanded 4.1.
Deleted the reference to thick wall in Table 1A.
Updated 4.2.
Expanded Section 5 to include long-term heat aging test and crosslinking test.
Updated references to appendix.
Revised 6.2 language to read easier.
Expanded 6.3 to include new cable types and temperature classes.
Added 6.4 test method and requirements.
Revised 6.5 and 6.7 language to read easier.
Updated references to figures; included all cable types and relocated after methods.
Added reference to equation.
Revised 6.13 to read easier.
Added 6.14 method and requirements along with Figures 5, 6, and 7.

Removed Appendix C.

SAE Technical Standards Board Rules provide that: “This report is published by SAE to advance the state of technical and engineering sciences. The use of this report is entirely
voluntary, and its applicability and suitability for any particular use, including any patent infringement arising therefrom, is the sole responsibility of the user.”

SAE reviews each technical report at least every five years at which time it may be revised, reaffirmed, stabilized, or cancelled. SAE invites your written comments and
suggestions.

Copyright © 2020 SAE International

All rights reserved. No part of this publication may be reproduced, stored in a retrieval system or transmitted, in any form or by any means, electronic, mechanical, photocopying,
recording, or otherwise, without the prior written permission of SAE. ™

TO PLACE A DOCUMENT ORDER: Tel: 877-606-7323 (inside USA and Canada)

=

" For more information «n ‘liis standard, visi .
Tel:  +1724-776-4970 (outside USA) E) E n ub
Fax: 724-776-0790 https://www.sae.orq/standards/conter?t?.}’\ 15? éﬂﬂr é g
Email: CustomerService@sae.org
SAE WEB ADDRESS: http://www.sae.org

Full document details: SAE J1127_202012


https://www.sae.org/standards/content/PRODCODE/
http://avadocuments2026.com/doc/sae-j1127-202012
http://avadocuments2026.com/doc/sae-j1127-202012

SAE INTERNATIONAL J1127™ DEC2020 Page 2 of 22

TABLE OF CONTENTS

1 1O ] OSSR PP 4
2. REFERENGES . .......co oottt ettt e e et e e et e e et e e e e ab e e e e e e aseee e e asbeeesansseeeeansseeeaansaeeesansreeesannees 4
2.1 Y o] o] Toz=1 o] (=T I To Yo 4T o | RSO 4
211 T U] o[ o= 4[] o 1SS 4
21.2 F NS I Y/ U o 1= i o SO 4
21.3 1= O 0] o] o= i o] o - SRR 4
2.2 N E=1 Yo I U] o] o= 11T ] I RSP EEPR 5
2.2.1 TN = ] ][ i o] o SRS 5
222 F NSl I U] o] 1T (1] L RO 5
223 SO I U] o] 171 (1] 13RS 5
3. DEFINITIONS ...ttt et e e et e e et e e e ab e e e e abae e e e asseeeeaasbeee e nsseeesansaeeesannreeesannaeeesannees 6
4, LE ]| A SRR PPO 8
4.1 L07= 1 o] (ST Y o 1= PP PRR 8
4.2 LCT=T =T I = TS] 0o o111 L USRS 8
4.3 L 1YY 1 USRS 8
4.4 Lo == T PP UUTPR 9
4.5 Representative Conductor Sizes for TESHNG .......cviiiiiiiiiie e 9
5. GENERAL SPECIFICATIONS ...ttt ettt e ettt e ettt e e e e st e e e e nbe e e e e nteeeeennteeeeennees 9
5.1 1070 ] o 013 (o] £ PSPPSR 10
5.2 1T E= 1) o PSSR 10
5.3 O 101 €510 LI OF= o) (=T BT F= T 4= (= RS UPRSR 10
54 LAY 1L I 1] 1= SRR 10
5.5 LT o [ o o PRSPPI 11
6. LI S IR SRS 11
6.1 Y= To I OFo =1 (1o T IR PO PSP OUPUPTTPPRN 11
6.2 R To] o =T =1 o 11 PSPPSR 11
6.3 Mechanical Properties (Short Term Heat AQiNg TESt) ......covuiiiiiiiiiee e 12
6.4 Long Term Heat Aging Test (1500 Hours at the Temperature Class Rating) ...........ccccceeeviveiiineenne, 12
6.5 1Y Yo { oSSR 13
6.6 T TS U] = L) o I = 1F SRR 13
6.7 L©70] [0 [ = 7= o L0 PSPPSR 13
6.8 Resistance to Flame Propagation............ooo it 13
6.9 L [T To J @] g o= il o1 11§y USSP 14
6.10 RESISTANCE 10 OZONE ... ... ettt e e e e s et e e e e e e e s et e e e e e e e e e e nnrrreeaaeee e e nnnneees 15
6.11 ReESISTANCE 10 HOt WALEK ...t e e e e e e e e e e e e e e e e s nnnneeas 15
6.12 Insulation Volume RESISTIVILY ........coiiiiiiiiiiiei e bbb 16
6.13 Temperature and HUMIdity CYCIING......cooouiiiiiiii et 17
6.14 107 (0T T 1191 (] o PSPPSR 17
7. REFERENCE INFORMATION......ootiiiiiiiie ittt ettt e ettt e ettt e e e ettt e e e s st e e e ennteeeeesteeeesnteeeeeneeeeeennees 20
7.1 10701 (o] gl 0o o L= PSPPSR 20
7.1.1 [aN=TeTo) 00T 00=T o lo L= o '] o] =SSR 20
71.2 Y (4] o= T PSS PPRPPR 20
8 N[O I SO SRS UR SR 20
8.1 LAV ] o] o TN [T [ T=1 o] SRS 20
APPENDIX A  FOR INFORMATION ONLY METRIC UNITS ... ..ottt sttt e et e e enre e e e ennes 21
APPENDIXB RECOMMENDED COLORS........ooii ittt ettt et e e e e naee e s nneeeeennees

Documerfts

Document Sharing Hub

Full document details: SAE J1127_202012


http://avadocuments2026.com/doc/sae-j1127-202012
http://avadocuments2026.com/doc/sae-j1127-202012

SAE INTERNATIONAL J1127™ DEC2020 Page 3 of 22

Figure 1 Vo] =T Lo (TS AEST=Y LU o T RPN 13
Figure 2 Apparatus for resistance to flame propagation ... 14
Figure 3 Apparatus for resistance to hot water test ... 16
Figure 4 Procedure for temperature and humidity cycling test ..o 17
Figure 5 CrosslinKiNg tESt @PParatUus.........ooiiiiiiiiiie et e e e e 18
Figure 6 Acceptable insulation deformation for the solder iron test ... 19
Figure 7 Unacceptable insulation deformation for the solder iron test............ooocviiiiiii e 19
Table 1A LO7= o] [ 7] o = SRR 8
Table 1B L07= o] [ 1] = SRR 8
Table 2 General SPECIfICALIONS ... it e e e e e e e e e e e e e s e e e e e e e e e e e e aa e aeeeae e e e nrnreees 9
Table 3 10701310 [8 o3 (o] £ J T T T T TSP O TSPV PSPRPRTI 10
Table 4 Outside cable diameter and wall thiCkNess...........c.coiiiiiiiii s 11
Table 5 WiINAING tESt CONAILIONS ...ttt sttt e e e e e e bt e e e s nneeens 11
Table 6 Mechanical properties and temperature and humidity cycling, test conditions..............ccccocovieiiiienne 12
Table 7 L[0T Te I eTo]q ] o T=1 1] o114 2 USRI PR 15
Documents

Document Sharing Hub

Full document details: SAE J1127_202012


http://avadocuments2026.com/doc/sae-j1127-202012
http://avadocuments2026.com/doc/sae-j1127-202012

SAE INTERNATIONAL J1127™ DEC2020 Page 4 of 22

1. SCOPE

This SAE Standard covers low voltage battery cable intended for use at a nominal system voltage of 60 VDC (25 VAC) or
less in surface vehicle electrical systems. The tests are intended to qualify cables for normal applications with limited
exposure to fluids and physical abuse.

2. REFERENCES

2.1 Applicable Documents

The following publications form a part of this specification to the extent specified herein. Unless otherwise indicated, the
latest issue of SAE publications shall apply.

2.1.1  SAE Publications

Available from SAE International, 400 Commonwealth Drive, Warrendale, PA 15096-0001, Tel: 877-606-7323 (inside USA
and Canada) or +1 724-776-4970 (outside USA), www.sae.org.

SAE EA-1128 Wire Color Charts
SAE J311 Fluid for Passenger Car Type Automatic Transmissions
2.1.2 ASTM Publications

Available from ASTM International, 100 Barr Harbor Drive, P.O. Box C700, West Conshohocken, PA 19428-2959,
Tel: 610-832-9585, www.astm.org.

ASTM B33 Standard Specification for Tinned Soft or Annealed Copper Wire

ASTM B263 Method for Determination of Cross-Sectional Area of Standard Conductors
ASTM B298 Standard Specification for Silver-Coated Soft or Annealed Copper Wire
ASTM B354 Definitions of Terms Relating to Uninsulated Metallic Electrical Conductors
ASTM B355 Standard Specification for Nickel-Coated Soft or Annealed Copper Wire

ASTM D412 Standard Test Methods for Vulcanized Rubber and Thermoplastic Rubbers and Thermoplastic
Elastomers - Tension

ASTM D471 Standard Test Method for Rubber Property - Effect of Liquids

ASTM D573 Standard Test Method for Rubber - Deterioration in an Air Oven

ASTM D833 Standard Terminology Relating to Plastics

ASTM D5374 Standard Test Methods for Forced-Convection Laboratory Ovens for Evaluation of Electrical Insulation
ASTM D5423 Standard Specification for Forced-Convection Laboratory Ovens for Evaluation of Electrical Insulation
2.1.3 |EC Publications

Available from I|IEC Central Office, 3, rue de Varembe, P.O. Box 131, CH-1211 Geneva 20, Switzerland,
Tel: +41 22 919 02 11, www.iec.ch.

IEC 60811-2-1  Common Test Methods for Insulating and Sheathing Materials of Electrical Cables - Part 2: Methods
Specific to Elastomeric Compounds - Section 1: Ozone Resistance Test - Hot Set Test - Mineral Oil

Immersion Test Documents
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2.2 Related Publications

The following publications are provided for information purposes only and are not a required part of this SAE Technical
Report.

2.2.1 SAE Publications

Available from SAE International, 400 Commonwealth Drive, Warrendale, PA 15096-0001, Tel: 877-606-7323 (inside USA
and Canada) or +1 724-776-4970 (outside USA), www.sae.org.

SAE J156 Fusible Links

SAE J1128 Low Voltage Primary Cable

SAE J1654 Unshielded High Voltage Primary Cable

SAE J1673 High Voltage Automotive Wiring Assembly Design

SAE J1678 Low Voltage Ultra-Thin Wall Primary Cable

SAE J2183 60 V and 600 V Single-Core Cables

SAE J2501 Round, Screened and Unscreened, 60 V and 600 V Multi-Core Sheathed Cables
SAE J2840 High Voltage Shielded and Jacketed Cable

2.2.2 ASTM Publications

Available from ASTM International, 100 Barr Harbor Drive, P.O. Box C700, West Conshohocken, PA 19428-2959,
Tel: 610-832-9585, www.astm.org.

ASTM B1 Standard Specification for Hard-Drawn Copper Wire
ASTM B3 Standard Specification for Soft or Annealed Copper Wire
ASTM B8 Concentric-Lay-Stranded Copper conductors, Hard, Medium-Hard, or Soft

ASTM B787 19 Wire Combination Unilay-Stranded Copper Conductors for Subsequent Insulation
2.2.3 ISO Publications

Copies of these documents are available online at http://webstore.ansi.org/.

ISO 19642 Road Vehicles - Automotive Cables - Parts 1, 2, and 3
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3. DEFINITIONS

3.1 BATTERY CABLE

An insulated large (6 gauge to 250 MCM) conductor cable designed for high power or current applications.

Examples include connections between battery, starter, power, and ground circuits. Additional applications includes
connections to the UBEC (underhood bussed electrical center) or PDC (power distribution center). The cable is not limited
to these applications and may be used wherever high power or current is needed.

3.2 COATED WIRE

Wire comprised of a given metal covered with a relatively thin application of a different metal. (ASTM B354)

3.3 CABLE

See 3.1 or 3.15.

3.4 CABLE FAMILY

A group with multiple conductor sizes having the same conductor strand coating, insulation formulation, and wall thickness
type.

3.5 CIRCULAR MIL

A circular mil is a unit of area equal to the area of a circle with a diameter of one mil (one thousandth of an inch).

3.6 CONDUCTOR

A wire or combination of wires not insulated from one another, suitable for carrying an electrical current. (ASTM B354)
3.7 CONDUCTOR SIZE

See 3.17.

3.8 CORE

One of the components in an assembly. A component may be an uninsulated conductor, an insulated conductor, a twisted
pair, a shielded assembly, a coaxial cable, or any finished cable.

3.9 FLUID COMPATIBILITY
The ability of a cable to resist the effects of various fluids found in surface vehicles.
3.10 LOW VOLTAGE (LOW TENSION)
Usually considered to be <60 VDC (25 VAC).
3.11 MCM
One thousand circular mils.
3.12 MINIMUM WALL (THICKNESS)
The lowest allowable insulation thickness at any point.
3.13 NOMINAL
Documents

A suitable approximate value used to designate or identify a component. Document Sharing Hub
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3.14 PLASTICS

A material that contains as an essential ingredient one or more organic polymeric substances of large molecular weight, is
solid in its finished state, and, at some stage in its manufacture or processing into finished articles, can be shaped by flow.
(ASTM D833)

3.15 PRIMARY CABLE

An insulated small conductor (24 to 8 gauge), used for signal, low current, or power applications.

Examples include standard wiring harness applications such as body, instrument panel, engine, front end modules, and
doors. The cable is not limited to these applications and may be used wherever signal, low current, or power circuits are
required.

3.16 RESISTANCE TO OZONE

The ability of a material to withstand the deteriorating effect of ozone (surface cracking). (Dictionary of Materials and Testing)

3.17 SAE CONDUCTOR SIZE

A system that indicates the cross sectional area of the conductor. The metric SAE conductor size is the approximate area
of the conductor.

3.18 SEPARATOR

A thin layer used as a barrier to prevent mutually detrimental effects between different components of a cable such as
between the conductor and insulation or between the insulation and the sheath. (IEC, Electricity, Electronics, and
Telecommunications, Multilingual Dictionary)

3.19 STRIP FORCE

The peak axial force required to overcome the adhesion between the conductor and the insulation.

3.20 STRAND

See 3.24.

3.21 TEMPERATURE CLASS RATING

A class designation based on the retention of mechanical properties (tensile and elongation) after 168 hours of heat aging
at 30 °C above the temperature class rating.

3.22 THERMOPLASTIC

A plastic capable of being softened by heating and hardened by cooling through a temperature range characteristic of the
plastic and, in the softened state, capable of being repeatedly shaped by flow into articles by molding, extrusion, or forming.
(IEC, Electricity, Electronics, and Telecommunications, Multilingual Dictionary)

3.23 THERMOSET

A plastic which, when cured by heat or other means, changes into a substantially infusible and insoluble product.

NOTE: Thermosets are often called thermosetting before curing and thermoset after cure. (IEC, Electricity, Electronics, and
Telecommunications, Multilingual Dictionary)

3.24 WIRE (STRAND)

A rod or filament of drawn or rolled metal whose length is great in comparison with the major axismcmmtﬁ
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