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RATIONALE
J1133 has been reaffirmed to comply with the SAE five-year review policy.
1. SCOPE

This document provides design guidelines, test procedure references, and performance requirements for stop arm lamp
devices on school bus vehicles which are used to alert traffic to stop when passengers are loading and unloading

2. REFERENCES
2.1 Applicable Documents

The following publications form a part of this specification to the extent specified herein. Unless otherwise indicated, the
latest issue of SAE publications shall apply.

Federal, State, and/or local regulations supersede this Recommended Practice, and should be consulted during the
development and use of products described in this Recommended Practice.

2.1.1 SAE Publications

Available from SAE International, 400 Commonwealth Drive, Warrendale, PA 15096-0001, Tel: 877-606-7323 (inside USA
and Canada) or 724-776-4970 (outside USA), www.sae.org.

SAE J576 Plastic Material or Materials for Use in Optical Parts Such as Lenses and Reflex Reflectors of Motor Vehicle
Lighting Devices

SAE J578 Color Specification

SAE J759 Lighting Identification Code

SAE J1330 Photometry Laboratory Accuracy Guidelines
SAE J1889 L.E.D. Signal and Marking Lighting Devices

SAE J2139 Tests for Signal and Marking Devices Used on Vehicles 2032 mm or More in Overall Width

SAE Technical Standards Board Rules provide that: “This report is published by SAE to advance the state of technical and engineering sciences. The use of this report is entirely
voluntary, and its applicability and suitability for any particular use, including any patent infringement arising therefrom, is the sole responsibility of the user.”

SAE reviews each technical report at least every five years at which time it may be revised, reaffirmed, stabilized, or cancelled. SAE invites your written comments and
suggestions.

Copyright © 2015 SAE International

All rights reserved. No part of this publication may be reproduced, stored in a retrieval system or transmitted, in any form or by any means, electronic, mechanical, photocopying,
recording, or otherwise, without the prior written permission of SAE. ™
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2.2 Related Publications

The following publications are provided for information purposes only and are not a required part of this SAE Technical
Report.

2.2.1 SAE Publications

Available from SAE International, 400 Commonwealth Drive, Warrendale, PA 15096-0001, Tel: 877-606-7323 (inside USA
and Canada) or 724-776-4970 (outside USA), www.sae.org.

SAE J387 Terminology - Motor Vehicle Lighting
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2.2.2 Federal Publications

Available from the Superintendent of Documents, U.S. Government Printing Office, Mail Stop: SSOP, Washington DC
20402-9320.

CFR Title 49 Part 571.131  School Bus Pedestrian Safety Devices (FMVSS 131)
http://www.gpoaccess.gov/cfr/index/html.

2.2.3 Canadian Federal Publications
Available from Transport Canada, Motor Vehicle Standards and Research Branch, Ottawa, Ontario K1A ON5.

CMVSS 131 School Bus Pedestrian Safety Devices

3. DEFINITIONS
3.1 SCHOOL BUS STOP ARM

A school bus stop arm is an auxiliary device used in accordance with FMVSS 131 and CMVSS 131 to signal a school bus
has stopped to load or unload passengers.

3.2 SCHOOL BUS STOP ARM LAMP

A flashing optical warning device attached to a school bus stop arm which projects light horizontally from 20 degrees left to
20 degrees right and vertically from 10 degrees up to 10 degrees down. The flashes of light may be a repetitive signal or a
non-repetitive signal. If a non-repetitive signal is used it shall be a block of repetitive signals that have been characterized.
3.3 LIGHT SOURCE

Any single, independently mounted, light-emitting component in the lighting system. A light source may consist of a single
optical element or a fixed array of any number of optical elements whose geometric positioning relative to each other is
fixed by the manufacturer of the light source and not intended to be modified. To be considered a single source the elements
must be adjacent, and operate simultaneously in all modes if the light source is vehicle operator adjustable.

3.4 OPTICAL ELEMENT

Any discrete light emitter such as, but not limited to, an incandescent filament, HID or individual light emitting diode (L.E.D.).
3.5 LIGHT PULSE

A single, visually continuous emission of optical energy. High frequency modulation is permitted.

3.6 FLASH

A light pulse or a train of light pulses, where a dark interval of at least 160 ms separates the light pulse or the last pulse of
the train of light pulses from the next pulse or the first pulse of the next train of light pulses. To be considered a train of light
pulses, each pulse in the train must begin within 100 ms after the end of the preceding light pulse. Dark interval luminous
intensity shall not exceed 2% of the maximum luminous intensity of a flash.

3.7 OPTICAL POWER

The integration of the luminous intensity of the flashing light source for a time of 60 s (Jldt). Units are
candela-seconds/minute.
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