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Air Cleaner Elements 

1. Scope~-0ver the past several years many differently sized dry-type air cleaner elements have been 
manufactured to service the numerous makes and models of United States domestic passenger cars and light 
trucks. This has led to inventory and stock control inefficiencies that affect the motoring public, the automobile 
manufacturers, and the air cleaner producers. Currently, there are hundreds of different air cleaner elements 
required to service these vehicles. 

The SAE Air Cleaner Test Code Subcommittee, recognizing the need for standardization of air cleaners has 
compiled a list of the 25 most used round type and the most used panel type elements. Automotive engineers 
responsible for the design of engine air induction systems on new applications are encouraged to select a dry- 
type air cleaner element from these lists. It is expected that by adhering to this recommendation that the 
currently most popular elements will be chosen for new applications to eliminate further proliferation. 

A periodic review will be made by the Air Cleaner Test Code Subcommittee to revise this listing, based on 
changes in sales volume rating for these and other models used on United States domestic production 
vehicles. 

Underhood space limitations, available air cleaner housings and engine induction air requirements dictate the 
choice of the proper element to the automotive engineer. After these general parameters are established refer 
to one of the tables. 

2. References There are no referenced publications specified herein. 

3. Selection Procedur~The air cleaner elements have been arranged in order of descending sales volume 
popularity in the following listings. The table includes the information on nominal height, inside diameter and 
outside diameter for the round elements and the nominal length, width, and height for the panel elements. The 
exact dimensions, tolerances, seal configurations, general construction and filtration characteristics 
information on these elements may be obtained from the air cleaner manufacturers. 

1. By referring to either listing, choose an appropriate size element for the application. 
2. If more than one element appears to fulfill the requirements, then choose the most popular. 
3. Get all necessary information and assistance to complete the necessary design details by contacting 

the air cleaner element manufacturers. 

NOTE—The higher popularity ratings are based on physical dimensions and should take precedence only 
after it has been determined that the construction, materials, and functional characteristics satisfy the 
performance requirements. 

SAE Technical Standards Board Rules provide that: "This report is published by SAE to advance the state of technical and engineering sciences. The use of this report is entirely 
voluntary, and its applicability and suitability for any particular use, including any patent infringement arising therefrom, is the sole responsibility of the user." 

SAE reviews each technical report at least every five years at which time it may be reaffirtned, revised, or cancelled. SAE invites your written comments and suggestions. 

QUESTIONS REGARDING THIS DOCUMENT: (724) 772-8512 FAX: (724) 776-0243 
TO PLACE A DOCUMENT ORDER: (724) 776-4970 FAX: (724) 776-0790 
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AIR CLEANER ELEMENTS - ROUND TYPE 
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FIGURE 1-AIR CLEANER ELEMENTS-ROUND TYPE 
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