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Motorcycle Stop Lamp Switch

RATIONALE

This document has been reviewed by the Motorcycle Technical Steering Committee and deemed to be current with no
need for immediate revision.

1. SCOPE

This SAE Recommended Practice defines the test conditions, procedures, and performance specifications for 6- and 12-v
stop lamp switches intended for use on motorcycles.

1.1 Purpose
The functional lifespan of a motorcycle stop lamp switch may be affected by specific in-service conditions imposed on it.

To the extent practicable, those conditions should be replicated during the testing described in this document to ensure
the adequate functioning of the device.
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2. REFERENCES
2.1 Applicable Publications

The following publications form a part of this specification to the extent specified herein. Unless otherwise specified, the
latest issue of SAE publications shall apply.

2.1.1 SAE Publications

Available from SAE International, 400 Commonwealth Drive, Warrendale, PA 15096-0001, Tel: 877-606-7323 (inside USA
and Canada) or 724-776-4970 (outside USA), www.sae.org.

SAE J575 Test Methods and Equipment for Lighting Devices and Components for Use on Vehicles Less than
2032 mm in Overall Width

3. DEFINITIONS

3.1 Motorcycle Stop Lamp Switch

A motorcycle stop lamp switch is an operator activated device intended primarily to control the functioning of the stop
lamp circuits. Secondarily, the device may control the functioning of various accessories, such as disengaging cruise
control, with operator activation of the brake control.

3.2 Design Load

As used in this document, design load shall be defined as the electrical load specified by the number and type of bulbs (or
other electrical load devices) to be operated by each circuit of the switch.

4. TEST PARAMETERS

4.1 Test Conditions

4.1.1 The voltage drop from the input terminal(s) to the corresponding output terminal(s) shall be measured at the
design load and specified test voltage. If wiring is an integral part of the switch, the voltage drop measurement

shall be made including 75 mm + 6 mm of wire on each side of the switch terminals.

4.1.2 The manufacturer’'s specified wiring and connections shall be used. Terminals shall be changed periodically to
assure terminal wear does not affect test results.

4.1.3 The resistance at the switch terminals with the switch open shall be the circuit resistance specified by the
motorcycle manufacturer for the model for which the switch is intended.

4.1.4 Test Temperature

Unless otherwise specified tests shall be performed at an ambient temperature of 24 °C + 6 °C (75 °F + 10 °F).

Documents

Document Sharing Hub

Full document details: SAE J1167_201401


http://www.sae.org/
http://www.avadocuments.com/doc/sae-j1167-201401
http://www.avadocuments.com/doc/sae-j1167-201401

