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Foreword—This Reaffirmed Document has been changed only to reflect the new SAE Technical Standards Board
Format.

1. Scope—This SAE Recommended Practice establishes the instrumentation and procedure to be used in
measuring the bystander sound level of engine powered equipment under 15 kW (20 bhp) typical of their
normal operation. Itis intended to include equipment such as lawn mowers, snow blowers, and tillers. Itis not
intended to include equipment designed primarily for operation on highways or within factories and buildings,
or vehicles such as motorcycles, snowmobiles, and pleasure motorboats that are covered by other SAE
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This procedure does not cover chain saws.

This SAE Recommended Practice may also be used when measuring the bystander sound level on similar
equipment powered by electricity or other power sources.

2. References

2.1 Applicable Publications—The following publications form a part of the specification to the extent specified
herein.

2.1.1  ANSI PusBLIcATIONS—Available from ANSI, 11 West 42nd Street, New York, NY 10036-8002.
ANSI $1.1-1960—Acoustical Terminology
ANSI $1.4-1971—Specification for Sound Level Meters
ANSI $1.13-1971—Methods of Measurement of Sound Pressure Levels
2.1.2 ASTM PuBLIcATION—AVvailable from ASTM, 100 Barr Harbor Drive, West Conshohocken, PA 19428-2959.
ASTM C423-66—Method of Test for Sound Absorption of Acoustical Materials in Reverberation Rooms

3. Instrumentation—The following instrumentation shall be used for the measurement required:

3.1 A precision sound level meter which meets the Type 1 requirements of American National Standard,
Specification for Sound Level Meters, $1.4-1971.
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