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Standard Oil Filter Test Oil

RATIONALE
J1260 has been reaffirmed to comply with the SAE five-year review policy.
1. SCOPE
This SAE Standard defines the requirements for an oil to be used in the SAE HS 806 Qil Filter Test Procedures.
2. REFERENCES
2.1 Applicable Publications

The following publications form a part of the specification to the extent specified herein. Unless otherwise indicated the
latest revision of SAE publications shall apply.

2.1.1 SAE Publications

Available from SAE, 400 Commonwealth Drive, Warrendale, PA 15096-0001, Tel: 877-606-7323 (inside USA and
Canada) or 724-776-4970 (outside USA), www.sae.org.

SAE J183 Engine Oil Performance and Engine Service Classification (Other than "Energy Conserving")
SAE HS 806  Oil Filter Test Procedure
2.1.2 ASTM Publications

Available from the American Society for Metals, 9639 Kinsman Road, Materials Park, OH 44073-0002, Tel:
440-338-5151, www.asminternational.org.

ASTM D 92 Test Method for Flash and Fire Points by Cleveland Open Cup Tester
ASTM D 97 Test Methods for Pour Point of Petroleum Oils

ASTM D 445  Test Method for Kinematic Viscosity of Transparent and Opaque Liquids (and the Calculation of Dynamic
Viscosity)

ASTM D 874  Test Method for Sulfated Ash from Lubricating Oils and Additives

ASTM D 892  Test Method for Foaming Characteristics of Lubricating Oils

SAE Technical Standards Board Rules provide that: “This report is published by SAE to advance the state of technical and engineering sciences. The use of this report is entirely
voluntary, and its applicability and suitability for any particular use, including any patent infringement arising therefrom, is the sole responsibility of the user.”

SAE reviews each technical report at least every five years at which time it may be revised, reaffirmed, stabilized, or cancelled. SAE invites your written comments and
suggestions.
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ASTM D 1298 Test Method for Density, Relative Density (Specific Gravity), or APl Gravity of Crude Petroleum and
Liquid Petroleum Products by Hydrometer Method

ASTM D 1500 Test Method for ASTM Color of Petroleum Products (ASTM Color Scale)
ASTM D 2270 Standard Practice for Calculating Viscosity Index from Kinematic Viscosity at 40 and 100 °C
ASTM D 2273 Test Method for Trace Sediment in Lubricating Oils

ASTM D 4951 Test Method for Determination of Additive Elements in Lubricating Oils by Inductively Coupled Plasma
Atomic Emission Spectrometry

ASTM D 5185 Test Method for Determination of Additive Elements, Wear Metals, and Contaminants in Used Lubricating

Oils and Determination of Selected Elements in Base Oils by Inductively Coupled Plasma Atomic
Emission Spectrometry (ICP-AES)

3. PROPERTY REQUIREMENTS
The filter test oil shall be formulated from solvent refined petroleum stocks and blended with additives required to meet
the specifications shown in Table 1. It shall not contain any viscosity index improver. Figure 1 shows the typical

temperature versus viscosity range of the SAE J1260.

The filter test oil shall also contain additives used in motor oil formulations. This oil is strictly an oil filter reference test
fluid; it is not intended to meet the current SAE J183 engine service classification requirements.
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FIGURE 1 - VISCOSITY VERSUS TEMPERATURE RANGE FOR SAE J1260 (RFO-3-93)
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