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Operator Sound Pressure Level Exposure Measurement Procedure 
for Powered Recreational Craft 

RATIONALE 

Review this standard and compare with changes to the ISO standard 14509-1, where the standard craft definitions 
originated. The table in 6.1 was updated to reflect the latest version of ISO 14509-1. 

SAE J1281 has been reaffirmed to comply with the SAE Five-Year Review policy. 

1. SCOPE 

This SAE Standard establishes the procedure for determining the operator duty cycle sound pressure level Lodc to which 
operators of powered recreational craft up to 24 m in length are exposed during typical operation as determined by marine 
engine duty cycle studies.  This document describes the instrumentation, the required calibration procedures, the test site, 
the specifications for “standard craft”, the craft operating conditions, microphone positioning, test procedure, engine speeds 
for each of the Duty Cycle modes and the formula and table for calculating the Duty Cycle operator ear sound pressure 
level. 

This document is subject to change to keep pace with technical advances as well as other international standards and 
practices. 

Changes in this Revision:  The sound pressure level measurements performed while applying this document are based on 
the Five-Mode Marine Engine Duty Cycle instead of a single engine speed.  A calculation is required to obtain the Duty 
Cycle operator ear sound pressure level (Lodc).  Provisions for type testing are provided along with specifications for Standard 
Craft. 
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2. REFERENCES 

2.1 Applicable Documents 

The following publications form a part of this specification to the extent specified herein. Unless otherwise indicated, the 
latest issue of SAE publications shall apply. 

2.1.1 IEC Publications 

Available from IEC Central Office, 3, rue de Varembe, P.O. Box 131, CH-1211 Geneva 20, Switzerland, Tel: +41 22 919 02 
11, www.iec.ch. 

IEC 61672-1 Electroacoustics - Sound Level Meters - Part 1 Specifications 

IEC 61672-2 Electroacoustics - Sound Level Meters - Part 2 Pattern Evaluation Tests 

IEC 60942 Electroacoustics - Sound Calibrators 

2.1.2 ISO Publications 

Copies of these documents are available online at http://webstore.ansi.org/ 

ISO 8178-4 Reciprocating internal combustion engines - Exhaust emission measurement - Part 4: Steady-state test 
cycles for different engine applications 

ISO 8665 Small craft - Marine propulsion reciprocating internal combustion engines - Power measurements and 
declarations 

ISO 8666 Small craft - Principal data 

2.1.3 ANSI Publications 

Copies of these documents are available online at http://webstore.ansi.org/ 

ANSI S1.4 Specification for Sound Level Meters 

2.2 Related Publications 

The following publications are provided for information purposes only and are not a required part of this SAE Technical 
Report. 

2.2.1 SAE Publications 

Available from SAE International, 400 Commonwealth Drive, Warrendale, PA 15096-0001, Tel: 877-606-7323 (inside USA 
and Canada) or +1 724-776-4970 (outside USA), www.sae.org.  

SAE J34 Exterior Sound Level Measurement Procedure for Pleasure Motorboats 

SAE J1970 Shoreline Sound Level Measurement Procedure for Recreational Motorboats 

SAE J2005 Stationary Sound Level Measurement Procedure for Recreational Motorboats 

SAE Technical Paper 901596 Duty Cycle for Recreational Marine Engines 
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2.2.2 ASA Publications 

Available from Acoustical Society of America, http://asa.aip.org, or from ANSI, 25 West 43rd Street, New York, NY 
10036-8002, Tel: 212-642-4900, www.ansi.org. 

ANSI S1.1 Acoustical Terminology 

ANSI S1.13 Measurement of Sound Pressure Levels in Air 

2.2.3 ICOMIA Publications 

Available from International Council of Marine Industry Associations, Brigande Pironlaan 132, B-1080 Brussels, Belgium, 
www.icomia.com. 

IMEC 17 F/05 Standard Boat Concept Sound Level Test Report 

3. INSTRUMENTATION 

3.1 The instrumentation system, including microphones and cables shall be used according to the manufacturer’s 
specifications and shall meet the requirements for a Type 1 instrument as specified by ANSI Standard S1.4 and/or 
IEC 61672-1. 

3.2 A microphone wind screen that does not affect the overall reading by more than ±0.5 dBA 

3.3 A sound level calibrator as specified by IEC 60942. 

3.4 A wind speed anemometer  

3.5 An engine speed tachometer which is accurate to within ~50 rpm. 

4. INSTRUMENTATION CALIBRATION 

4.1 The overall acoustic performance of the instrumentation shall be checked according to the instructions of the 
manufacturer with a sound level calibrator at the beginning and at the end of each series of measurements and not 
less than the beginning and end of each measurement day. 

4.2 At time intervals no longer than 2 years the sound level meter shall undergo laboratory verification for compliance 
with ANSI S1.4 and/or IEC 61672-1.  The date of the last verification of compliance with the relevant standard shall 
be recorded. 

4.3 The calibrator used for calibration of the sound level meter shall undergo laboratory verification with traceability to a 
primary standards laboratory every year. 

5. TEST SITE 

Measurements shall be performed on a flat, calm body of water, in the absence of precipitation, large enough to allow full 
speed runs. The background sound pressure level with the engine not operating (including wind effects) shall be at least 
10 dB lower than the measured level of the craft being tested. 
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