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1. Scope—This SAE Standard defines the requirements for a plug and receptacle used in an auxiliary starting
system. The connector facilitates the application of supplemental electrical power for starting or charging a
machine from another machine or suitable external source.

This system provides: proper polarity during connector mating, secure electrical connections, and standard
circuit color coding.

1.1 Purpose—This document establishes the connector interface dimensions and performance requirements for
the electrical plug and receptacle system and its component parts.

2. References

2.1 Applicable Publication—The following publication forms a part of this specification to the extent specified
herein. Unless otherwise indicated, the latest issue of SAE publications shall apply.

2.1.1  SAE PUBLICATION—Available from SAE, 400 Commonwealth Drive, Warrendale, PA 15096-0001.
SAE J561—Electrical Terminals—Eyelet and Spade Type

2.2 RBRelated Publication—The following publication is provided for information purposes only and is not a
required part of this document.

2.2.1 SAE PuBLICATION—Available from SAE, 400 Commonwealth Drive, Warrendale, PA 15096-0001.
SAE J1127—Battery Cable

3. General Requirements

3.1 The receptacle assembly shall contain two pin contacts as shown in Figures 1 and 2.

3.2 The plug assembly shall contain two socket contacts as shown in Figures 3 and 4.

3.3 Two typical plug assembly configurations are shown in Figures 3 and 4.
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FIGURE 1—RECEPTACLE ASSEMBLY—90 DEGREES
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