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1. Scope—This SAE Information Report is the listing of recommendations for the proper packaging, storage, and
shelf life limitations of new and unused hydraulic brake hose assemblies. The document embodies the testing,
analysis, and experience of many users and manufacturers. Where specific manufacturer's recommendations
are made, those recommendations shall supersede the recommendations of this document.

This document describes the successful procedures and practices associated with brake hose assemblies
usage by a wide cross section of manufacturers and users over several years. The practices are expected to
be applicable to all brake hose assemblies which qualify under SAE J1401.

1.1 Purpose—Hydraulic brake hose assemblies have a finite life. The purpose of this document is to provide
useful guidelines for handling brake hose assemblies after manufacture and prior to installation onto a vehicle.

Another purpose relates to the performance requirements of SAE J1401 which apply to new and unused brake
hose assemblies. Hose assemblies in storage for any length of time could be considered new and unused,
and therefore expected to meet the requirements of SAE J1401 and FMVSS 106. Hostile storage conditions
could preclude meeting those requirements.

1.2 Rationale—This document has been reaffirmed to comply with the SAE 5-Year Review policy.

2. References

2.1 Applicable Publications—The following publications form a part of the specification to the extent specified
herein. Unless otherwise indicated the latest revision of SAE publications shall apply.

2.1.1  SAE PUBLICATION—Available from SAE, 400 Commonwealth Drive, Warrendale, PA 15096-0001.

SAE J1401—Road Vehicle—Hydraulic Brake Hose Assemblies for Use with Non-Petroleum Base
Hydraulic Fluids

2.1.2 FEDERAL AND MILITARY PUBLICATION—U. S. Government, DOD SSP, Subscription Service Division, Building
4D, 700 Robbins Avenue, Philadelphia, PA 19111-5094

FMVSS 106
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