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Foreword—This Document has also changed to comply with the new SAE Technical Standards Board format.

1. Scope—The scope of this SAE Information Report is to acquaint and inform those concerned with cold
weather operation of diesel-powered machines and vehicles with the selection and application of electrically
powered starting aids currently available.

It deals specifically with the design, function, and application of line voltage electrically powered engine
preheaters and battery warmers.

2. References

2.1 Applicable Publication—The following publication forms a part of this specification to the extent specified
herein. The latest issue of SAE publications shall apply.

2.1.1 SAE PuBLicATION—Available from SAE, 400 Commonwealth Drive, Warrendale, PA 15096-0001.
SAE J226—Engine Preheaters
3. General—Diesel engine starting becomes progressively more difficult as the ambient temperature drops
below 4 °C. To achieve successful engine starting, the engine combustion chamber temperatures must be
sufficient to ensure that the air/fuel mix will ignite under full compression. However, low ambient temperatures
affect combustion chamber temperatures for the following reasons:
a. The cylinder wall temperatures are low due to low coolant and block temperatures.

b. The air temperature entering the combustion chamber is at ambient temperature.

c. The cranking speed at low temperature is at a lower rpm because of the greater lube viscosity and
decreased battery efficiency.

d. The fuel temperature reduced by low-ambient temperature will reduce combustion chamber
temperatures.

Electric engine preheaters and battery warmers are one way of assisting in obtaining consistent successful
starts under cold ambient starting conditions, assuming a source of electric power is readily available.

Documents

Document Sharing Hub

Full document details: SAE J1310_201112


http://www.avadocuments.com/doc/sae-j1310-201112
http://www.avadocuments.com/doc/sae-j1310-201112

SAE J1310 Stabilized DEC2011 Page 2 of 14

These cold weather aids are designed for permanent installation and are intended to be utilized during normal
engine shutdown periods. Engine preheaters heat the engine block by way of raising coolant temperatures
and by heating lube oil.

Ideally, engine preheaters should be sized so that they will produce engine temperatures allowing for
consistent starting when energized for several hours from a cold-soak condition. Under certain conditions of
limited wattage and severe cold conditions, the use of ether in conjunction with preheaters and battery
warmers may also be required to achieve starting. An important benefit from the correct application and use of
preheaters is a reduction in strain and wear caused to electric starting systems and key engine components.

The engine coolant preheaters should provide successful engine starting at temperatures in the -32 °C range.
At lower ambient temperatures, other preheaters will be required in conjunction with coolant heaters.

The engine preheaters can take several forms depending upon the engine application. The heater design
depends on engine size and configuration and will generally fall into one of the following categories:

a. Coolantimmersion type
b. Oilimmersion type
c. External tank coolant type

4. Heater Design and Construction—Electric engine preheaters have three basic components:

a. Heating element
b. Heater casing or adaptor
c. Power supply conductor

4.1 Heating Element—Consists of:
4.1.1 Tubular metallic sheath of steel, copper, stainless steel, or nickel alloy.

4.1.2 Resistance wire helix and terminal pin assembly, a specific length and gage of nickel chromium resistance
wire, equipped with heavy gage wire, stainless steel, or plated steel terminal pins welded to the helix.

4.1.3 Suspending medium, magnesium oxide powder, possessing high dielectric strength, high temperature
stability, and heat conductivity.

The heating element is generally assembled in the following manner:

The resistance wire helix and terminal pin assembly of a predetermined resistance value is suspended
centrally inside a specific length of tube. A controlled flow of magnesium oxide powder is allowed to fill the
remaining cavity to physically support and electrically insulate the helix. The assembly is then further
compacted by reducing its tubular sheath diameter through a swaging or roll mill operation. Annealing is
necessary to relieve work hardening stresses resulting from the previous operation. Bending and final
forming are performed after annealing.

4.2 Heater Casing or Adaptor—The heater casing or adaptor may take the form of a tank assembily, flange plate,
or threaded adaptor. The heating element is affixed to one of these forms accordingly.

4.3 Power Supply Conductor—The power supply conductor is usually a flexible grounding type electrical power

supply cord. The length and gage of conductor, male cap configuration, and conductor jacketing can vary with
the final application.
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5. Heater Types and Applications

5.1 Coolant Immersion Type—These units Figure 1 are designed to be inserted directly into the engine block
coolant chamber. |deally, the location of the heater insertion is at a point on the engine block that is low in the
cooling system, where there is unrestricted coolant available, and where external mounting is unobstructed.
The coolant circulates in the system by convection.

FIGURE 1—COOLANT IMMERSION HEATERS

These units incorporate a tubular heating element of the type previously described. The element may be
brazed or soldered to a threaded adaptor or plate which, in turn, may be assembled to a jacket plate or core
hole adaptor. In addition, some units have tubular elements brazed or soldered to specifically designed
bushings incorporating standard pipe thread sizes.

Coolant immersion heaters' dimensions and specifications are described in SAE J226.

Elements are kept to a minimum length with a recommended watt density of 15.5 Wicm? of element sheath
surface.

When elements exceed approximately 18 c¢cm in overall length, element failure may occur due to engine
vibration-induced metal fatigue at point of solder.

When watt densities exceed the recommended maximum, aeration of the coolant and/or steam pockets may
occur. This may result in engine hot spots and premature heater failure. In addition, heaters displaying high
watt densities or heaters installed in restricted coolant areas may result in calcification of the element and in
poor circulation of heated coolant or premature element failure.

Coolant immersion heaters are available with heavy-duty three-wire grounded detachable power supply cord
sets, usually 1.5 mor 1.8 min length. They are also available with permanently attached cord sets.

When installing immersion engine preheaters, care must be taken to follow the manufacturer's installation
instructions.

Little, if any, maintenance is required other than periodic inspection for coolant leaks around gasketed area or
threaded fittings. Power supply cords should be inspected periodically for damage. Protective caps are
available to cover the recessed terminal area of the heater should the power supply cord be disconnected for
seasonal storage.
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Coolant immersion heaters are available in wattages ranging from 750 to 2000 W, 120 or 240 V.

Some manufacturers provide dual heater kits, complete with special "Y" configuration power supply cord sets.
Weather-proof flush-mounted male receptacle enclosures are also available for mounting on engine
enclosures.

5.2 Oil Immersion Type—These heaters (Figure 2) are used as supplements to coolant immersion heaters. They
are used to raise or maintain the temperature of oil in the sump in order to reduce crankshaft friction drag
(churning loss), and to prevent possible damage to crankshaft and connecting rod bearings as well as to
cylinder walls and/or pistons.

FIGURE 2—OIL IMMERSION HEATERS

The point of installation is in the lower portion of the oil pan through a tapered pipe thread opening. This
opening is either already provided or can be fabricated by welding or brazing on an adaptor provided by the
heater manufacturer.

The oil is a relatively poor conductor of heat. The entire volume of oil in the sump is heated by convection. The
recommended maximum watt densities range from 3 to 5 W/cm? of sheath surface, depending on sheath
material. Sheath materials include steel, plated steel, stainless steel, and aluminum. Consult the
manufacturer for recommendations.

The control thermostats are available, which are mounted in a manner similar to the heaters. These are placed
in close proximity to the heater and are usually used with high wattage units.

These heaters may also be controlled by thermostats, used in conjunction with coolant preheaters.

To prevent possible coking of the heater element operated in an ambient below 30 °C, recommended practice
is to energize the oil immersion heater immediately after engine shutdown while the lube oil is still warm.

Power supply cords are of three-wire grounded type and may be either detachable or permanently fixed to the
heater. Cords should be routed to minimize possible damage.

These heaters are available in 1/2, 3/4, or 1 in NPT sizes and wattage range from 150 to 600 at 120 or 240 V.
Metric size threads are also available.
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