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Foreword—This Reaffirmed Document has been changed only to reflect the new SAE Technical Standards Board
Format.

1. Scope—The following information applies to automotive camshaft drives, distributor drives, or other
underhood drives that may require synchronization. For other power transmission drives requiring
synchronization, refer to Specifications for Drives using Synchronous Belts (MXL, XL, L, H, XH, and XXH belt
sections) (IP 24/1978), published jointly by the Rubber Manufacturers Association (RMA), the Mechanical
Power Transmission Association (MPTA), and the Rubber Association of Canada (RAC).

2. References

2.1 Applicable Publications—The following publications form a part of this specification to the extent specified
herein. The latest issue of SAE publications shall apply.

2.1.1 SAE PusLicATION—Available from SAE, 400 Commonwealth Drive, Warrendale, PA 15096-0001.
SAE J1278—SI (Metric) Synchronous Belts and Pulleys
2.1.2 OTHER PUBLICATION

IP 24/1978—Published jointly by the Rubber Manufacturers Association (RMA), the Mechanical Power
Transmission Association (MPTA), and the Rubber Association of Canada (RAC)

3. Pulleys

3.1 Minimum Pulley Diameters—Minimum recommended pulley diameters are shown in Table 1.

TABLE 1—MINIMUM RECOMMENDED PULLEY DIAMETERS (MM)

Pulley Minimum Minimum Minimum
Section Pitch Grooves Pitch Diameter Outside Diameter
ST 9.525 10 30.32 29.56
SuU 12.700 14 56.60 55.23
STA 9.525 19 57.61 56.23
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