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Foreword—This Document has not changed other than to put it into the new SAE Technical Standards Board
Format.

1. Scope—This recommended practice applies to the rotating equipment in the electrical propulsion systems on
electrically propelled dumpers. It also applies to the rotating equipment installed on trailers connected to
electrically propelled dumpers. The recommended practice does not apply to rotating equipment such as
windshield wiper motors, battery charging generators, etc. that may be used on dumpers.

1.1 Purpose—This recommended practice establishes criteria for environmental service conditions, ratings, and
test methods of electrical propulsion rotating equipment.

2. References—There are no referenced publications specified herein.
3. Definitions

3.1 Characteristic Curve—Any curve describing the electrical and/or mechanical performance of the rotating
propulsion equipment.

3.2 Electrical Propulsion System—A system usually consisting of electric traction motors, a generator or
alternator, controls and excitation which provides tractive and retarding capability.

3.3 Full Power Regulation Curve of Main Generator—The full power output of the main generator maintained
constant by variation of its excitation. The external characteristic of the generator (terminal voltage as a
function of load current) therefore becomes approximately hyperbolic.

3.4 Guaranteed Rating—Rating such as voltage, current, speed or power, guaranteed by the rotating equipment
manufacturer.

3.5 Main Generator/Traction Generator—The rotating equipment which converts the mechanical power from the
engine or other power source to the electric power for the traction motors.

3.6 Routine Tests—Those tests carried out on all rotating equipment.

3.7 Traction Motors—Electric motors which are used for dumper propulsion and/or dynamic retarding.
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3.8 Type Tests—Those tests carried out on at least one machine of a new design or of a new supplier. This
machine shall be identical in all essential respects with those supplied on an order.

4. Service Conditions—Unless otherwise specified by the dumper manufacturer, the following operating
conditions are assumed:

a. Altitude—Height above sea level not exceeding 1200 m (4000 ft).
b. Temperature—Ambient temperature not exceeding 40 °C (104 °F).

Whenever this equipment is intended to operate where one or both of these limits will be exceeded, special
arrangements should be made by agreement between dumper manufacturer and supplier.

5.  Identification Plate and Marking of Rotating Equipment—All the rotating equipment covered by this
document shall carry an identification plate which may include the most important characteristics and shall
include the rotating equipment manufacturer's name, model designation, serial number, and year of
manufacture.

6. Ratings—General

6.1 Rating of a Machine—The rating of electrical rotating machinery is the combination of simultaneous values of
electrical and mechanical quantities assigned to the machine by the rotating equipment manufacturer. The
purpose of the rating is to enable the performance of the rotating equipment to be confirmed by test and to
serve as a basis both for an assessment of its suitability for the specified duty and for a comparison of other
rotating equipment.

6.2 Performance Rating—The rotating equipment manufacturer shall provide time-current ratings and
maintenance schedules for specified horsepower ratings to correspond to three classes of machine life. Life is
that time period resulting in 50% of the machines being in service with the original electrical insulation system.
It is to be understood, both by the dumper manufacturer and the rotating equipment manufacturer, that a
conscientious effort will be made to predict the insulation life of a given motor in a given application to serve as
a guideline for the dumper manufacturer. However, no warranties are expressed or implied by the rotating
equipment manufacturer when electing to specify one or more of these classifications. The three motor life
classes are:

Class | 15 000—20 000 engine hours
Class Il 20 000—25 000 engine hours
Class Il 25 000—35 000 engine hours

A normal maintenance schedule which shall include brush changes, commutator turning, cleaning, and other
operations deemed essential to rotating equipment life is expected.

6.3 Maximum Current Rating—The maximum current rating is that current which should not be exceeded in
service. For traction motors and main generators, it shall be clearly shown on the characteristic curves.

6.4 Rated Voltage of an Engine-Driven Main Generator—The rated voltage of the generator shall be specified
by the rotating equipment manufacturer and correspond to the higher of the two continuous ratings defined to
paragraph 7.2.

6.5 Rated Voltage of a Machine—The rated voltage shall be specified by the rotating equipment manufacturer
and correspond to the highest voltage required to achieve a guaranteed power rating.

6.6 The Maximum or Minimum Voltage of a Motor or Generator—The maximum or minimum voltage is the

highest or lowest voltage which the machine will be called upon to withstand in service with transient voltages
being excluded.
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