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Test Method for Measuring Performance of Engine Cooling Fans 

RATIONALE 

SAE J1339 is the result of a Five-Year Review and update of the specification. 

1. SCOPE 

This SAE Recommended Practice is intended for use in testing and evaluating the approximate performance of 
engine-driven cooling fans. This performance would include flow, pressure, and power. This flow and pressure information 
is used to estimate the engine cooling performance. This power consumption is used to estimate net engine power per 
SAE J1349. The procedure also provides a general description of equipment necessary to measure the approximate fan 
performance. 

The test conditions in the procedure generally will not match those of the installation for which cooling and fuel consumption 
information is desired. The performance of a given fan depends on the geometric details of the installation, including the 
shroud and its clearance. These details should be duplicated in the test setup if accurate performance measurement is 
expected. The performance at a given air density and speed also depends on the volumetric flow rate, or the pressure rise 
across the fan, since these two parameters are mutually dependent. These parameters depend on the pressure drop across 
the radiator core and the ram pressure due to vehicle motion. For these reasons, the test procedure should be recognized 
as providing only an approximate measure of installed fan performance. 

Although the test procedure is based on running the fan with a motoring dynamometer, the actual installation can be used 
as a test fixture if an accurate torque meter is available. In this case, the same qualifications discussed apply. 

For the effect of a fan clutch in reducing fan use and power consumption, which is not a part of this procedure, refer to 
SAE J1342. 

Performance testing of electric cooling fan assemblies is covered in SAE J2867. 

1.1 Purpose 

This document provides a recommended test procedure for measuring and comparing the performance of fans over a range 
of pressure and speeds. The resulting performance data are intended for predicting the cooling performance and fuel 
consumption of engines using these fans, and in comparing one fan versus another. 
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2. REFERENCES 

2.1 Applicable Documents 

The following publications form a part of this specification to the extent specified herein. Unless otherwise indicated, the 
latest issue of SAE publications shall apply. 

2.1.1 SAE Publications 

Available from SAE International, 400 Commonwealth Drive, Warrendale, PA 15096-0001, Tel: 877-606-7323 (inside USA 
and Canada) or +1 724-776-4970 (outside USA), www.sae.org. 

SAE J1342 Test Method for Determining Power Consumption of Cooling Fan Drive Systems 

SAE J1349 Engine Power Test Code - Spark Ignition and Compression Ignition - As Installed Net Power Rating 

SAE J2867 Laboratory Testing of Light-Duty Vehicle Electric Cooling Fan Assemblies for Airflow Performance 

2.1.2 ANSI Accredited Publications 

Copies of these documents are available online at https://webstore.ansi.org/. 

ANSI/AMCA Standard 210-16/ASHRAE Standard 51-16 Laboratory Methods of Testing Fans for Certified Aerodynamic 
Performance Rating 

3. TEST PROCEDURE 

3.1 Equipment and Facilities (see Figure 1) 

3.1.1 A calibrated motoring dynamometer or drive motor having speed and torque capacity to suit the intended fan 
characteristic measurement, a drive shaft and mounting provision for the fan or fan clutch (this can be bimetallic or 
electro viscous), and a calibrated torque meter. If a fan clutch is used, it should be locked up or “pinned” to guarantee 
no viscous slip so constant fan speed can be maintained throughout a test. 

3.1.2 Structure with minimum length, width, and height of 200% of the fan diameter to support a sharp-edge orifice (or 
another fan shroud), which includes a suitable plenum chamber. A calibrated flow measurement orifice or nozzle 
(one with experimentally determined coefficient kn) should be coupled to this structure. The plenum chamber should 
preferably contain perforated “settling” screens (also known as flow straighteners) to dissipate jets of air and provide 
uniform air movement. A separate belt drive using an auxiliary power source can facilitate power measurement. 

3.1.3 An auxiliary (boost) fan and/or shutters to vary the plenum pressure. 

3.1.4 A calibrated tachometer. 

3.1.5 Equipment necessary for measurement of air temperature, barometric pressure, the pressure across the flow 
measurement orifice, and the pressure inside the plenum chamber. For additional accuracy, ambient air humidity 
during the airflow test can be included in the data acquisition and calculations. Refer to ANSI/AMCA Standard 
210-16/ASHRAE Standard 51-16 for additional information. 
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Figure 1 - Fan performance test setup 

3.1.6 ANSI/AMCA Standard 210-16/ASHRAE Standard 51-16 provides guidance on preferred flow meter construction, 
instrument accuracy, and alternative airflow calculations. Although it is primarily for fans with integral housings, its 
guidelines are applicable for non-ducted fan performance and test apparatus. 

3.2 Test Conditions 

3.2.1 Sharp Edge Orifice Test Conditions 

This type of test is also known as a knife-edge or flat plate airflow test. This test is useful for generating general information 
on fan performance and providing a standard test condition to allow comparison to other fans. 

The fan is mounted within a sharp-edged orifice that is typically 20 to 50 mm larger than the fan diameter. The fan is mounted 
such that 50% of its projected width penetrates the orifice. 

The measured performance from sharp-edge orifice testing is generally not demonstrated in the application due to geometric 
differences.  

3.2.2 Engine-Mounted Fan Ring Conditions 

In some cases, an engine-mounted fan shroud is used, defined as a tight tip clearance contoured shroud mounted on an 
engine (see Figure 2). Because the fan and shroud are both mounted on the engine, they move together, precluding blade 
contact even at fan blade tip-to-shroud clearances that are much lower than possible with a traditional body-mounted fan 
shroud. Typical fan blade tip to engine-mounted shroud clearances would be in the range of 6 to 10 mm. As fan blade to 
shroud clearance is reduced, fan airflow and efficiency (flow versus input power) increase for a given fan rpm or fan power; 
therefore, noise is typically reduced. 

3.2.3 Application Specific Test Conditions 

This type of test is useful for generating application specific information on fan performance. 

The fan is mounted in the shroud intended for the application at the tip clearance and insertion planned for the application 
and/or with any components used in the application up to and including the complete application or vehicle. 
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