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Controls and Displays Committee has elected to CANCEL this document since it is no longer in regular use and no one
from C&D (or any other SAE committee) is willing to support/maintain these documents. Cancelled documents will still be
available for purchase from SAE. (per November 9th, 2009 Controls and Displays Meeting Minutes)

Foreword—This Document has not changed other than to put it into the new SAE Technical Standards Board
Format.

1. Scope—This SAE Recommended Practice covers the transmission output shaft mounted signal rotor and
sensor mounting hole used for electronic speed sensing on Class 6, 7, and 8 highway vehicles.

1.1 Purpose—To standardize the number of discontinuities sensed (such as teeth or slots) per revolution of the
transmission output shaft.

2. References

2.1 Applicable Publications—The following publications form a part of the specification to the extent specified
herein. Unless otherwise indicated the lastest revision of SAE publications shall apply.

2.1.1 SAE PusBLIcATIONS—Available from SAE, 400 Commonwealth Drive, Warrendale, PA 15096-0001.

SAE J514 APR80—Hydraulic Tube Fittings
SAE J515 JUN67—Hydraulic “O” Ring

3. Electronic Speed Sensing—A gear, stamping or milled disc with discontinuities that are sensed by a sensor,
usually a magnetic sensor consisting of a coil of wire - suitably terminated - wound around a cylindrical magnet
and encased in a metal housing, may be used as a vehicle speed signal source.

The vehicle speed signal may then be used to activate electronic speedometers, cruise controls, vehicle speed
limiting devices, and other components requiring vehicle speed information.

4. Transmission Signal Rotor—The signal rotor shall have 16 teeth or discontinuities, and shall turn at the
same speed as the transmission output shaft. The eccentricity of the sensed portion of the signal rotor shall
not exceed 0.25 mm total indicated runout. When magnetic sensors are used, the signal rotor, gear, disc, or
stamping in the transmission shall have teeth, slots, holes, and other discontinuities and shall be a low carbon,
low remanence ferrous or magnetic material, such as cast iron or steel. The discontinuities shall be at least 3
mm deep. It is desirable for the discontinuities and the metal separating them to be of approximately equal
size. The discontinuity size or rotor face width shall be no smaller than 3 mm wide.

SAE Technical Standards Board Rules provide that: “This report is published by SAE to advance the state of technical and engineering sciences. The use of this report is
entirely voluntary, and its applicability and suitability for any particular use, including any patent infringement arising therefrom, is the sole responsibility of the user.”

SAE reviews each technical report at least every five years at which time it may be reaffirmed, revised, or cancelled. SAE invites your written comments and suggestions.

Copyright © 2011 SAE International

All rights reserved. No part of this publication may be reproduced, stored in a retrieval system or transmitted, in any form or by any means, electronic, mechanical,

photocopying, recording, or otherwise, without the prior written permission of SAE.

TO PLACE A DOCUMENT ORDER:  Tel: 877-606-7323 (inside USA and Canada) SAE values your inpui. T ¢ provideé féedbac
Tel: ~ +1724-776-4970 (outside USA) on this Technical Repo:t, pleadevisihent Sharing|Hub

Fax: 724-776-0790 . .
Email: CustomerService@sae.org http://www.sae.org/technical/standards/J1377 201107

SAE WEB ADDRESS: http://www.sae.org
Full document details: SAE J1377_201107



http://www.sae.org/technical/standards/J1377_201107
http://www.avadocuments.com/doc/sae-j1377-201107
http://www.avadocuments.com/doc/sae-j1377-201107

SAE J1377 Cancelled JUL2011 Page 2 of 2

5. Sensor Mounting Hole—The hole for the magnetic sensor shall be a 3/4 in 16 UNF thread. The axis of the
hole shall be perpendicular to the sensed surface of the transmission gear, disc, or signal rotor, and shall be
positioned so as to center the sensor over the discontinuities being sensed. The external surface around the
speed sensor mounting hole shall be flat and smooth for a diameter sufficient to accommodate a locknut. The
requirement for sealing in transmission lubricant should be negotiated between the user and the transmission
and sensor suppliers. SAE Hydraulic Tube fitting O-ring seals are suggested. See SAE J514 and J515.
(Reference nominal tube size 1/2 in)
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