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1. Scope—The purpose of this SAE Recommended Practice is to establish minimum performance and user
information requirements for battery booster cable sets used with 6 OR 12-VOLT BATTERIES. Such sets
may be used to provide a temporary connection of a surface vehicle battery to another similar battery to
provide emergency power when required. This document DOES NOT ENDORSE NOR RECOMMEND the
potentially hazardous procedure of jump-starting a vehicle.

2. References

2.1 Applicable Publications—The following publications form a part of this specification to the extent specified
herein. Unless otherwise indicated, the latest issue of SAE publications shall apply.

2.1.1 SAE PusLicaTions—Available from SAE, 400 Commonwealth Drive, Warrendale, Pa 15096-0001.

SAE J1127—Battery Cable

SAE J1128—Low Tension Primary Cable

SAE J1654—High Voltage Primary Cable

SAE J1678—Ultra Thin Wall Primary Cable

SAE J2183—60V and 600 V Single Core Cables—Test Methods, Dimensions and Requirements

2.2 Related Publications—The following publications are provided for information purposes only and are not a
required part of this specification.

2.21 SAE PusLicaTions—Available from SAE, 400 Commonwealth Drive, Warrendale, PA 15096-0001.

SAE J156—Fusible Links

SAE J1067—Seven Conductor Jacketed Cable for Truck Trailer Connections

SAE J1292—Automobile, Truck, Truck-Tractor, Trailer, and Motor Coach Wiring

SAE J1673—High Voltage Automotive Wiring

SAEJ2501—Round, Unscreened, 60 V and 600 V Multicore Sheathed Cables—Basic and High
Performance Test Methods and Requirements

SAE Dictionary of Materials and Testing
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