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Foreword—This Document has not changed other than to put it into the new SAE Technical Standards Board
Format.

1. Scope—This SAE Recommended Practice defines a procedure for the construction and testing of glass to
metal lap shears for determining shear strength of sealant adhesives for automotive stationary glass bonding.
This procedure can also be used for fiber reinforced plastic (FRP) when used in place of metal.

2. References—There are no referenced publications specified herein.

3. Test Substrates

3.1 Substrates and Dimensions—The metal coupons shall be cut from automotive sheet metal into flat strips
25.4 x 102 mm (1.000 x 4.000 in) coupons at a nominal thickness of 0.8 mm (0.032 in).  The glass coupons
shall be cut from float glass or ceramic coated fleet glass into 25.4 x 102 mm (1.000 x 4.000 in) at a nominal
thickness of 5.5 mm (0.220 in).  Fiber reinforced plastic coupons shall be cut into flat strips 25.4 x 102 mm
(1.000 x 4.000 in) at a nominal thickness of 2.54 mm (0.100 in).  All test coupons shall be free of flaws such as
nicks and splinters that would give erroneous test results.

3.2 Surface Coatings—The metal and FRP shall be coated with paints recommended by the automotive
engineer.  Also, the ceramic on the glass shall be the type recommended by the automotive engineer.

3.3 Surface Preparation—Surface preparation with respect to cleaning and primer application shall be in
accordance with adhesive supplier or automotive engineer recommendation.
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