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FOREWORD 

While the theoretical fundamentals of primary ride had been established by Rowell [1]1 in 1922, the first guidelines for 
static deflections and dynamic index were provided in 1934 by Olley [2]. 

Olley also provided the first measurements of directional control performance through his concept of understeer and 
oversteer.  Meanwhile, Lutz [3] was using one-tenth scale models to study directional control.  Early theoretical studies of 
directional control were generally simplified, such as those of Huber [4] and Riekert and Schunk [5] in 1940.  The first 
dynamic transition test was reported by Stonex [6] in 1941, using an optical method to determine the path of the vehicle.  
In 1953, Fonda [7] developed a more complete linear model by using stability derivative notation from aircraft practice, 
and Schilling [8] calculated transient response. 

Early measurement of vehicle and suspension characteristics was typically straightforward, sometimes crude; Olley used 
pairs of jacks and scales to measure ride and roll rates and a cable driven rotary scale to measure axle steer, for 
example.  A 1938 work by Kamm and Schmid [9] includes illustrations of the test equipment used to measure spring rates, 
Coulomb friction, shock absorber characteristics, steering system compliance, center of gravity location, and pitch 
moment of inertia.  These early measurements, even if sufficiently accurate, appear to have been quite labor intensive 
and time consuming. 

Facilities for convenient, systematic measurement of vehicle and suspension parameters are apparently relatively recent, 
such as those described by Nedley and Wilson [10], Ellis and Sharp [11], Basso [12], Winkler [13], and Bell, et. al. [14,15].  
Other researchers [16, 17, 18] have addressed other aspects of vehicle and suspension parameter measurement and 
characterization. 

                                            
 

1Numbers in parenthesis designate references in Section 2. 
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1. SCOPE  

This SAE Information Report presents the background and rationale for SAE J1574-1. 

The motor vehicle industry is working toward a more complete understanding of the factors affecting the motions of 
vehicles on the roadway, by using a variety of techniques that predict responses to road and operator inputs.  The 
capability to predict responses is desirable so that vehicles can be designed for optimum safety and utility.  In addition to 
the force and moment properties of the pneumatic tires, a number of vehicle and suspension parameters affect the 
response of the vehicle; these include weight, center-of-gravity location, moments of inertia, suspension ride and roll 
rates, suspension kinematic and compliance properties, and shock absorber characteristics.  These parameters must be 
quantified in order to predict vehicle responses. 

Measurement of most of these parameters will be limited to determining their values in the linear range for use in 
directional control simulations.  The limitation to linear range characteristics primarily reflects current measurement 
practice, to which SAE J1574-1 is directed.  In the case of mass and inertia properties, this limitation clearly does not 
apply.  For those to which it does apply, it is not felt to be a serious limitation since most of the measurement techniques 
can be extended beyond the linear range through appropriate increases in steering or suspension displacement or 
loading.  Use of the measured parameters in simulations is assumed as the most frequent use. However, this does not 
seem to limit their use to simulations.  Vehicle and suspension characteristics appropriate for simulation can equally well 
be used for vehicle and suspension characterization and comparison, suspension development and optimization, and 
processing of road test data. 

As noted in SAE J1574-1, vehicles addressed will be limited to passenger cars, light trucks, and on-highway recreational 
and commercial vehicles with two or more axles of approximately the same wheel track.  This excludes bicycles, 
motorcycles, tricycles, and vehicles intended primarily for off-highway use.  This limitation is largely a recognition of the 
types of vehicles historically measured for ride and directional control simulation, since SAE J1574-1 has been written to 
document the current state-of-the-art rather than to expand it.  Additionally, inclusion of these other vehicles might well 
require measurement of other chassis characteristics to properly simulate their dynamic characteristics.  The 
measurement of these additional characteristics may not be supported by widespread experimental practice. 

1.1 Assumptions and Limitations 

The focus of SAE J1574-1 is consolidation and documentation of the best existing technology.  The intent is to avoid 
introducing unproven and unestablished practices.  

The assumptions related to the methods of suspension characterization (static characteristics, phenomenological 
descriptions, characterization for linear range maneuvers, and use of superposition) stem largely from established 
practice, with established validity.  All of these suspension characterization methods are widely, though not exclusively, 
used and have given valid simulated responses of steady-state and dynamic vehicle characteristics.  This is not to say 
that other approaches are not also valid. 

The limitations associated with types of simulations addressed also stem primarily from the limitations of existing practice, 
which has generally focused on the simulation of fixed control directional control properties in the linear range.  While 
simulation of free control vehicle responses is not uncommon in the automotive industry, its inclusion in SAE J1574-1 
would require the measurement of steering system component masses and inertias.  Such measurements are not 
common practice. 

The limitations associated with vehicle characteristics addressed deserve brief discussion.  Suspension side view 
kinematic properties are not addressed since they are not required for constant speed directional control simulation.  This 
is also true of rotational inertias of wheels, tires, brakes, and driveline components as well as steer and camber 
compliances resulting from longitudinal force.  The measurement of steer and camber compliances resulting from 
overturning and rolling resistance moment is omitted since these compliances normally have small effects on vehicle 
directional control characteristics. (Rolling resistance moment generally has negligible effects on steer and camber 
deflections.)  Finally, the measurement of the remaining variables (kingpin and caster offsets, ride and roll damping, and 
fifth wheel characteristics) is omitted due to the absence of standard industry practice.  Ride and roll damping are usually 
calculated from shock absorber damping constants and suspension kinematic characteristics.  These calculations will be 
discussed in Section 10. 
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1.2 Characteristics Measured 

No discussion in addition to that of SAE J1574-1. 

1.3 Nature of Measurements 

SAE J1574-1 gives an overview of the types of measurements required for each class of variable measured.  This 
discussion will generally be repeated in much more detail in the first two paragraphs of each section.  This more detailed 
discussion will include minimum accuracy requirements, based on simulation requirements or the capabilities of current 
experimental practice.  In some cases, simulation requirements are not particularly stringent and accuracy requirements 
may more realistically be indicated by experimental practice.  With this in mind, a brief, general discussion of accuracy 
requirements may be helpful here, with a more specific discussion for each variable given in this Information Report for 
each section. 

In those cases where the data are used solely for vehicle subjective development, the measurements may normally be 
made to 5% accuracy, especially if chassis parameter changes significantly larger than this are being made.  This 
assumes that just noticeable subjective differences in response characteristics are about 10%, thus necessitating chassis 
parameter changes of at least 10%, preferably more.  

Vehicle and suspension parameter data may also be used as inputs for mathematical models that calculate vehicle 
responses.  The sensitivity of the response to errors in the input data varies with the vehicle being simulated, with its tire 
characteristics, and the characteristic in question, thus making it difficult to generalize about accuracy requirements.  With 
regard to stability and control calculations, it may be observed that the understeer gradient is the summation of numerous 
effects, such as weight distribution, roll camber, roll steer, lateral force deflection steer, and aligning torque deflection 
steer.  A 1% error in measurement of any one quantity is likely to alter the understeer gradient by 1% or less.  Only when 
inaccuracies accumulate in the same direction is it possible for a significant error in the simulated response to result.  
Transient properties, such as lateral acceleration response time or yaw velocity response time, can be expected to have 
sensitivities similar to those for the understeer gradient.  Accuracy requirements for simulation thus depend on the desired 
accuracy of the simulation and on whether one assumes that errors will accumulate in one direction or not. 

As a final note on the nature of the measurements, the measurement of suspension kinematic and elastic characteristics 
with tires mounted should be briefly discussed.  As noted in SAE J1574-1 for this section, common practice is to leave 
wheels and tires mounted during all measurements.  While this may introduce small errors in some measurements, it is 
treated here as the primary mode of measurement, because of its widespread use and relatively small effect on accuracy.  
However, other methods, which might omit or bypass the tire are not excluded if the additional accuracy is desired.  
Paragraph 9.2.2 of this document covers this subject in more depth. 

1.4 Use of Recommended Practice and Information Report 

No discussion in addition to that of SAE J1574-1. 
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3. VEHICLE DESCRIPTION AND PREPARATION 

3.1 General Vehicle Description 

The vehicle description forms presented in SAE J1574-1 are designed to give a fairly complete vehicle description for 
three basic reasons.  First, the vehicle description enables more meaningful interpretation of test results through 
documentation of vehicle content.  This becomes important when time, unfamiliarity, or multiple vehicle changes make 
human memory fallible.  Second, such identification would be required if the test data were part of subsequent litigation.  
Finally, although not the primary purpose, the vehicle description process may identify aspects of the vehicle which make 
it unsuitable for the intended tests, such as incorrect or out of specification parts. 

3.2 Specific Measurements 

The intent of the vehicle description form is to define and describe the vehicle prior to testing.  Unfortunately, this process 
depends on certain measurements made in subsequent sections, as discussed in SAE J1574-1.  Excluding this 
interdependence, it should be possible to complete the vehicle description form before proceeding to subsequent 
sections. 

3.3 Vehicle Preparation 

The purpose of vehicle preparation is to ensure that the vehicle represents design intent, or a predetermined out-of-
specification condition, is safe for the intended tests, is sufficiently clean for part identification and measurement, and is 
ballasted to proper tire normal forces or suspension trim heights.  Ballasting often results in undesired suspension trim 
heights, for the correct tire normal forces, or vice versa.  The discrepancy should be small if the vehicle, including springs, 
represents design intent.  Generally, proper tire loading is more important for directional control performance than proper 
suspension trim heights.  But for the measurements addressed in SAE J1574-1, suspension trim heights are generally 
more important than tire normal forces.  This is true for the measurement of vehicle geometric characteristics, center of 
mass positions, and suspension and steering kinematic properties.  Proper tire normal forces are more important in the 
measurement of vehicle mass and moments and products of inertia. 

4. MEASUREMENT OF DIMENSIONAL AND GEOMETRIC CHARACTERISTICS 

4.1 Variables Measured 

No discussion in addition to that of SAE J1574-1. 

4.2 Apparatus 

4.2.1 General Performance Requirements 

No discussion in addition to that of SAE J1574-1. 

4.2.2 General Configurations 

Table 3 of SAE J1574-1 lists a number of typical transducers used in making the measurements listed. The reader should 
be reminded that this list of “typical” transducers is provided for reference but should not be limiting.  Many methods or 
special tools can be used on most of the measurements.  For instance, an adjustable trammel bar, or set of these, may be 
more useful than a steel tape for many of the linear dimensions.  Measurement methods and transducers should be 
determined by types of vehicle measured, frequency of measurements, and cost. 
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4.2.3 Performance Requirements 

The accuracy requirement for each measurement covered by Table 3 is determined by its role in: 

a. Defining the test vehicle 

b. Simulating its dynamic performance 

c. Chassis development, or 

d. Processing road test data 

In general, accuracy reflecting the accuracy of available, cost-effective transducers and good mechanical measurement 
practice exceeds the requirements of any of these uses.  While these values of accuracy are seemingly more stringent 
than required, other sources of error in simulation and vehicle testing require that those associated with vehicle definition 
be minimized. This allows effort to be directed at minimizing the other sources of error.  For this reason, the accuracy 
requirements shown in Table 3 generally reflect available transducer accuracy and good measurement practice. 

The accuracy requirements in Table 3 are stated as a percentage of actual reading.  This criterion ceases to be 
meaningful when the required accuracy is less than the accuracy of available transducers, which can occur with variables 
whose values can be near zero.  In this case, an alternate, absolute accuracy is given to be used as the accuracy criterion 
near zero.  It should be used when larger than the accuracy determined by the percentage accuracy times the actual 
reading. 

4.3 Test Procedures 

4.3.1 Vehicle Preparation 

No discussion in addition to that of SAE J1574-1. 

4.3.2 Test Procedures 

4.3.2.1 Measurement of Linear Dimensions 

Many of the measurements of linear dimensions outlined in SAE J1574-1 include averaging values on opposites sides of 
the car.  This reflects the existence of lateral asymmetries in most dimensions of a vehicle.  These are generally small but 
can occasionally be significant.  Thus, measuring values on both sides allow a check of the magnitude of the asymmetry 
and averaging allows a truer representation of the vehicle's dimensions.  However, in certain instances the magnitude of 
the asymmetry may be desired (in vehicle development, for instance) and averaging may not be appropriate.  In addition, 
side-to-side asymmetries sometimes represent a special design asymmetry (wheelbase, on certain vehicles) which should 
be documented.  In these special cases, the needs of a particular laboratory or circumstance should take precedence. 

SAE J1574-1 specifies ballasting the vehicle to curb suspension trim heights, measured either between the suspension 
and sprung mass or between the sprung mass and ground.  The former is preferred and both are discussed further here. 

Suspension trim height can be defined in various ways and measured with different techniques to different levels of 
accuracy.  The simplest, and least precise, approach is to measure the vertical distance between the wheel center and an 
arbitrarily defined point on the body fender lip.  This is usually done with a steel tape.  Its disadvantage is in not uniquely 
defining suspension trim exclusive of body position relative to suspension attachment points.  Further, the wheel lip 
reference is often arbitrary and may be difficult to reproduce at a later date.  A more precise and repeatable method is to 
measure relative heights between some point(s) on the suspension and/or a point on an adjacent frame member.  (Such 
points are often a ball joint seat, axle centerline, control arm pivot bolt, or frame “kick-up” above axle centerline.)  These 
measurements are more difficult and require that the test vehicle be on an accurate horizontal reference, usually a steel 
bed plate.  Vertical measurements should be made between reference points and the bed plate.  Subtraction defines their 
relative height. 
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The measurement of wheel track, between centers of tire contact, can be complicated by the existence of camber and 
toe-in.  It is customary to measure wheel track above the road plane at the tire tread centerline at front and rear.  These 
dimensions should be averaged to correct for toe-in.  In addition, there should be an additional correction made for 
camber, normally measured on a wheel alignment facility.  This is also discussed in 8.2.2 of SAE J1574-1. 

4.3.3 Measurement of Wheel Alignment 

No discussion in addition to that of SAE J1574-1. 

4.3.4 Measurement of Tire Pressure 

No discussion in addition to that of SAE J1574-1. 

4.4 Calibration Procedures 

No discussion in addition to that of SAE J1574-1. 

5. MEASUREMENT OF VEHICLE AND COMPONENT WEIGHTS 

5.1 Variables Measured 

Total vehicle weight, front and rear unsprung weights, sprung weight, and individual tire normal forces are measured.  The 
total vehicle weight is the weight of the complete vehicle conforming to specified conditions, including appropriate 
quantities of coolant, fuel, and lubricant. The unsprung weight is all weight which is not carried by the suspension system, 
but is supported directly by the tire or wheel, and considered to move with it.  Portions of the weight of the suspension 
members are also included.  (See 5.3.2.2 for a further discussion of this issue.)  The sprung weight is the total weight 
minus the total of unsprung weights. 

Since the sprung weight is the difference between total and unsprung weights, it is not necessary to measure all three.  It 
is customary to measure total and unsprung weights and determine the sprung weight from their difference. 

Some applications may not require the measurement of unsprung weight, such as the simulation of a nonrolling “bicycle” 
model.  If such is the case, it should be avoided, due to the difficulty of disassembling the vehicle suspensions. 

The need to measure individual tire normal forces stems from the need to determine the vehicle horizontal center of 
gravity position, discussed in the next section.  To measure the vehicle's longitudinal center of gravity position, only the 
“axle loads” (sum of tire normal forces on an axle) are required, assuming the wheelbases are the same on each side.  
(This symmetry usually exists, at least nominally, for most vehicles.)  Given the axle loads and the wheelbase, the solution 
of a statics problem provides the longitudinal center of gravity position.  Similarly, to measure the vehicle's lateral center of 
gravity position, only the sum of tire normal forces on each side of the vehicle would be required, if the wheel tracks were 
the same.  But, this is generally not true and individual tire normal forces are required.  Because of this, the need to 
measure individual tire normal forces will be assumed in SAE J1574-1.  The accuracy requirements for these 
measurements will be determined by the accuracy requirements set for the measurement of total vehicle weight and 
center of gravity position, not by accuracy requirements for the measurement of tire normal forces, per se.  This will be 
discussed further in 5.2.3 of this section. 

5.2 Apparatus 

5.2.1 General Performance Requirements 

No discussion in addition to that of SAE J1574-1. 
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5.2.2 General Configurations 

Due to the general need to measure individual tire normal forces, one or more scales capable of measuring each tire 
normal force are required.  In certain cases, this may not be required.  If a given laboratory does not need to measure 
center of gravity horizontal position, a single scale to measure total vehicle weight and sprung or unsprung weights would 
suffice.  Similarly, a single scale to measure axle load or the sum of tire normal forces on one side of the vehicle could be 
used to measure horizontal center of gravity position, if the vehicle symmetry conditions discussed in 5.1 were met. 

5.2.3 Performance Requirements 

Table 5 in SAE J1574-1 gives accuracy requirements for the measurement of tire normal forces, sprung and unsprung 
weights, scale level, and scale planarity.  The purpose of this discussion is to explain these requirements by developing 
the theory related to them.  Since a few of the accuracy requirements are vehicle dependent, the availability of the theory 
will allow the user to set his/her own accuracy requirements which are consistent with those of Table 5. 

It is assumed in this discussion that individual tire normal forces are to be used primarily to calculate total vehicle weight, 
longitudinal weight distribution (center of gravity position), and lateral weight distribution (center of gravity position).  They 
may also be used as input to four-wheeled directional control simulations, in which case their importance depends on tire 
force and moment nonlinearities.  Since SAE J1574-1 is limited to directional control simulation in the linear range, these 
effects will be assumed small.  Therefore, this discussion will focus on errors in the measurement of tire normal forces 
which ultimately affect apparent total weight and horizontal center of gravity position.  (Longitudinal and lateral weight 
distribution will be used as indications of the effect of measurement error on the determination of horizontal center of 
gravity position.)  The errors discussed are: scale error, side view scale slope, front view scale slope, and scale planarity.  
Errors introduced by inaccuracies in these variables are assumed to superimpose and will therefore be discussed 
separately.  Derivations will assume a four-wheeled vehicle. 

The following variable names will be used: 

θy side view slope of plane of scale(s) 
θx front view slope of plane of scale(s) 
a horizontal distance from total vehicle center of gravity to front wheel centerline 
b horizontal distance from total vehicle center of gravity to rear wheel centerline 
c horizontal distance from vehicle lateral plane of symmetry to total vehicle center of gravity (assumed positive to 

the right) 
e scale error, measurement error divided by true value 
h height of one tire center of tire contact above plane of others 
H height of total vehicle center of gravity above ground 
kf front roll stiffness, including tire effects 
kr rear roll stiffness, including tire effects 
kθ effective stiffness of roll stiffnesses in series 
L wheelbase 
P1 left front tire normal force 
P2 right front tire normal force 
P3 left rear tire normal force 
P4 right rear tire normal force 
Tf front wheel track 
Tr rear wheel track 
W total vehicle weight 
Wf front axle load 
Wr rear axle load 
WDx  longitudinal weight distribution 
WDy lateral weight distribution 
´           apparent value of variable resulting from effects of error(s) 
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The effect of scale error is easiest to address by first defining its effect on the measurement of an individual tire normal 
force.  Using the previous definition of e (see Equations 1 and 2), 

  (Eq. 1) 

and, 

  (Eq. 2) 

The worst-case effect of scale error in the measurement of total vehicle weight would be four scales with errors in the 
same direction, or one scale with the same error.  In this case, the apparent total weight would be as shown in Equation 3: 

  (Eq. 3) 

The apparent total weight depends only on scale error and total vehicle weight and is independent of vehicle center of 
gravity position or other design attributes. 

The worst-case effect of scale error in the measurement of longitudinal weight distribution would be having front scales 
with errors in one direction and rear scales with errors in the opposite direction.  In this case (see Equations 4 to 6), 

  (Eq. 4) 

  (Eq. 5) 

  (Eq. 6) 

The apparent longitudinal weight distribution depends on the scale error and the vehicle's true weight distribution.  For a 
vehicle with 50/50 weight distribution, a 5% scale error in the directions assumed will indicate a weight distribution of 
52.5% front.  This sensitivity is roughly, but not exactly, the same for different true weight distributions. 

The worst-case effect of scale error in the measurement of lateral weight distribution would be having scales on one side 
of the vehicle with errors in one direction and scales on the other side with errors in the opposite direction.  In this case, 
the governing equations are the same as those for the longitudinal analysis, with the substitution of tire normal forces on 
one side of the vehicle for axle loads.  If the wheel tracks are the same, then the lateral weight distribution corresponds to 
lateral offset of the center of gravity.  If the wheel tracks are not the same, this correspondence no longer holds exactly.  
For most passenger cars, wheel tracks are usually nearly equal and the previous sensitivity of weight distribution to scale 
error is applicable.  If the wheel tracks are significantly different, then the lateral weight distribution is not a true indication 
of the center of gravity lateral position.  The apparent offset of the center of gravity is determined from apparent individual 
tire normal forces and the solution of a statics problem: 

 )PPPP/2)]/()(TPP(/2))(TPP[(c 4321r34f12 ′+′+′+′′−′+′−′=′  (Eq. 7) 
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Scale side view slope can also produce errors in the measurement of total weight and longitudinal weight distribution.  
This results from the fact that the weight vector acting at the vehicle total center of gravity is not perpendicular to the plane 
of the scales.  Its component normal to the plane of the scales is Wcosθy and its longitudinal component is Wsinθx.  These 
effects result in the following apparent axle loads (assuming insignificant sprung mass pitch resulting from the scale slope 
and a slope which raises the rear of the vehicle above the front) (see Equations 8 and 9): 

  (Eq. 8) 

  (Eq. 9) 

The apparent total weight is the sum of these loads.  The apparent longitudinal weight distribution is as shown in 
Equation 10: 

  (Eq. 10) 

Scale front view slope can produce similar errors in the measurement of total weight and lateral weight distribution.  As 
before, suspension deflections are assumed to be insignificant and the slope is assumed to raise the left side of the 
vehicle.  Lateral load transfer will be assumed to be distributed according to the longitudinal weight distribution.  This is 
related to the assumption of insignificant suspension deflection, due to Coulomb friction.  In this case, suspension roll 
center heights and roll stiffness distribution do not come into play and the assumption of load transfer distribution equaling 
the weight distribution is justifiable.  The apparent individual tire normal forces are as shown in Equations 11 to 14: 

  (Eq. 11) 

  (Eq. 12) 

  (Eq. 13) 

  (Eq. 14) 

The apparent total weight is the sum of these values.  The apparent longitudinal weight distribution is shown in 
Equation 15: 

  (Eq. 15) 

The apparent lateral weight distribution (again ignoring wheel track differences) is shown in Equation 16: 

  (Eq. 16) 

The last source of error to be discussed is lack of scale planarity.  Since scale slope errors have already been addressed, 
it will be assumed that tire normal forces are being measured by four scales, three of which are level and coplanar.  The 
fourth will be assumed to be higher by an amount h.  Assuming that the front axle has the out-of-plane scale, the centers 
of tire contact are displaced in roll by h/Tf, using small angle approximations.  In this displacement mode, with the vehicle 
in static equilibrium, the suspension roll stiffnesses (including tires) are in series and carry equal and opposite moments.  
Therefore, knowledge of the magnitude of this moment will allow determination of the load transfer across each axle and 
the individual tire normal forces.  The tire normal force at the out-of-plane (higher) scale and diagonal to it will be higher 
than that for coplanar scales. 
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The series spring rate of the two suspensions is shown in Equation 17: 

 )k/(kkkk rfrfθ +=  (Eq. 17) 

The moment carried by each suspension is the product of this effective stiffness and the imposed roll displacement due to 
the scale height h is shown in Equation 18: 

  (Eq. 18) 

The load transfer across the front suspension is this moment divided by the wheel track is shown in Equation 19: 

  (Eq. 19) 

The load transfer across the rear axle arises from the same moment and imposed roll angle (at the front) but may be 
carried across a different wheel track as shown in Equation 20: 

  (Eq. 20) 

Therefore, the apparent individual tire normal forces are shown in Equations 21 to 24: 

  (Eq. 21) 

  (Eq. 22) 

  (Eq. 23) 

  (Eq. 24) 

The equations developed previously should allow the reader to calculate acceptable values of scale level and planarity, 
for a given vehicle, such that the accuracy requirements of Table 5 of SAE J1574-1 are met. The absolute accuracy 
requirements for scale level and planarity shown in Table 5 of SAE J1574-1 are given so that such calculations are not 
required.  Table 5 gives some insight into these requirements, using the previous equations, and based on the 
characteristics of a small front-wheel-drive passenger car. 
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