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1. Scope—This test method provides a standardized procedure for evaluating the sealing capability of a hose
connection or any of the individual components of the connection with a pressure, vibration, and temperature
(PVT) test facility. This test method consists of a test procedure which includes vibration and coolant flow (#1)
and a similar test procedure specified without vibration or coolant flow (#2). Any test parameters, other than
those specified in this SAE Recommended Practice, are to be agreed to by the tester and the requestor.

2. References

2.1 Applicable Publications—The following publications form a part of this specification to the extent specified
herein. Unless otherwise indicated, the latest issue of SAE publications shall apply.

2.1.1  SAE PuBLICATIONS—Available from SAE, 400 Commonwealth Drive, Warrendale, PA 15096-0001.

SAE J1231—Formed Tube Ends for Hose Connections and Hose Fittings
SAE J1508—Hose Clamps Specification

3. Materials and Equipment Required—Unless otherwise specified, the components for evaluating a hose
connection should include:

3.1 Hose molded to consistent ID and OD and cut to a minimum length of 400 mm (16 in).
3.2 Hose connectors per SAE J1231.

3.3 Series Type F hose clamps per SAE J1508.

3.4 PVT test facility.

3.5 An ethylene glycoliwater (50/50 volume) mixture with appropriate inhibitors.
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